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Abstract 

Timber is commonly found as a building material in both historic structures with significant 

heritage value, as well as in contemporary structures that are becoming increasingly taller. 

Although widely used, uncertainty remains regarding timberôs fire performance. There is little 

available information specific to heritage timber, and data is still lacking regarding the degradation 

of contemporary timber beyond the char layer. Moreover, there is an architectural desire to build 

more complex timber structures, which often feature open-plan spaces, a configuration for which 

there exists little information regarding the fire performance of combustible structures as well as 

very little design guidance. In order to facilitate the conservation of historic timber buildings and 

the creation of innovative contemporary timber buildings, there needs to be a stronger 

understanding of the thermomechanical response of structural timber to real fire exposures. 

A series of small- and large-scale experiments were performed, to assess the 

thermomechanical performance of both heritage and contemporary engineered timbers, as well as 

encapsulation materials meant to improve timbers fire performance. Experimental setups used for 

assessment considered radiant panels in the Cone Calorimeter and Lateral Ignition and Flame 

Spread Apparatuses to evaluate and compare metrics such as flame spread, charring rate, and time 

to ignition. Further, pool fires were used to create a larger scale thermal exposure in the assessment 

of characteristics such as charring, adhesive strength loss, and material degradation. Lastly, finite 

element analysis software LS DYNA was used to create a model of a timber ceiling exposed to a 

well ventilated, open plan fire, in order to understand experimental data collection needs to 

facilitate future design methodologies for timber structures.  

Contributions to the state-of-the-art include developments into a mechanism that may cause 

gypsum board encapsulation failure, highlighting relative differences between heritage and 

contemporary timbers fire performance (including charring rate, flame spread, and ignition time), 
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and analysing adhesive degradation in contemporary engineered timbers (Glued Laminated 

Timber and Laminated Veneer Lumber). The thermal model also allowed for identification of 

experimental data sets were recommended for collection, which may eventually contribute towards 

developing design methodologies for open plan well ventilated timber structures.   
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Chapter 1 : Introduction  

 

1.1 General 

Timber is one of the oldest construction materials, and it continues to be used today. Timber 

buildings are renowned for a number of reasons, to name a few; they are often seen as 

architecturally desirable (especially when the timber is left uncovered by another material), and 

there are health benefits associated with occupying timber structures [1]. In terms of features as a 

structural material, building with timber can be advantageous for its relatively light weight. 

Moreover, timber members are often fabricated off-site, leading to quick on-site assembly which 

can accelerate construction time. Commonly, timber is used for itôs potential to be more 

environmentally friendly than some other commonly used building materials. For these reasons, 

timber continues to be a popular material choice.  

 
Figure 1.1 Interior of a contemporary timber building in Scarborough, Ontario (authorôs photo). 

One of the challenges in building with timber is addressing its vulnerability to fire. In 

historic timber structures; these buildings may be neglected and have subsequentially become 
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susceptible to arson, or they may be undergoing preservation work that expose them to additional 

fire risk. In terms of contemporary structures, timber buildings are continuing to become more 

complex. As timber buildings become taller, larger, and more intricate than ever before, there is a 

need to thoroughly understand the structural performance of timber to fire.  

1.2 Motivation  

The ultimate motivation of this research is to better understand the thermomechanical 

response of structural timber to non-standard fire exposures, in order to better understand the 

structural fire performance of timber structures, both historic and contemporary.  

Heritage timber buildings are exceptional reminders of our history. The timber within these 

buildings is often well worth conserving, as it may hold architectural or aesthetic importance, or it 

may represent the structural systems of the time period in which the buildings were constructed. 

Moreover, heritage timber buildings are often of high interest and importance to their communities. 

As previously mentioned, these structures are inherently vulnerable to fire. There is also a lack of 

available guidance regarding fire performance assessment and prevention, that may lead 

practitioners to either remove the heritage timber or cover it with another material meant to 

improve its fire performance. In both cases (either the removal or covering of timber with another 

material), the heritage value of the buildings is obscured.  

Today, we continue to see timber as a common building material. While historic buildings 

typically use solid wood sections, recently engineered timber has been used to create large and tall 

timber structures. Engineered timber is a product characterized by the union of wood with other 

fasteners. An example of a tall, engineered timber building is the Brock Commons Building in 

Vancouver, BC, standing at 18 stories [2]. The Brock Commons Building is primarily comprised 

of two engineered timber products; Cross Laminated Timber (CLT), Glued Laminated Timber 
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(Glulam), as well as concrete, however in this building all the wood elements were encapsulated 

with multiple layers of gypsum board1. The use of encapsulation reduces many of the 

aforementioned advantages of constructing timber buildings, such as aesthetic appeal, and the 

environmental impact of the project may be increased with the use of additional materials. 

Furthermore, there is some concern that the gypsum boards may not stay fastened to timber during 

a fire [3ï6]. The use of gypsum boards also raises the question of whether the timber members 

themselves could have performed adequately in fire without encapsulation.  

 Previous research has begun to look at the performance of timber in fire, though several 

areas remain understudied. Some products, such as CLT, have attracted research attention due to 

behaviours such as fall-off of laminate layers in fire [4]. Meanwhile, several other engineered 

timber products, such as Glulam and Laminated Veneer Lumber, have received less research 

attention. Furthermore, to the author's knowledge, experiments on the fire performance of heritage 

timber have been extremely limited. This lack of information regarding the fire performance of 

understudied timber products may lead over or under conservative practices, such as encapsulating 

or removing timber where it may not be necessary.  

When timber fire tests are performed, a furnace test that follows a specific temperature-

time curve is often used, referred to as the standard temperature-time heating curve (CAN/ULC 

S101 in Canada) [7]. While standard temperature-time heating curve tests may provide some 

insight into the fire performance of a material, there is a possibility that the standard temperature-

time curve may only characterize the performance of the material in one specific thermal exposure, 

and even then, the performance is only relative to other materials which have undergone the same 

exposure. The standard temperature-time heating curve has been criticized for several reasons, 

 
1 With the exception of one room where the timber is exposed (a study lounge).  
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such as not considering the cooling phase of a fire, having an initial rate of temperature increase 

that may not be as severe as a real fire, and that the support conditions of the member tested may 

not be representative of realistic construction [8]. For these reasons, there is a need to understand 

the fire performance of materials in fire scenarios beyond the standard temperature-time heating 

curve.  

While there is some understanding of methods that have been used to design timber 

structures in the past and in the present, recent discussions [9, 10] regarding the appropriateness 

of using the standard temperature-time heating curve in determining the fire performance of timber 

elements raises the question of how timber structures will be designed in the future.  This has 

prompted a need to begin identifying information that is needed to develop models to assess the 

fire performance of timber against non-standard fires in open plan, well ventilated conditions.  

The scarcity of available information regarding the thermomechanical performance of 

several timber types to realistic fires has prompted this thesis, and the research herein. The 

objective of this thesis is therefore to better understand how understudied timber systems perform 

in realistic (non-standard) fires.  

1.3 Scope of Project 

Previous work by other researchers (primarily investigating the performance of CLT) have 

suggested that several aspects of the way in which the fire performance of timber is evaluated may 

be over or under conservative. This work has included suggestions that encapsulation materials 

may not remained fastened to CLT panels during a fire [4], however the exact mechanisms causing 

the panels to become detached during or after a fire have yet to be identified. Furthermore, in 

assessing the fire performance of the engineered timber itself, the adequacy of current procedures 

used for quantifying material degradation in fire have been called into question [11, 12], especially 
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with regards to the adhesives. With respect to historic timber, to the authors knowledge there has 

been little to no contemporary research regarding its fire performance.  

All of the aforementioned aspects direct additional research needs regarding the fire 

performance of several understudied types of timber, as well as systems meant to improve the fire 

performance of timber. The overarching theme of this thesis is to better understand the 

thermomechanical response of timber to real fire exposures, which will be addressed through a 

comprehensive research programme. The research herein therefore explores the themes of; 

1. The effectiveness of encapsulation systems at protecting timber from non-standard 

fires;  

2. The thermomechanical response of historic timber to non-standard fires; and,  

3. The thermomechanical response (including the degradation of adhesives) of 

contemporary engineered timber to non-standard fires.  

The test programme undertaken to achieve these objectives will be described in the 

following chapters. In evaluating encapsulation systems, several historic and contemporary 

encapsulation materials were procured or recreated and tested in controlled laboratory studies at 

both small scale and realistic scale. Contemporary encapsulation (gypsum board) was further 

examined in a real building fire. Once the effectiveness and failure mechanisms of encapsulation 

materials were better understood, the fire performance of timber itself was then evaluated. This 

began with a test series looking at charring rate, flame spread, and ignition of historic timber, 

compared to contemporary timber, and continued by examining the failure mechanisms of 

contemporary engineered timber, including the degradation of the adhesives. Finally, information 

needed to develop datasets that may be used for the creation of numerical models for assessing 

timber to nonstandard fire exposures will be explored using computational tools. A comprehensive 



6 

 

 

understanding of each of these themes is essential to understanding the overall structural fire 

performance of timber buildings.   

1.4 Research Objectives 

The scope of this project explores several central themes, each contributing to the research 

objectives of this thesis. The novelty of this thesis stems from several aspects, primarily that the 

timber types and encapsulation systems examined herein have seen little research, especially using 

non-standard fires. Thus, there is a need to understand the performance of these timbers and 

encapsulation systems to non-standard fires in order to develop our understanding of how they 

would perform in a variety of fire scenarios. Furthermore, it is critical to identify the failure 

mechanisms both in-fire and post-fire in order to facilitate safe timber structures. The research 

objectives of this thesis therefore include;  

1. Developing a better understanding of the effectiveness of historic and contemporary 

encapsulation materials at protecting timber from fire; as well as improving the 

understanding of the failure mechanisms of contemporary encapsulation measures (fire 

rated gypsum board);  

2. Investigate the fire performance of heritage timber on a small scale in order to develop 

a preliminary evaluation of its charring, flame spread, and ignition characteristics;  

3. Improve the current understanding of the thermal degradation of engineered timber in 

fire, including identifying failure modes of fire- damaged structural members; and,  

4. Identify and recommend datasets that need to be collected experimentally to facilitate 

methodology development for assessing the fire performance of timber to nonstandard 

fires.  
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1.5 Outline of Thesis 

This thesis has been written in a modified manuscript style format. Most of the chapters 

have been adapted from journal papers that have either been submitted or published by the thesis 

author. Modifications to the manuscripts have been made such that the thesis reads as a whole 

narrative. The author of this thesis was the first author on the related sections of each of these 

journal papers meeting said criterion for authorship role. Authorship in this context is defined as 

sufficiently participating in the conception, design, analysis, writing, and/or revising of the 

manuscripts. First authors were determined by those who participated sufficiently to take 

ownership of the article.  

The following paragraphs give a brief description of each chapter of this thesis. Figure 1.2 

shows the development of topics, and how the chapters feed into one another as a cohesive research 

programme.  

 
Figure 1.2 Development of topics within this thesis. 

Chapter 2: Fire Safety Engineering of Timber will provide a background into the current 

understanding of the thermal degradation of timber, as well as current practices. This chapter has 

been provided such that a background in timber and fire safety engineering is not necessary to read 
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the following chapters, however, readers who do have such an understanding in these topics will 

not require this review. Topics covered in this chapter include the material properties of timber, 

fire testing technologies, fire dynamics, thermal performance and decomposition of timber in fire, 

current practices for determining structural capacity, and use of encapsulations to improve timber 

fire performance. 

Chapter 3: Fire Performance of Heritage and Contemporary Encapsulation 

Materials examines the history and evolution of encapsulating timber to improve its fire 

performance through analysis of archival literature dating over 200 years ago, as well as evaluates 

the fire performance of bench-scale samples of these historic and reproduced encapsulations with 

controlled and repeatable testing. The purpose of these tests was to understand the successes and 

failures of these encapsulations and to assist practitioners who may encounter these dated 

protective measures. Plasters, metal plates, lime-based paints, and gypsum boards were all tested 

using a Cone Calorimeter apparatus (a coiled radiant heater which can produce a controlled heat 

flux) and the heat release rates, material decomposition, charring and ignition of timber were 

analyzed.  

Chapter 4: Performance of Type X Gypsum Board on Timber to Non-Standard Fire 

Exposures extends the results of Chapter 3 to larger scale experiments but focuses only on 

contemporary encapsulation (Type X fire rated gypsum board). In recent studies where non-

standard fire exposures have been utilized, there have been concerns as to whether encapsulation 

successfully can improve the fire performance of the assembly due to board fall off or heat 

penetration between layers throughout the duration of a non-standard fire scenario (which includes 

cooling phases and auto-extinction). A two-stage experiment studying multi-layered and fire-rated 

gypsum clad stand-alone columns is addressed in this chapter. In the field study, a stand-alone 
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timber column within a large, open farm structure was encapsulated in three layers fire rated 

gypsum board. The second stage of the research involved four, encapsulated timber columns with 

localized non-standard fires (methanol pool fires exposing one face only) in controlled laboratory 

conditions. These tests used novel narrow-band spectrum illumination to document the underlying 

breakdown of the gypsum board with non-standard fire exposure and cooling phases.  

Chapter 5: Fire Performance Evaluation of Cultural Heritage Timber Relative to 

Contemporary Timber addresses if historic timber performs significantly different to 

contemporary timber in fire. The chapter begins by outlining available guidance for practitioners 

who encounter heritage timber buildings and describes historic fire tests of timber. Contemporary 

fire tests of historic timber by the author are then described. Controlled and repeatable fire tests 

have been performed on four different types of timber, two contemporary Glued Laminated 

Timbers (Glulam) and two historic timbers from buildings constructed in 1898 and 1839. The 

timber was tested using Lateral Ignition and Flame Spread Test and Cone Calorimeter apparatuses, 

following ASTM E1321 and ASTM E1354 standards, to compare the relative performance of the 

timber types in their char depth, time to ignition, and flame spread.  

Chapter 6: Performance of Adhesives in Glulam after Short-Term Fire Exposure 

considers the extent of the adhesive degradation and the validity of the zero-strength layer guidance 

with respect to short duration fire exposure on thin glulam members. Realistically scaled Glulam 

beams were heated locally using a controlled pool fire in controlled locations along the length of 

the beam.  Reduced cross section samples were created by mechanically carving a way an area of 

cross section equal to the area lost to char on the heated beams. The mechanically carved samples 

were created in order to observe any strength loss of material degradation beyond the char layer, 
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as theoretically the carved and charred samples would have the same effective cross-sectional area. 

All of the samples were then loaded to failure in four-point (laterally restrained) bending tests.  

Chapter 7: Mechanical Performance of Laminated Veneer Lumber and Glulam 

Beams After Short -Term Incident Heat Exposure was prompted by the research needs outlined 

in Chapter 6; namely the need to study additional types of engineered timber (beyond CLT) and 

the need for a large number of tests to reduce variability. This chapter therefore explores the 

performance of timber elements exposed to well defined thermal boundary conditions and 

examines the extend of adhesive degradation after heating. 28 small scale beams are considered, 

consisting of Glulam and LVL. A subset of beams was exposed to radiant heat using a Lateral 

Ignition and Flame Spread Test apparatus, to reach a defined damage state. An additional subset 

of beams also had an area of their cross-section carved away, equivalent to the char depth of the 

heated beams. The carved beams allow for the identification of degradation beyond the char layer, 

as theoretically both the carved and charred beams would have the same effective cross-sectional 

area. All beams were mechanically loaded using a four-point loading setup. The current zero-

strength allowance for degradation effects beyond the char layer is discussed in the context of the 

results of this chapter.  

Chapter 8: Timber Fire Dynamics and Modelling ultimately aims to highlight 

experimental data collection needs required for finite element modelling, which could eventually 

be used in the creation of design methods for open plan, well ventilated timber structures. This 

chapter provides an overview of current design procedures being used by practitioners in Canada 

and internationally, which include analyses of risk and underscore the importance of finite element 

modelling of timber in design. A model was created using LS DYNA, simulating a fire incident 
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on the soffit of a Cross Laminated Timber (CLT) ceiling, which was used to highlight missing data 

sets needed for input parameters or model calibration.  

Chapter 9: Conclusion and Recommendations will outline some of the main findings of 

the previous chapters, as well as highlight the usefulness and novelty of these results. 

Recommendations will also be made for future research needs to further develop our understanding 

of the fire performance of these timber members and systems, contributing to the overall safety of 

historic and contemporary timber structures.  

In addition to the main text, five appendices are included with this thesis. Four of these are 

publications (or manuscripts submitted for publication) that represent studies completed 

throughout the authorôs degree, but do not directly address the research objectives. These include 

publications related to engineering education, which are included both to give a comprehensive 

overview of the authorôs work during their degree, and because the themes of the appendices 

support future work related to the thesis objectives.  

Appendix A: Supplementary Information to Chapter 8 provides additional information 

related to the modelling completed in Chapter 8. The intent of this chapter is to give an overview 

of the modelling process such that it could be adapted in the future. Appendix B: Structural 

Repair of Fire Damaged Timber discusses the possibility of repair of timber members after fire, 

by carrying out experimental tests where four fire-damaged members are repaired using additional 

timber panels and structural screws. Members were loaded to failure in four-point bending, and a 

hypothetical cost analysis is provided as a baseline of what a potential repair might cost in a fire-

damaged timber structure. Appendix C: The Effects of Radial Cracks on the Fire Performance 

of Heritage Timber examines how existing radial shrinkage cracks on heritage timber member 

affect the members fire performance, including if the presence of the crack affects the overall char 
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depth. Members were extracted from a historic building undergoing renovation, exposed to a pool 

fire, and subsequently loaded to failure. Additional small-scale samples extracted from the same 

members were tested in a Cone Calorimeter apparatus. Observations regarding char depth and 

crack expansion were made during and after testing. Appendix D: Incorporating Timber 

Education into Existing Accredited Engineering Programs proposes a method to incorporate 

timber education into existing Civil Engineering programs across Canada, until full courses can 

be developed across all institutions. This method of presenting learning modules was implemented 

in a fourth year Civil Engineering course and students were surveyed to gauge effectiveness at 

teaching timber design at a high-level, and to gauge student interest.  Finally, Appendix E: 

Comparing the Experiences of Women in Engineering Across Different Schools analyses the 

results of a survey distributed to engineering students across four North American universities. 

The purpose of this study is to identify factors that may be affecting some genders more than 

others, so that these causes may eventually be alleviated.   
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Chapter 2 : Background of Fire Safety Engineering of Timber  

This chapter will provide much of the background information needed to contextualize the 

following chapters. The content of this chapter is a review of current knowledge and practices 

regarding fire safety engineering of timber. This will begin by examining the material properties 

of timber and continue by looking at currently available fire testing technology and some basic fire 

dynamics principles. The thermal performance and decomposition of timber will be discussed, 

including factors that may influence the fire performance of a timber sample. Finally, current 

practices for determining the structural capacity of a fire-damaged timber member will then be 

presented, as well as the use of encapsulation materials to achieve the desired fire performance 

will be discussed.  

2.1 Properties of Timber 

 In order for the thermomechanical response of timber to be evaluated, the fundamental 

material properties must first be understood. Timber is a somewhat unique building material in 

that it is orthotropic due to the orientation of the grain. The three axes directions are relative to the 

grain direction and growth rings; longitudinal (to the grain), tangential (to the growth rings), and 

radial (radial to the growth rings and perpendicular to the grain). In structural engineering, timber 

is typically considered to be either parallel or perpendicular to the grain (longitudinal or radial 

directions, respectively). In general, timber is stronger when loaded parallel to the grain, and 

weaker when loaded perpendicular to the grain.  

Timber is often categorized as being either a hardwood or a softwood (where softwoods 

are trees that often have needles year-round, and hardwoods have broad leaves that shed). The use 

of softwood in contemporary structural applications is common. Hardwood is used very little in 

structural applications, however, it may still be found in some historic sites.  
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Figure 2.1 Timber axes relative to grain orientation and growth rings (adapted from [13]). 

 When trees grow, they grow outwards through the development of growth rings. New wood 

cells are produced on the inside of the bark, producing earlywood and latewood. Earlywood is 

developed earlier in the season (typically the spring), and usually has cells with large cavities and 

thin walls, while latewood (which develops later in the season) has smaller cavities and relatively 

thicker walls [14]. Earlywood is lighter weight and weaker than latewood, attributed to the higher 

density of latewood [14]. In seasonal climates, earlywood and latewood will be different colours 

(with the latewood being darker than the earlywood), allowing the approximate age of the tree to 

be counted as one year per growth ring. Trees may grow more than one growth ring per season if 

the growth cycle is interrupted (by droughts or other reasons) or may not have any defined growth 

rings (due to species or climates with indistinct seasons). Factors such as the speed of growth may 

have an effect on the size of growth rings and density of the wood, however, researchers have not 

unanimously agreed on this correlation [15].  

The microstructure of wood is comprised primarily of elongated cells (fibres or tracheids), 

as well as a binding matrix [14]. These cells provide mechanical support, and (in some species) 

are used to transport sap within the tree. Trees also have cells that run radially from the centre of 

the tree towards the outer bark to move sap across the grain, known as ray cells [14]. With regards 
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to chemical composition, wood is comprised primarily of cellulose, lignin, and hemicellulose. 

Cellulose makes up the cell walls themselves, with the lignin and hemicellulose making up the 

matrix which binds the cells together. The percent composition of these materials is largely 

dependant on the species type. 

 
Figure 2.2 Growth rings as seen on a piece of Pine timber (authorôs photo). 

 Since timber is a natural material, it often contains defects that can affect its structural 

performance. Knots are common in timber, representing the remains of a branch. Other defects 

include wanes (bark remaining on the timber), checks (separation along the grain due to uneven 

drying), and shakes (longitudinal separation). The number of defects may be reduced in higher 

grade timber. Timber can be graded either visually or mechanically. In a visual grade, an inspector 

would grade the timber based on quality, which would include limits for the size and presence of 

defects including knots, shakes, and checks, and an allowable angle for the slope of the grain. 

Machine stress-rated (MSR) graded timber would be assessed visually for many of the same 

defects mentioned above and would then undergo a bending test from which a computer could 

determine the modulus of elasticity of the timber.  

 Engineered timber is created by combining smaller pieces of timber with fasteners such as 

adhesives or nails. This process can allow for small, highly graded pieces of timber to be combined 

to create a strong section, allowing it to be used in applications of high loading or long spans. 

Types of engineered timber include Cross-Laminated Timber (CLT), Glued Laminated Timber 

(Glulam), and Laminated Veneer Lumber (LVL) . CLT is usually used to create surfaces such as 
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walls or floors and uses layers of timber alternating in direction. Glulam is often used for beams 

or columns and uses small sections of timber all in one direction. Laminated veneer lumber is also 

used for components such as beams and is built up by multiple very thin laminates of timber, again 

oriented in the same direction. All of these engineered timber products are adhered together. 

Examples of these products are shown in Figure 2.3.  

a.             b.                c. 

   
Figure 2.3 Examples of engineered timber, a. CLT, b. Glulam, and c. LVL. 

2.2 Fire Testing Technology 

 In fire testing, several test apparatuses and setups can be used to conduct experiments. The 

first of these is a furnace. Fire testing in a furnace is often associated with the standard temperature-

time heating curve. Furnaces in a basic sense are comprised of a large test area, several burners, 

and an exhaust leading into a flue gas treatment system. The burners use fuel to achieve the desired 

temperature. The furnace can then be programmed to follow time-temperature curves. The 

temperature will be read by several thermocouples along the floor, roof, or walls of the apparatus. 

Smaller equipment can also be used to characterize fire performance. These include the 

Lateral Ignition and Flame Spread Test (LIFT) and Cone Calorimeter apparatuses. The LIFT is 

usually used to measure flame spread (the rate at which flame spreads laterally along a material) 

and characterize the surface heat flux and temperature needed for the material to ignite. In these 

contexts, heat flux is the rate of heat energy transferred per unit area (kW/m2), and temperature is 
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the amount of molecular energy of a material compared to a reference. The setup of the LIFT 

consists of a few key components. The first is a specimen holder, of which a specimen of 

approximately 155 x 800 mm could fit into. Along the bottom of the specimen holder is a series 

of pegs, spaced 50 mm apart (the pegs allow for fame spread to be visually tracked along the 

specimen during testing). Facing the specimen is a radiant heater (where radiation is heat transfer 

through electromagnetic waves). The radiant heater is placed at an angle to the specimen, such that 

it is closer to the specimen at one end and further away at another. This introduces a heat flux 

gradient along the specimen. The final component is the pilot burner, increasing the likelihood of 

ignition. Above the test specimen, smoke is collected by an exhaust. The LIFT setup is seen in 

Figure 2.4. The heat flux of the apparatus is calibrated prior to testing the specimen by reading the 

incident heat flux with a heat fluxmeter (a water-cooled sensor) at 50 mm intervals. The accuracy 

of the heat fluxmeter of a LIFT apparatus is calibrated to ± 5% [16]. 

 
Figure 2.4 LIFT test setup. 

 Another test apparatus used for small scale experiments is the Cone Calorimeter. The Cone 

Calorimeter is used to test samples of 100 x 100 mm. In this test setup, the sample is placed in a 

sample holder below a coiled radiant heater. The radiant heater can then impose a constant, 

specified heat flux on the specimen. A spark igniter may be used to increase the likelihood of 

ignition. The Cone Calorimeter can be used to measure several properties, including the time to 
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ignition. The apparatus also collects data such as mass loss and heat release rate (the rate at which 

heat energy is released). The test setup of the Cone Calorimeter is seen in Figure 2.5. The incident 

heat flux is read prior to testing by a heat fluxmeter. The accuracy of the load cell of the Cone 

Calorimeter is within 0.1 g, and the accuracy of the heat fluxmeter within the Cone Calorimeter is 

within  ± 3% [17].  

 
Figure 2.5 Cone Calorimeter test setup. 

 Fire testing can also be done using pool fires to provide heat exposure. In this test setup, 

liquid fuel is ignited to create a fire. The thermal exposure created depends on factors such as the 

distance from the fuel to the specimen, the volume of fuel used, the area of the pan used to contain 

the fuel, the type of fuel used, and the ventilation conditions of the room used for testing, to name 

a few. The temperature created on the specimen can be measured using thermocouples.  

2.3 Fire Dynamics 

 There are several factors that influence the fire development and thermal exposure of a fire. 

These include the properties and quantity of the fuel used by the fire, the geometry of the 

compartment in which the fire is located, the ambient conditions (such as the ambient temperature) 

of the room, and the ventilation conditions. Each of these aspects impacts fire development.  
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 In fire testing, there are several ways to create heat exposure. Many of these can be done 

using the equipment described in Section 2.2.  The heat exposure could be characterized by the 

heat flux incident on the specimen, as is the case for the Cone Calorimeter and the LIFT. 

Alternatively, heat exposure could follow a temperature-time curve. A temperature-time curve is 

a heat exposure in which the temperature of the compartment changes over time. This can be done 

using a furnace. A common temperature-time curve that is used for fire testing is known as the 

standard temperature-time heating curve. The standard temperature-time heating curve follows a 

similar curve in each of the different standards in which it has been adopted, such as ASTM E119, 

and ISO 834 [18, 19]. The ASTM E119 curve is seen in Figure 2.6.  

 
Figure 2.6 Standard temperature-time heating curve (from [18]).  

 The first edition of the North-American standard temperature-time curve (now known as 

ASTM E119) was released in 1918 and was reflective of the results of experimental and ad hoc 

tests [20]. The standard temperature-time heating curve has not significantly changed since this 

time. As previously mentioned, the standard temperature-time heating curve has been criticized 

for several reasons. It is often used to assign a Fire Resistance Rating (FRR) to a material, 

indicating how long (in minutes or hours) the material will withstand this fire exposure. FRRs are 
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often used in structural design to assume the amount of time the material will withstand a real 

building fire, when in reality, the performance of the material to the standard temperature-time 

heating curve is only indicative of how it may perform in that one specific exposure. Moreover, 

the standard temperature-time heating curve may not be as severe as a real fire in some respects, 

especially the initial rate of temperature increase. In addition, the support conditions needed for 

furnace testing may not be reflective of what would occur in realistic construction (i.e., in a 

construction application, a structural member may not have continuous support) [8].  Furthermore, 

cooling is not considered within the standard temperature-time curve, even though the cooling 

phase of thermal exposure has been identified as a phase of exposure where members may be 

vulnerable to failure [21, 22].  

  Another aspect of furnace tests that has been criticized is that the ventilation and 

distribution of fuel would all impact the severity of thermal exposure [23]. In fact, ASTM E119 

specifies that this test provides a relative measure and is not representative of all fire conditions; 

ñThe test provides a relative measure of the fire-test-response of comparable building 

elements under these fire exposure conditions. The exposure is not representative of all fire 

conditions because conditions vary with changes in the amount, nature and distribution of 

fire loading, ventilation, compartment size, and configuration, and heat sink characteristics 

of the compartment.ò [18].  

The appropriateness of using the standard temperature-time heating curve for combustible 

materials has been the topic of ongoing discussion. Researchers have found that furnace testing of 

combustible materials requires less external fuel than for non-combustible materials, and that the 

fire dynamics of the furnace are unique to the specimen being tested [9, 10, 24]. The implications 
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of these differences make it challenging to compare the results of combustible and non-

combustible materials that undergo furnace testing.  

Compartment fires are also commonly discussed in fire testing. In this context, a 

compartment is considered to be a confined spaced, with openings or windows. This configuration 

allows for the flow rate of air through the windows to be more controlled, such that the ventilation 

of compartment is better defined than tests performed in the open atmosphere [25]. Compartment 

fire tests may be also be at a larger scale than tests of single members such as beams and columns, 

and therefore have been used to better understand the fire and smoke that may develop within 

timber buildings.  

One of the challenges in testing timber is that it is a combustible material. When timber is 

exposed to heat and ignites, it contributes to the fuel load of the fire. When the structure itself 

contributes its own fuel and heat to the fire severity, it is difficult to assess the actual fire severity 

that would occur both in experimental research, and in real applications such as timber structures. 

This is especially concerning for structures where the timber is left exposed. In designing non-

combustible structures, the fuel load is better defined. This is what makes it so complicated to 

design a timber structure for fire; the severity of the fire effects how much of the timber contributes 

as fuel to the fire and vice versa.   

2.4 Thermal Performance and Decomposition of Timber in Fire 

 Under extreme heating, wood begins to undergo a process known as pyrolysis around 

100°C as its chemical properties begin to change. The wood strength begins to degrade until 300°C 

which is recognized as the charring temperature of wood, at which point the pyrolysis process has 

completed and the wood is completely converted to char. The pyrolysis and char layers can be 

seen in Figure 2.7. After this point, char may continue to develop as the wood behind the char 
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layer is heated, and the exposed char continues to oxidize until it begins to crack and flake off or 

is fully consumed. Although the charring rate is realistically a transient property depending on the 

degree of char that has already formed and the amount of heat exposure, standardized constant 

charring rates have been developed. This rate is meant to encompass the initial rapid char phase 

while fresh wood builds up an insulating layer of char which then slows the charring rate to a much 

lower value.  

Accurate evaluations of the char depth are critical in using current procedures for assessing 

the structural capacity of fire-damaged timber, which will be discussed in Section 2.5. Other 

considerations in evaluating timberôs fire performance include the rate of flame spread and the 

time to ignition. There are several factors that are largely accepted as influencing the fire 

performance of timber. To name just a few factors which will be discussed in the following 

chapters; density has been shown to influence factors such as charring rate, with a higher density 

generally associated with slower charring [26]. Moisture content is another consideration that can 

alter the fire performance, as is species (due to variations in chemical composition between timber 

species) [26, 27]. With regards to test setup, the grain orientation has been known to play a role in 

fire performance (e.g., whether the heat exposure is parallel or perpendicular to the grain 

orientation). The heat exposure (such as an incident heat flux) has also been shown to impact the 

fire performance of timber [28]. Despite all of this, charring rates corresponding to the standard 

temperature-time heating curve are still used in practice, and are usually dependant only on the 

duration of exposure and on the type of timber product considered (Equation 2.1, from [29]).  

 ὼ ‍ ὸz     [2.1] 

Where xc is the char depth (mm), t is the exposure duration (min), and ‍ is the charring rate 

(mm/min and based on the type of timber considered).  
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Figure 2.7 Char formation on a piece of Glued Laminated Timber (Glulam). 

While the factors mentioned above apply broadly to all types of timber available, there are 

additional considerations that uniquely impact the fire performance of engineered timber. These 

considerations largely concern the thermal degradation of the adhesives within timber beyond the 

char layer. Previous research has shown that the degradation of the adhesives may not be 

adequately accounted for in practice [30, 31]. Furthermore, the degradation of the adhesives can 

lead to the fall-off of layers of timber laminates (referred to as delamination herein) [4, 5]. 

Delamination occurs when thermal penetration into the timber material interacts with an adhesive 

bond line. The occurrence has been observed most specifically with CLT, due to the comparatively 

large weight of the lamellae and surface of exposed timber (see [4]). 

2.5 Current Practices for Determining Structural Capacity 

In Canada, CSA O86 Annex B (2014) outlines methods for determining the fire resistance 

of wood members with large cross-sections. This includes a method for determining char depth 

(taking a constant char rate and multiplying by the duration of fire exposure) and adding an 

allowance for degradation beyond the char depth, including the degradation of the adhesives. This 

procedure allows for the determination of the residual strength of a timber member though the 

calculation of an effective, reduced cross-section [29]. This method (referred to as the óreduced 
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cross-section methodô herein) begins by taking the original dimensions of the member, subtracting 

the char depth and an allowance of additional degradation, known as the zero-strength layer, and 

assuming that remaining area has retained full strength. A visualization of the reduced cross-

section method is seen in Figure 2.8.  

 
Figure 2.8 Reduced cross-section of a timber beam. 

 The char depth is determined using a constant charring rate (often taken as 0.7-0.8 mm/min 

for many types of timber) [29, 32]. The constant charring rate used for these calculations is 

dependant on the type of timber only and does not account for any other considerations (such as 

moisture content, thermal exposure, ventilation conditions, etc.). Furthermore, the zero-strength 

layer is taken as 7 mm for exposure times of 20 minutes or more, and proportionally less for 

exposure times less than 20 minutes [29, 32].  Equation 2.2 outlines the procedure for calculating 

zero-strength layer for exposures of less than 20 minutes, and Equation 2.3 outlines the procedure 

for exposure times greater than 20 minutes (from [29]),  

ὼ χz for t < 20     [2.2] 

ὼ χ for t Ó 20    [2.3] 

Where xt is the zero-strength layer depth (mm), and t is the time (min).  

Reduced Cross Section 

Zero-Strength Layer 

Char Layer 
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 Often, codes may require a specified fire-resistance rating (FRR) for a structural member, 

which is a rating that has been derived in relation to the standard temperature-time heating curve 

[29, 33]. Two primary methods of considering the contribution of the timber to the FRR are 

outlined in CSA O86-14. First, the FRR can be calculated by considering the factored load, the 

factored member resistance, the dimensions of the member, and the slenderness of the member. 

Alternatively, members may be oversized such that their óreduced cross-sectionô (determined using 

the method as outlined above) after the fire duration specified by the FRR will still be adequately 

large to withstand the factored load.  

2.6 Use of Encapsulations to Improve Fire Performance 

Encapsulations have been used to improve the fire performance of timber for centuries. 

Historically, materials such as plasters, metal plates, and lime-based paints have all been used with 

the intent of protecting timber from fire, and these historic methods will be discussed in Chapter 

3. Encapsulations are still used for a similar purpose today; to improve the fire performance of 

timber, or they may be used where required by the authorities. CSA O86 Annex B allows the use 

of fire-rated Type X gypsum board for these purposes, where multiple layers can be used to 

increase the fire-resistance rating of the member by up to an hour (given the appropriate gypsum 

board is used, and the required fastening and joint sealing are in place) [29]. This approach is based 

upon a principle outlined in 1965 by Harmathy, in his publication óTen rules of fire endurance 

ratingô [34]. This strategy has been used in structures such as the Brock Commons Building, where, 

to the authorôs knowledge, the required fire performance of the timber members is achieved 

through the encapsulation, and the contributions of the timber are neglected.  

As previously mentioned in Chapter 1, the use of gypsum board compromises some of the 

aforementioned benefits of timber construction (such as the architectural appeal, and the use of 
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additional materials may increase the environmental impact of the project). For the purposes of 

this thesis, however, of greater interest is the notion that recent tests have provided evidence that 

gypsum board may not stay securely fastened to timber during a fire [3, 6]. Several of these tests 

will be discussed in-depth in Chapter 4.  

2.7 Summary  

 Even before considerations for fire are accounted for, designing with timber is a complex 

task. Timber has many mechanical properties that are unique and that do not always need to be 

considered with other commonly used building materials. The grain structure and its effect on 

material performance needs to be considered in timber structural and fire designs. Material defects 

are also difficult to avoid in this natural material. In the creation of engineered timber, adhesives 

or mechanical fasteners are used to make larger sections from smaller pieces of timber. The 

presence of adhesives can further complicate the fire design.  

The performance of timber in fire is dependant on many factors, including properties of the 

timber such as density, moisture content, and grain orientation. The degradation of the adhesives 

in engineered timber also plays a role in its overall fire performance. Currently, code procedures 

determine the char depth of timber based on a constant charring rate and the duration for which 

the member was exposed to fire. An allowance for additional degradation beyond the char layer is 

also added. The remaining area is considered to be undamaged. With this section serving as the 

basis of the current state of understanding of the performance of timber in fire, the need to continue 

research on these topics is clear. Several types of timber remain understudied, such as Glulam, 

LVL, and heritage timber, and the research that is needed extends well beyond standard 

temperature-time heating curve exposures. This will begin to be addressed in the following 

chapters.  
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 As this thesis looks at the thermomechanical response of both contemporary and historic 

timbers, heritage structures will be discussed in the immediately following chapters. Heritage 

buildings are important to keep safe from fire as they often hold ample heritage value and are very 

important to the community, so their loss could be catastrophic, with the Notre Dame Cathedral 

fire of 2019 as a recent example. In assessing the fire performance of heritage buildings, the history 

of fire protection of timber plays a role in understanding the materials and assemblies that may be 

found in these structures. Many of the character defining elements of heritage buildings need to be 

conserved, which can make implementing fire safety measures more challenging. The following 

chapter of this thesis will begin to discuss the importance of proper conservation of heritage 

structures and historic fire safety practices for timber and will address some of the intricacies of 

ensuring fire safety within heritage timber buildings.  
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Chapter 3 : Fire Performance of Heritage and Contemporary Timber Encapsulation 

Materials 

 

The following chapter will begin discussing the heritage timber and historic encapsulation 

materials. This includes novel experiments performed as a part of this thesis. It also provides 

insight into the history and developments of using encapsulation materials to protect timber 

structures from fire. In this sense, this chapter helps to provide some of the background into timber 

encapsulation materials which will be developed upon in future chapters and sections of this thesis.   

3.1 Introduction  

Cultural heritage buildings can be found worldwide and are often recognized for their 

heritage value, cultivating a high amount of public interest. Frequently, these buildings serve as 

excellent exemplars of historic construction methods or may be tied to a historically important 

person, event, or lifestyle. The Australia International Council on Monuments and Sites 

(ICOMOS) has provided aspects of a site that may have value in The Burra Charter (2013), and 

has been a critical influence for many conservation documents to follow (such as the Canadian 

Standards and Guidelines for the Conservation of Historic Places in Canada) [35, 36]. It indicates 

that buildings that provide significance may hold ñaesthetic, historic, scientific, social, or spiritual 

value for past, present, or future generationsò.  

Heritage buildings help citizens to understand their own background, and how they 

developed into the community they are today. They preserve certain aspects of the past, which are 

often defining elements of a culture, and provide indications of past lifestyles and traditions. Each 

culture may have its own additional reasons as to why a historic structure may be worth conserving. 

Many buildings such as churches and places of worship are often conserved for spiritual reasons. 

A heritage structure may be linked to a particular person or event, or may simply preserve the 
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hardships, triumphs, and everyday life of previous times. In this sense, heritage structures help to 

commemorate past contributions and adversities. Another benefit of conserving heritage structures 

is that they often demonstrate a high level of craftsmanship and display construction techniques of 

the time. Moreover, these buildings are often exemplars of their architectural styles. This 

reinforces the importance of their conservation, as it is beneficial to have examples from a variety 

of different architectural time periods, to learn from the past in order to progress forward. A 

particular structure may have additional value in its uniqueness, for example displaying the oldest, 

only or a rare instance of a particular style or technique [36]. 

 Beyond these social benefits of conserving heritage structures, there lies an additional 

environmental advantage. Often conserving an existing structure will be more environmental than 

demolishing the existing building and constructing a new one [37]. Even replacing existing 

buildings with new buildings that are considered to be energy efficient have been shown to take 

decades in order to break even environmentally [37]. For these reasons, it is important to take 

measures that ensure the conservation of our heritage structures.  

These buildings pose a unique challenge to fire safety, as along with the usual 

considerations (such as life safety and operational resilience), the conservation of the heritage 

structures themselves is also very important. Historic buildings are often vulnerable to fire as the 

fire protection system may be reflective of the technologies used at the time of construction. They 

are also frequently subjected to renovation and conservation projects, which pose an additional 

fire risk to the building. Occasionally, they are not as well-maintained as they could be, prompting 

acts of arson. Since 2008, there have been several high-profile losses of heritage structures. A 

small sample of these are documented in Table 3.1. It can be seen from this compilation of fires 

that arson and accidental fires are major causes for concern for heritage buildings, with several 
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notable losses of buildings that are hundreds of years old and hold heritage value. It should be 

noted that while the Notre Dame Cathedral was constructed in the 12th-14th century, significant 

changes and restoration work occurred in the 19th century to portions of the building that were 

involved with the 2019 fire. 

Table 3.1 Examples of recent fires within heritage buildings. 

Name Location 

Construction  

Year 

Fire 

Year Fire Cause 

Alma College St. Thomas, Canada 1878 2008 Arson  

Namdaemun gate Seoul, South Korea 1398 2008 Arson  

Quebec City Armoury Quebec City, Canada 1887 2008 Accidental 

Provo Tabernacle Provo, United States 1898 2010 Accidental 

Glasgow School of Art  Glasgow, UK 1909 2014 Accidental 

Glasgow School of Art Glasgow, UK 1909 2018 Unknown 

National Museum of 

Brazil 

Rio de Janeiro, 

Brazil 

1803 

  

2018 

  

Accidental 

  

Notre Dame Cathedral Paris, France 

1163-1345, 

with 

significant 

changes and 

restoration in 

the 19th 

century 

2019 
Under 

investigation 

 

Beyond these well-known structures, it is also common for vernacular timber buildings to 

also experience loss to fire. In these cases, ample heritage value is still lost. Examples of this 

include a March 2018 fire of a heavy timber Mill building in Pennsylvania, USA. The building 

dated to the 1870s as an organ and piano manufacturing business, and was under renovation at the 

time (to adapt it into an apartment building) [38]. The buildingôs sprinkler system was inoperative 

at the time of the fire, which ultimately ended up killing two firefighters (and injuring others). A 

couple of years later in downtown Toronto, Canada, two semi-detached late 19th century homes 

known as the ñMcLeish-Powell Housesò caught fire in March 2020 [39]. This building was 

constructed in 1888, and while not formally heritage designated yet, it was in the process of 
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receiving heritage designation for its contribution in understanding the historic development of the 

neighbourhood, as well as the architecture of the building [40]. The building was vacant at the 

time of the fire, there had been recent discussions regarding incorporating the structure into a tall 

condo building. Regardless of the causes of fire in the case studies, buildings under renovation can 

be prone to accident, and vacant heritage structures can be prone to arson. These vulnerabilities 

reinforce the need to better understand the performance of heritage timber, so that heritage timber 

structures can be safeguarded from fire. 

From a heritage conservation standpoint, it is advantageous to avoid altering a heritage 

building in a way that changes elements that define the character of the place (known as character-

defining elements). The character-defining elements are unique to each particular heritage building 

but often includes the structural system. Furthermore, early fire safety strategies may be seen as 

representing the technology of the time period and may have heritage value in their own right. 

Heritage guidance suggests against the removal or covering of the character-defining elements and 

heritage value of a building where ever possible [36].  

For centuries, building owners and engineers have been implementing methods meant to 

make timber buildings more secure from fire. Often these strategies involved covering up 

(encapsulating) the timber with another material meant to improve its fire performance. While the 

encapsulation materials may have changed through time, this practice is still done today, examples 

being gypsum products in North America that are commonly recommended for enhancing the fire 

performance of a timber assembly [29]. A sample of commonly encountered historic encapsulation 

materials include plasters, metal plates, and lime-based (whitewash) paints. See Figure 3.1 for 

example of an 18th century mill plated with metallic plates covering timber. Note that the plates in 

this building are by heritage designation not to be removed in renovation. 
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Figure 3.1 A structure with metallic plates installed in the 18th century (by permission). 

The purpose of this chapter is to investigate and understand commonly found encapsulation 

technologies in historic timber buildings. This will be achieved, for the first time, through a 

comprehensive recovery and analyses of primary literature created during the time period these 

encapsulation materials were originally developed (majority of articles dating over 200 years ago, 

and subsequently not transcribed until today). Recognizing that fire testing was in its infancy in 

terms of scientific quality when these coatings were installed, for those that encounter these 

protection systems, this chapter seeks to introduce how these historic and contemporary 

encapsulations perform in high temperature conditions. This will be done with controlled and 

repeatable experiments of reproduced samples bench marked to common day gypsum 

encapsulation technologies following the ASTM E1354 standard using a Cone Calorimeter [17]. 

This chapter concludes with preliminary guidance and research needs forward for the engineering 

conservationists who encounters these coatings in practice. These findings will help in 

understanding the progression of the use of timber encapsulations through history, explaining how 

we have arrived at current practices today, and to assist current architects and engineers who may 

have to comment on the coatings relative inefficiencies or efficiencies.  
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3.2 Background and History of Timber Encapsulations 

Encapsulation materials are meant to improve the fire performance of timber first by 

creating an incombustible barrier to the timber, but later evolving to perform as a heat transfer 

barrier. A number of these encapsulation technology methods will be reviewed in the following 

section; including metal plates, plasters, whitewash paints (chosen as they are found in heritage 

constructions), and gypsum board (chosen for contemporary bench marking). A timeline of early 

mentions and descriptions of these encapsulations is seen in Figure 3.2.  

 
Figure 3.2 A timeline of early mentions of encapsulation methods for improving the fire performance of 

timber assemblies. 

It is of interest to the reader that many other early 18th and 19th century fire protection 

technologies can be found in early construction (for example the Roebling System, the Barret-Fox 

floor), however this chapterôs scope is to consider technologies that were explicitly used for 

timber-based systems. It is by no means a full comprehensive listing of all possible coatings; these 

procedures may be adaptable should the conservationist encounter alternative technologies. The 

coatings considered herein represent the coatings with the first documented controlled testing in 
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which measurements were taken and recorded in the English language. It is possible that other 

historical tests of timber encapsulations were documented in other languages, and these should be 

explored through future research.  

Prior to the use of documented encapsulation methods, timber buildings have long been 

left exposed. An exposed heritage timber building (currently used as a retail store) is seen in Figure 

3.3. In the late 18th century, a group of well regarded architects formed a committee (known as the 

Associated Architects) to deal with the fire problem that they believed was disrupting London, 

UK, and other cities [41], this committee was formed in response to a recent theatre fire. This 

association would be later viewed as the precursor to Royal Institute of British Architects (RIBA). 

Led by Henry Holland, they aimed to identify the causes of the recent conflagrations, as well as 

methods of preventing similar fires from occurring in the future. The Associated Architects, as 

they called themselves, described and instructed the use of metal plates and plasters for use as fire 

protection encapsulations.  

 
Figure 3.3 An exposed timber building, constructed in 1902 as a warehouse in Toronto, Canada (authorôs 

photo).  
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Holland also tested and reported on encapsulation methods such as Hartleyôs metal fire 

plates and Mahonôs plaster, performing six fire tests on each encapsulation. The tests generally 

consisted of applying the encapsulation to walls, floors, or staircases, and exposing the setup to a 

seemingly arbitrary fire severity [41]. Holland then described the post-fire state of the assemblies, 

mentioning the extent and location of the charring. In the following centuries, other encapsulations 

were created, including whitewash paints and, more recently, gypsum board.  

3.2.1 Metal plates 

 The use of metal plates as an encapsulation for improving fire performance was described 

by David Hartley in 1773 in his English patent, ñSecuring buildings and ships from fireò [42]. In 

his method, Hartley describes the use of metal plates to prevent fire and air currents from reaching 

the encapsulated material. Hartleyôs suggesting fire plates of iron, as well as copper as a more 

expensive option that he believed would not rust [43]. Arguably, Hartley can be credited as 

receiving the first governmental grant to study fire protection systems as he was awarded as a 

member of the UK Parliament. Fire testing of the metal plates occurred more pronouncedly by 

Hartley in 1792, largely consisting of lining timber elements and buildings with the metal fire 

plates, exposing them to a fire of arbitrary severity, and observing the damage [41, 44]. By 1793 

the metal plates are deemed óeffectualô by the Associated Architects [41]. Today, there is a 

monument (consisting of an obelisk with inscription) commemorating the site where Hartley 

performed his first fire tests ï arguably the first documented fire tests in 1776. This monument is 

seen today in Figure 3.4 and is a grade 2 heritage structure. The structure in which he tested his 

plates is no longer in existence. 
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Figure 3.4 Monument on the site of Hartleyôs fire plate tests at Putney Heath (by permission). 

 

 
Figure 3.5 An alternative configuration of installing metal plates on wooden joists (as adapted from [45]). 

3.2.2 Plasters 

 The use of plaster as an encapsulation material was also discussed by the Associated 

Architects [41]. The use of plaster was originally proposed by Charles Mahon (3rd Earl Stanhope) 

and was later recreated and modified by Henry Holland. The plaster by Mahon was first published 

in the Philosophical Transactions Journal in 1778 [46]. Mahon carefully outlines the proportions 
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and ingredients of the plaster, as well as the proper method of application in a house, by 

ñunderflooring, extra lathing, and inter-securingò [46]. Mahon also performed fire tests of his 

plaster, and the results of the experiments were also published in 1778. Similar to Hartleyôs tests, 

they mostly comprised of using the encapsulation to cover timber members and exposing the 

assembly to an arbitrary fire [46]. Henry Holland and the Associated Architects deemed Mahonôs 

plaster to also be óeffectualô, but believed there was more liability for injury than Hartleyôs metal 

plates as it seemed to fall off in most tests performed [41]. 

 After the release of Hollandôs report in 1793, Mahon forwarded a letter to the Royal Society 

via the Associated Architects in 1796. This letter can be seen in Figure 3.6. The letter was in 

response to a fire at Mahonôs residence, Chevening House where Mahonôs plaster was used (which 

still stands today). Charles Mahon was prompted to forward a beam with attached plaster from 

Chevening House fire for their inspection. The letter and beam were sought to be lost, indeed the 

beam has since been discarded; however, the letter was found for digitization and contemporary 

analysis.  
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Figure 3.6 Letter from Mahon dated 1796, to the Royal Society and Associated Architects, in response to 

a fire at Chevening House. 

 The letter explains that Mahon forwarded with his letter a beam from Chevening house that 

had been cut in two, about the center. He asked the Association of Architects to forward half of 

the beam to the Royal Society and the other half to the Society for the Encouragement of the Arts, 

Manufactures and Commerce. Mahon hoped that these societies would keep these beams for the 

education of the society members, present and future, to prove his method of securing buildings 

from fire.  

 Henry Holland, in the report of the Associated Architects, expands upon the Mahonôs 

plaster through the suggestion of several additives in 1793. The possible additives suggested 

include ñplaster of Paris, brick rubbish, coal ashes, or any other materials that will form a cement 

when mixed with hair or chopped hayò [41].  



39 

 

 

 Following Hollandôs study of these technologies, in 1794, both Mahon and Hartleyôs 

technologies were used in the construction of the floors and stairs in the mostly timber-framed 

Drury Lane Theatre (Theatre Royal) in London, UK designed by Henry Holland as architect [47]. 

The Drury Lane Theatre was considered the most advanced fire-proofed building of the time. Four 

water reservoirs were also installed on the roof in order to suppress fire should it occur (akin to a 

sprinkler system). However, during theatrical performances, these reservoirs served another 

purpose: the tanks were used to produce real waterfalls and lakes on stage ï at the expense of fire-

fighting. In 1809, the theatre caught fire while its water tanks were empty and the installed 

technologies were insufficient to protect the building. The building collapsed before 30 minutes ï 

there was no reported life loss (Figure 3.7). Following this fire, there is limited evidence that these 

technologies were used in buildings following 1810. 

 
Figure 3.7 Drury Lane Theatre Fire (Prints from 1825). 

3.2.3 Whitewash (lime-based) paints 

 Lime based paints, which will herein be referred to as whitewash paints, were another 

encapsulation technique used to enhance fire performance. Whitewash paint, which in its most 

basic form is the mixture of water and lime, was widely used in the 18th century, though there is 

little evidence that it was used for fire purposes at that time [48]. To the author's knowledge, the 

first documented use of whitewash paint for fire performance purposes appears in the 19th century. 

In 1837, Louis Paimboeuf filed a United States patent titled, ñImprovement in the Mode of 
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Preparing Paint for the Protection of Buildings Against Fireò [49]. In this patent, Paimboeuf 

describes a mixture primarily of water and slaked (hydrated) lime, with other possible additives 

such as alum, potash, and salt, as well as plaster of Paris if the whitewash is desired to be white, 

to help render wood incombustible [49].  

3.2.4 Gypsum board 

 The precursor to gypsum board was first documented in the late 19th century and was then 

known as Sackett Board. In 1894, Augustine Sackett patented his inside wall covering [50]. In his 

patent, Sackett describes a board which is to be applied to the interior walls of rooms, made up of 

multiple layers of paper and calcined gypsum, which makes a firm and durable wall surface. 

Sackett also claims his invention to be fire-proof and discourages the use of any materials that 

soften when heated in the creation of the boards (such as ozocerite and bitumen) [50]. The images 

included in Sackettôs patent are seen in Figure 3.8. In Figure 3.8, óAô denotes Sackett Board, óBô 

and óBô denote vertical and horizontal framing respectively, óCô is the floor, óDô is a decorated 

wall, óaô is layers of paper and óbô is layers of plaster [50]. Gypsum board is still used for fire 

purposes today, usually considered as a board with a non-combustible core (usually primarily of 

gypsum), with paper on the outer surfaces [51]. Today, current code provisions in Canada (the 

thesis authorôs jurisdiction) allow for the use of multiple layers of Type X gypsum board to provide 

a fire resistance rating of 15-60 minutes to timber elements (provided that requirements for joints 

fastening  are adhered to) [29].  In the 1917-1919 column test series led by Simon Ingberg, gypsum 

board technologies were assessed for the first time to the standard temperature-time heating curve 

(these tests will be discussed further in Chapter 5) [52]. While the academic community is still 

studying this technology with respect to installation and fall off in fire, it is relatively understood 
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to its performance, and therefore this technology is utilized as a bench mark for evaluation of the 

previous technologies. 

1.  2.  3.  
Figure 3.8 Images from Sackettôs patent for an interior wall covering, 1. plan view, 2. cross-section view, 

showing built up layers of paper and calcined gypsum, and 3. possible applications of the boards (from 

[50]).  

3.3 Experimental Methodology 

 The experimental portion of this chapter will begin to look at how these encapsulation 

materials perform in fire using contemporary test methods. As mentioned in the previous sections, 

many of the historic encapsulations were not tested using any type of standardized method during 

their creation and have had dubious performance when considered in real installation and real fires. 

Six encapsulations were created or obtained and tested herein. Each of these encapsulations was 

applied to a 12 mm piece of plywood of dimensions of 100 x 100 mm as required by the test 

apparatus in the ASTM E1354 standard. Plywood was chosen as a substrate for the encapsulations, 

as it is a contemporary material used today in wall and ceiling constructions. Solid wood could 

have alternatively been used as a substrate. The evaluation of the encapsulation systems is relative 

to the performance of the control, so the important element is that the substrate is kept common 

between all samples. All materials were allowed to acclimatize to laboratory conditions, and all 
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plywood substrates had a moisture content of near 10% at the time of testing. For the metal plates 

and the gypsum board, the encapsulations were screwed into the plywood using one screw at each 

of the four corners, 30 mm from each side. An additional unencapsulated piece of plywood was 

also tested for comparison. The encapsulation compositions and original measurements are 

summarized in Table 3.2.  

Table 3.2 Encapsulation compositions, photographs, and original measurements. 

Sample ID Encapsulation 

Name 

Photo Thickness (mm) Mass (g) 

1A Control 

 

12.2 61.9 

1B 

 

12.0 61.9 

2A Mahon Plaster 

 

23.9 202.2 

2B 

 

28.9 212.2 

3A Holland 

Plaster 

 

27.4 219.9 

3B 

 

29.6 219.9 

4A Iron Plate 

 

15.0 320.0 
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Sample ID Encapsulation 

Name 

Photo Thickness (mm) Mass (g) 

4B 

 

15.0 320.0 

5A Copper Plate 

 

15.0 364.8 

5B 

 

15.0 364.6 

6A Whitewash 

Paint 

 

12.0 67.0 

6B 

 

12.0 70.0 

7A Gypsum Board 

 

28.8 178.3 

7B 

 

27.8 164.0 

 

 Assumptions needed to be made in creating and procuring materials since the original 

inventors did not always provide all of the required information necessary to reproduce their 

materials and technologies. In creating the plasters, ratios of some of the materials were stated but 

it was not clarified whether the ratios were by volume or by mass. It was decided to assume the 

ratios were by volume, as hay had the largest ratio but was the lightest material, and therefore it 

seemed unreasonable that the compositions would be by mass. Other materials included in the 
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plasters were not assigned a ratio (particularly in the Holland plaster). It was decided to arbitrarily 

add half of one measure of each of the ingredients that was not assigned a ratio. Furthermore, the 

Hartley fire plates were described as being thin without an exact specified thickness. The thickness 

of the metal plates was therefore taken as 3 mm, correlating to the plate thickness found in a 

heritage building which used this method.  

 The whitewash paint was created by soaking the (hydrated) lime in 500 ml of water. The 

salt was also dissolved in 415 ml of water. The two mixtures were then combined. As previously 

mentioned, the gypsum board tested represents a modern gypsum board used today, rather than 

attempting to the replication of an original. The gypsum board can therefore be considered a 

contemporary encapsulation method (hence benchmark). The original descriptions of the 

encapsulation materials as compared to the materials tested is seen in Table 3.3.  

A Cone Calorimeter apparatus was used for testing, following the ASTM E1354 standard. 

This test setup can be seen in Figure 2.5. The Cone Calorimeter apparatus is useful in allowing for 

controlled and repeatable tests. Each of the test specimens was exposed to heat for 5 minutes, at a 

heat flux of 50 kW/m2. The test severity was determined through trial and error, as an upper limit 

of what an unencapsulated piece of plywood can withstand before charring completely though its 

depth. After testing, the char depth was measured under the encapsulations. It is of note, that for 

practicality the testing was not extended beyond 5 minutes or at more severe heat exposures. A 

material specific test was used to rank performances, further research could be done to explore 

performance of these materials against more severe testing, however as will be described in Section 

4 of this chapter, most heritage material coatings performed poorly in short duration and low heat 

flux testing. 
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Table 3.3 Original descriptions of historic materials and the composition of materials tested. 

Encapsulation 

Method 

Documented composition Experimental composition  

Mahon Plaster One measure rough sand 

Two measures slacked lime 

Three measures chopped hay 

Well mixed with water 

300 ml Hydrated lime 

150 ml Sand 

175 ml Water 

600 ml Hay 

 

Holland Plaster Mahon Plaster; with possible additions 

of: 

Plaster of Paris 

Brick rubbish 

Coal ashes 

Hair or chopped hay 

Any other materials which form a 

Cement 

 

300 ml Hydrated lime 

150 ml Sand 

75 ml Brick 

75 ml Plaster of Paris 

75 ml Seashell 

240 ml Water 

600 ml Hay a 

Iron Plate Unvarnished or Varnished plates of 

metal 

 

3 mm thick iron 

Copper Plate Unvarnished or Varnished plates of 

metal 

 

3 mm thick copper 

Whitewash Paint 1 Gallon Slaked Lime with Water 

20 Pounds Alum 

15 Pounds Potash 

1 Bushel of Salt 

 

500 g Hydrated Lime 

965 ml Water 

150 g Salt 

Sackett Board/ 

Gypsum Board 

4-10 Alternating layers of Manila paper 

or builders sheathing paper, and 

calcined gypsum or Plaster of Paris 

1 layer 15.9 mm Type X 

Gypsum Board 

1 ï Measures were taken by volume not by mass to replicate older procedures. 

3.4 Results 

 A summary of post-heating photos of all of the specimen is seen in Table 3.4. This table 

also describes the flaming behaviour, as well as the char depth recorded after testing. The char 

depth was determined visually by colour, by subtracting the depth of uncharred wood from the 

original sample depth.  The charred portion of the wood was taken to be any portion that was black 

in colour. 



46 

 

 

Table 3.4 Post-heating images of each sample. 

Sample 

ID 

Encapsulation 

Name 

Post-Burn 

Photo 

Char 

Depth 

(mm) 

Flaming 

Observations 

1A 

Control 

N/A1 N/A1 Immediate 

ignition, 

through to test 

completion 

 

 

1B 

 

  

11 

 

 

2A 

 

 
Mahon Plater 

 

0 

No flaming, 

some smoke 

observed 

 

 

2B 

 

  

0 

 

 

3A 

 

 
Holland Plaster 

 

0 

No flaming, 

some smoke 

observed 

 

 

3B 

 

  

0 

 

 

4A 

 

 
Iron Plate 

 

3 

Flaming 

though screw 

holes 

 

 

4B 

 

  

2.5 

 

 

5A 

 

 

Copper Plate 

 

0 

No flaming or 

smoke 

observed 
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Sample 

ID 

Encapsulation 

Name 

Post-Burn 

Photo 

Char 

Depth 

(mm) 

Flaming 

Observations 

 

 

5B 

 

  

0 

 

 

6A 

 

 Whitewash 

Paint 

 

10 

Ignition occurs 

20 seconds 

after test 

begins, through 

to test end 

 

 

6B 

 

  

9.5 

 

 

7A 

 

 
Gypsum Board 

 

0 

Flaming 

initially for 15 

seconds, then 

no additional 

flaming or 

smoke  

 

7B 

 

  

0 

1- Sample 1A was used to determine an appropriate exposure time and was heated for 15 minutes, 

at which point it had burned through. For that reason, char depth and post-burn photo are not 

provided. 

 

Other properties which were recorded include the heat release rates over time. These heat 

release rates can be seen in Figure 3.9 (all heat release rates represent the average of two samples). 

This figure shows the heat release rates of the control sample, gypsum board, and whitewash paint. 

These three are the only samples that had flaming, and the peak heat release rates of the remaining 

samples were under 15 kW/m2 and are therefore not included in this figure. The final property 

which will be discussed is the mass loss of the samples. The mass loss over time for every 
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encapsulation material is seen in Figure 3.10 (all mass losses represent the average of two 

samples).  

 
Figure 3.9 Heat release rates over time for the control, whitewash, and gypsum board encapsulations. 

 

 
Figure 3.10 Mass loss of the control sample, as well as the historic and contemporary encapsulations. 

3.5 Discussion    

The control sample (unprotected plywood) reported the highest amounts of char, mass loss, 

and heat release, as expected since it had no encapsulation. The plasters did appear, at first, to 

improve the fire performance of the timber. No charring occurred on any of the plaster samples, 
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confirming historic fire tests performed by Mahon [46]. Some mass loss was recorded (Figure 

3.10), which is attributed to moisture evaporation in the plaster since no flaming or charring 

occurred on the timber. A major challenge facing the historic plasters was their cohesiveness. Since 

the plasters were applied to the plywood horizontally, they remained attached during testing, 

however afterwards they fell off when removed from the testing apparatus, which may be 

attributed to the dehydration of the plaster. This indicates that the plasters would not be suitable 

for vertical or upside-down applications, such as walls or ceilings (where they would be installed), 

as they would be likely to fall off of the surface they are applied to when exposed to fire. Since the 

plasters do not stay attached to the timber surfaces, they had little to offer with regards to improving 

fire performance.   

The metal plates somewhat improved the fire performance of the timber. While the iron 

plates had some flaming through the screw hole, a char depth of only 2.5-3 mm was measured 

after testing (indicating a smouldering fire under the plate), which is still considerably (75%) less 

than the 11 mm on the control sample. Caution is advised in interpreting this result, as the duration 

of heating was small, and longer duration testing may not show favourable performance. While 

away from the screw hole no flaming occurred, heat transfer into the timber still occurred, causing 

degradation to begin in the depth of the timber. This can be seen in Figure 3.11. As heat transfer 

was noticeably occurring through the iron plate and into the timber, the effectiveness of the iron 

plate at protecting the timber was limited.  

 
Figure 3.11 Degradation process beginning on the timber, seen after removal of the iron plate. 
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 The copper plate did not have any flaming or charring, and for this reason, it could arguably 

be said that the copper plate performed superior to the iron plate. The performance of the copper 

however, is likely due to the reflective surface of the copper. The radiant heat emitted from the 

Cone Calorimeter would have been reflected by the surface of the copper, and therefore the timber 

underneath was unharmed. Oxidized copper plates were not tested, and these would be of interest 

to consider in future studies. Copper is known to oxidize, so while a new copper plate may be 

reflective, this reflective property will diminish once oxidation occurs [53]. It is likely that the fire 

performance of copper plates will therefore change throughout their life cycle depending on their 

reflectiveness at the time of the fire.  As heritage building are often hundreds of years old, it is 

extremely likely that the reflective surface would no longer be present should these plates be found 

in a heritage building, and therefore their effectiveness at improving the fire performance of timber 

is likely to be reduced. Another consideration for both of the metal plates, is the possibility of a 

smouldering fire under the plates, especially as it may be difficult to avoid gaps in the continuity 

of the plates which would allow oxygen to promote a fire behind the plates. The possibility of 

metal plates fostering a smouldering fire would need to be considered should they be found in a 

structure. 

 Whitewash paint improved the fire performance of the timber only minimally. Ignition of 

the sample was delayed by about 20 seconds compared to the control sample, as seen in Figure 

3.9. The char depth was only slightly reduced, at 9.5-10 mm compared to the 11 mm measured on 

the control sample, a reduction of about 11%. This indicates that the whitewash paint method only 

marginally improved the fire performance of the timber, by very slightly delaying the time to 

ignition.  
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Finally, the contemporary gypsum board did improve the fire performance of the timber. 

The layer of paper on top of the gypsum board ignited approximately 35 seconds after beginning 

the test and flamed for approximately 15 seconds. This is reflected in the heat release rate seen in 

Figure 3.10. Regardless of the small amount of flaming observed, the wood under the gypsum 

board was uncharred. Mass loss occurred in the gypsum board, which is attributed to moisture loss 

of the gypsum. The contemporary gypsum board was the only encapsulation method tested that 

improved the fire performance of the timber, whilst staying properly fastened.   

3.6 Limitations and Future Research 

 Many of the encapsulations were assembled using assumptions (where missing information 

was not provided by the encapsulation inventor) and using materials available today. While the 

assumptions made in creating the encapsulations, as well as the materials used, may have altered 

the fire performance slightly, it is unlikely the results would be significantly different. There is no 

evidence to suggest that any of the alterations made to the plasters would have improved their 

cohesion, nor that any of the optional additives to the whitewash paint would remarkedly further 

delay time to ignition. The metal plates were taken arbitrarily as 3 mm, and in practical applications 

it is not likely that the plates would be found to be significantly thicker than this (to a point which 

would delay heat transfer into the wood at low heating durations).  

The next limitation that will be discussed is the scale of the samples tested. The small scale 

of 100 x 100 mm is not representative of a room lined with a particular encapsulation. In addition, 

the heat exposure of 50 kW/m2 for five minutes is not representative of a realistic fire. For these 

reasons it cannot be said that the tests performed represent a real fire that may occur in a heritage 

building. However, despite the small scale of the tests, this study was successful in showing that 

the historic encapsulations made no real contributions to the fire performance of the timber even 
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at this low severity of exposure. Even the short tests described above were successful in 

determining that the plasters are limited in their capacity to stay attached to the timber, the 

whitewash paint only minimally delayed ignition, and the iron plate still allowed for flaming and 

heat transfer into the timber. A more severe heat exposure is likely to only amplify these effects.   

The final limitation that will be mentioned is that in order to successfully conserve heritage 

buildings, architects and engineers need to understand how the original historic materials will 

perform in fire. As seen in the previous sections, there are several differences between the historic 

materials used and manufacturing methods, and the materials and methods used today, all of which 

may alter the anticipated fire performance of these structures. 

3.7 Conclusions 

 Heritage buildings often see immense public support for their conservation and keeping 

them safe from fire is an important part of this effort. This chapter was useful in examining the 

history of encapsulating timber to improve its fire performance, and in providing a preliminary 

indication of how much these encapsulations actually improve the fire performance. Plasters, metal 

plates, whitewash paints, and gypsum boards were all examined. Experimental testing through the 

use of a Cone Calorimeter apparatus gave insight to the charring, flaming, mass loss, and heat 

release rates of these historic and contemporary encapsulations, to understand how much these 

historic encapsulations improved the fire performance of the assembly.  

The results of the experimental tests showed that the plasters performed relatively similar 

to the contemporary gypsum board, experiencing moisture loss but succeeding in protecting the 

timber from flaming and char. The improvement to the contemporary gypsum board is that it 

provides a smooth and flat surface for interior walls and remained attached to the timber better 

than the plasters (using screws). The plasters however, became detached from the timber quite 



53 

 

 

easily after testing, making them impractical for the purpose of improving the fire performance of 

timber. Both the copper and iron plates significantly reducing the char on the surface of the timber, 

however, the iron plate still transferred enough heat into the timber to cause it to begin to degrade, 

and the performance of the copper plate is attributed to its reflective surface, which will have most 

likely been lost due to oxidation in most heritage structures. The whitewash paint delayed ignition 

of the timber by only about 20 seconds; otherwise, the performance of the whitewash was 

somewhat comparable to that of the unencapsulated control sample.  

From these tests, it is seen that none of the historic encapsulations tested made significant 

contributions to the fire performance of the timber, with only the contemporary gypsum board 

successfully protecting the timber without any obvious disadvantages. To the authorôs knowledge, 

this study is the only source of contemporary testing of these particular historic encapsulations, 

and the results of these tests suggest that should these encapsulations be found in a heritage 

building, they cannot be relied upon for fire. With regard to the conservation of the heritage 

building, it may be necessary to keep them in tact nevertheless (as they would almost certainly 

offer insight into the technologies of the time period), but even in this case they cannot be assumed 

to protect the timber against fire. Other strategies may be required in enhancing the fire 

performance of the heritage structure, which can be implemented without detracting from the 

heritage value of the building- for instance, there ways to respectfully integrate sprinklers into a 

heritage building, and regular building maintenance may also be beneficial.   

This chapter has also shown that while none of the historic encapsulations were successful 

at significantly improving the fire performance of timber, the contemporary gypsum board did 

offer some protection to timber at this very small scale. The results of these Cone Calorimeter tests 

showed no charring under the gypsum board, and the gypsum board remained fastened to the 
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timber throughout the test. While in this setup the gypsum board performed favorably, there is a 

need to further explore its performance through a variety of more severe heat exposures before any 

conclusions about its real scale performance can be made. The following chapter, Chapter 4, will 

therefore examine the performance of gypsum board at a larger scale using different heat 

exposures.  

Further, this chapter demonstrated that additional research is needed on the fire 

performance more historic materials and assembly configurations, such as on the timber itself. 

Many historic structures do not use encapsulations (potentially due to restrictions around heritage 

designation), and the timber is then left exposed to fire. The fire performance of historic timber 

itself therefore needs to be investigated due to differences between historic and contemporary 

versions of similar materials (as has previously been mentioned). Chapter 5 will begin to evaluate 

the current state of knowledge of the fire performance of historic timber and will extend this 

understanding through novel experimental tests.  

This chapter provided a thorough analysis of the progression of historic encapsulations 

used for fire through time, as well as an evaluation of the fire performance of these encapsulations. 

By understanding the history and evolution of encapsulation materials as well as their fire 

performance, architects and engineers who encounter these encapsulations can better assess the 

most effective way to conserve a heritage structure. Through further research into the fire 

performance of historic structures and materials, the successful conservation of cultural heritage 

buildings becomes possible.  

 

  



55 

 

 

Chapter 4 : Performance of Type X Gypsum Board on Timber to Non-Standard Fire 

Exposure 

 
4.1 Introduction & Motivation  

In the previous chapter, it was seen that while the historic encapsulation measures were not 

effective at protecting timber from fire, the contemporary gypsum board was able to prevent 

charring of timber at the small scale considered. This finding indicated to the need for larger scale 

tests of contemporary gypsum board, that would be more representative of realistic construction. 

The focus of the fire performance of timber encapsulation materials herein will therefore shift to a 

predominant contemporary material, fire-rated Type X gypsum board, which is the basis of this 

chapter.   

While the small-scale tests in Chapter 3 showed that in that particular test setup, gypsum 

board prevented timber from charring at a low heat flux and test duration, previous studies by other 

researchers have shown that fire-rated gypsum board may not remain fully intact for the entire 

time needed for auto-extinction within a compartment fire. Recent tests have provided evidence 

that gypsum board may not effectively remain fastened to timber members during fire exposure in 

a compartment and fall off is largely attributed to its multiple dehydration reactions [54], screw 

failure, and/or discrete cracking of the boards (where studies have shown that cracks can act as 

pathways for heat flow) [55]. For years, research institutions have been noting the fall off of 

gypsum board in fire experiments [6]. The compartment fire test series performed by NIST and 

NRCC are a recent example [4]. In those tests, researchers noted that gypsum board fall off 

occurred in their test configurations, with the severity of fall off ranging from only the face layer 

of gypsum board falling off, to up to all three layers of gypsum board falling off [4]. Edinburgh-

Arup researchers [5] have also noted the fall off of gypsum board during fires in their 2.72 x 2.72 

x 2.77 m timber compartments reporting that the dozens of pieces (together weighing over one 
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hundred kilograms) of plasterboard fell off during their experiments.  In the literature review 

conducted by Brandon & Östman [56], several previously reported cases of second flashovers 

linked to the fall off of multiple layers of gypsum board were identified. These findings reinforce 

the indication that gypsum board fall off is of concern for timber structures. It should also be noted 

that for all of these studies, the sizes of the compartments have been approximately the size of a 

residential room and the bulk of the research has concerned CLT surfaces, which highlights the 

need for more investigation into larger compartments and various other timber-products and 

materials. 

The present lack of ability to predict the fire performance of protective systems, such as 

gypsum board, has been identified as a major obstacle in modelling the fire-structure response of 

timber buildings in non-standard fires [57]. So far, the bulk of the research has focused on 

compartments the size of smaller rooms and on encapsulation of CLT surfaces rather than 

structural members such as beams and columns. There will be unique differences in the 

encapsulation techniques of beams and columns, since the members will need to be encapsulated 

on multiple sides and will require different methods of overlapping and connection. This has 

provided the motivation to examine the fire performance of stand-alone timber columns, typical 

of open space construction, that have been encapsulated with (multi-layered) gypsum board as 

subjected to non-standard fires in two stages: a field and a controlled laboratory experimental 

study. 

In this chapter, results are presented from a field study and controlled laboratory study in 

which stand-alone timber columns encapsulated with multi-layered fire rated (Type X) gypsum 

board are exposed to a steep rise in temperature (initial ramp rate faster than the standard 

temperature-time heating curve) to a credible high-temperature plateau (greater than 800 ↔C) 
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possible in a real fire. The duration of heating in the studies lasted no more than half an hour (a 

time suggested by the extinction time within the field study). These tests will also consider the 

damage to the timber after the fire is extinguished, as it has been previously reported that gypsum 

boards have fallen off post-fire [4]. 

It is important to discuss that this chapterôs scope is not to define a realistic fire scenario in 

a real timber structure nor study its compartmentalized fire dynamic behaviour ï indeed the fire 

scenarios illustrated herein are a few of many possible scenarios that timber structures with 

gypsum boards may experience. It is acknowledged that other fire scenarios and fire dynamic 

testing can help verify or advance the fire behaviours reported herein. The value of the study 

discussed in this chapter is that the research can be built upon by others while illustrating novel 

encapsulation behaviours not entirely documented before in fire exposures, particularly where the 

fire exposure is of a non-standard nature with natural cooling (auto-extinction) phase.  

4.2 Experimental Design and Methodology 

As current drivers are being considered for large open architectural spaces in construction, 

attention is focused on stand-alone columns. The two-stage study was performed sequentially 

meaning the results of the field study, pilot in nature, had impacted the experimental design and 

methodology of the second stage of the research project, controlled laboratory tests. The first stage 

of the project was motivated by the construction of the Canadian Brock Commons building, a 53 

m tall hybrid concrete- timber structure where columns were at times installed as stand-alone with 

multi-layers of gypsum board. Figure 4.1 illustrates an encapsulated column, representative of 

encapsulation systems used in existing Canadian tall timber structures.  In the study herein, care 

was made to obtain materials representative of actual construction techniques that would be 

employed in tall timber buildings in Canada i.e., the same manufacturers and specifications of 
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Type X gypsum board available to the Canadian market. Various other gypsum technologies 

should be explored through future studies.  

 
Figure 4.1 Encapsulation installation procedure of a stand-alone column (prior to gap sealing/wall 

finishing), representative of encapsulation used in Canadian tall timber structures (by permission). 

4.2.1 Field study 

A farm structure (a timber barn) with a floor area of 317 m2 was procured for a large-scale 

burn conducted in Southern Ontario through multiple partners (primarily the security and 

insurance industry as well as for fire-fighting training). The building dates to as early as 1890 ï 

though it was not categorized as a heritage structure. The field study burn was the last procedure 

performed on that site that day, and therefore heavily restricted the amount of instrumentation and 

field preparation which was allowed, requiring certain limitations, and ultimately justifying the 

need for a controlled study that would follow (detailed in Section 4.2.2). 

Although the structure was relatively empty of contents, some mixed hay, as well as small 

amounts of loose lumbers, books, and plastic tarps remained.  The primary fuel source for the fire 

was, therefore, the exposed timber of the barn. A full structural survey and material condition 

assessment of the structure were conducted prior to burning. It was determined through this 

examination that the timber structure was decaying along the exterior frame. This well - ventilated 

farm structure should not be construed as typical of any new farm or even residential/commercial 

structure, but its structural components do provide value as well as opportunities for assessing 

timber construction behaviour in high-temperature exposures. The interior timber column taken 

under consideration was in good condition, of Oak timber species, with no evidence of rot or decay 
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through analysis (pull out of screws, field tests for rot, etc.). This column was ideal to be 

encapsulated to study its behaviour under fire exposure (denoted as Column 1 herein). The 

dimensions of the column were 230 mm x 267 mm, which was similar to the size of columns used 

in existing tall timber structures in Canada. It was hypothesized (and later confirmed) that the 

column was also unlikely to be affected by any collapsing debris surrounding it that the structure 

might impose (i.e., it was expected the column would remain standing without debris impact for 

most of the duration of the test). It was also assumed that the column chosen had similar loading 

to surrounding columns due to the rectangular column grid. The column had no additional loading 

beyond service loads.  Figure 4.2 shows the structureôs condition, appearance and dimensional 

features illustrating the column.  

 
Figure 4.2 Backside of timber farm structure (left), and atrium dimensions (right- annexes not rendered). 

Column preparation and testing took place on November 3, 2017. Weather conditions at 

the time of testing consisted of a temperature of 5°C, a relative humidity of 74% and a wind speed 

of 22 km/hr in the North-West direction. Due to limited time and access to the site, the research 

team was strictly limited to six hours of instrumentation time and site preparation (6am to 12pm). 

Only four of those hours were available in natural daylight conditions. As a result, one load-bearing 
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timber column in the farm structure was encapsulated with three layers of fire-rated 15.9 mm Type 

X gypsum board. Strict allowances for screw spacing and depth of screws into the timber structure 

were considered and followed from CSA O86-14 standards precisely. The spacing requirements 

from CSA O86-14 that were followed included having a maximum screw spacing of 300 mm on 

centre, having each board fastened by two rows of fasteners (offset by half the row spacing), and 

ensuring that each fastener penetrates the wood by at least 25 mm [29]. Each layer of gypsum 

board was installed and screwed separately. The gypsum board installation procedure is illustrated 

in Figure 4.3 and was meant to be a representative installation of existing tall timber structures. 

Although the plan was initially to install four layers, there was only time to install three layers and 

therefore that number of layers would control the amount of gypsum layers seen in laboratory stage 

for consistency. The remainder of the farm structure was left unprotected (without encapsulation). 

Figure 4.3 provides instrumentation details of the encapsulated timber column.  
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Figure 4.3 Field study encapsulated Column 1 during construction (left), thermocouple placement (right). 

As shown in Figure 4.3, the column was instrumented with 16 K-Type thermocouples (as 

limited by the available data acquisition channels) distributed on the surface of the encapsulation, 

between layers, and on the surface of the timber (thermocouple error limited to the greater of 2.2 

°C or 0.75% of the temperature in ºC). A National Instruments (Model NI-9213) distributed data 

acquisition unit was used, running Labview software. Thermocouple leads were protected with 

Rockwool insulation and aluminum wrapping as they extended out of the structure. 

Thermocouples were not placed inside the timber, as the focus of this experiment was on the 

performance of the encapsulation system only (not the performance of the timber). The data 

acquisition unit was left a distance of 10 m from the structure's exterior. Prior to the structure's full 

collapse, safety and equipment maintenance protocol dictated that once visual indications of 

structural failure began (noticeable tilt of the back exterior portion of the structure), portable 
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instrumentation was to be disconnected and salvaged ï including the Data Logger and associated 

PC. Data monitoring of the thermocouples would, therefore, discontinue at that indication, though 

the video would continue until camera failure, the complete collapse of the structure or until auto-

extinction. Two interior and three exterior hi-resolution cameras were set up at various locations 

to obtain qualitative data on the evolution and behaviour of the fire. Ignition occurred in a small 

sub-compartment of the main farm structure, at a position 8 m by 7.3 m away from the 

encapsulated column. The location is labelled as the ófire originô in Figure 4.2 (approximately 10.8 

m away). A member of the fire brigade used a match to ignite hay within a sub-compartment of 

the barn. The fire was ignited in the sub-compartment to ensure flashover in this region, which 

would then spread to the main barn. During the fire, strict safety protocols were employed by the 

attending fire brigade, and material recovery post-fire was prohibited due to safety concerns of 

smoke contamination of materials. The columnôs thermocouples were salvaged, and these gave no 

indication of damage to the thermocouple cables.  

4.2.2 Laboratory Study  

Following the field study, six units of engineered Douglas Fir Glulam fabricated in 

accordance with CSA O122, 16c-E Stress grade were procured. The timber was chosen as 

engineered stock as these units formed part of a larger study on adhesive performance in 

engineered timber underway (with portions of this study discussed in Chapters 6 and 7). As Oak 

is a hard-wood, and hard-wood species are not representative of modern structural construction in 

Canada, the species type was therefore not replicated. Dimensioning was chosen for two sizes with 

units at 175 x 190 x 2532 mm (denoted as Column 2, 5, and 6) and at 175 x 228 x 2532 mm 

(denoted as Column 3, 4, and 7). Dimensioning was chosen with consideration to the mechanical 

loading capabilities for later research (Appendix B). These columns were encapsulated in 



63 

 

 

conformance with CSA O86 with single and multiple layers of gypsum board. The encapsulation 

of Columns 2 and 3, like Column 1, included three layers of fire-rated 15.9 mm Type X gypsum 

board as defined in Section 4.2.1. Columns 4 and 5 were encapsulated with only one layer of this 

same gypsum board, in order to directly understand how much a single layer impacts the fire 

performance of the timber. The installation procedure deviated slightly in application in order to 

specify a óseamô (two boards side by side) in the fire exposed gypsum layer on the column at mid-

span for all Columns 2 to 5. This was in order to study possible heat exposure and impact of seams 

on the overall performance. The óseamô only appears on the outermost layer and below the board 

is continuous where applicable. This would be akin to prior wall finishing and a plausible 

configuration. Columns 6 and 7 were control (unencapsulated) samples. K-type thermocouples 

were utilized in order to provide temperature measurement at mid-span. Many thermocouples were 

placed in redundancy (such as the extra thermocouples located on the bottom of every beam) 

however thermocouples directly exposed to flame temperatures were unreliable in recording board 

surface temperature exposures as visual indicators illustrated that they detached in testing. Figures 

4.4 and 4.5 show the thermocouple configurations for each column (2 to 5). Columns 6 and 7 had 

thermocouples in the same configuration, on the face of the timber only. The columns and screws 

were not finished as it was of interest to also observe the possible effects of heat transfer through 

the screw to the timber (worst case). The column encapsulation process is seen in Figure 4.6. 
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Figure 4.4 Laboratory encapsulated column thermocouple placement Column 2 (left) and Column 3  

(right). 

 

 
Figure 4.5 Laboratory encapsulated column thermocouple placement Column 4 (left) and Column 5 

(right). 
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Figure 4.6 Encapsulation procedure of a column protected by three layers of gypsum board, clockwise 

from top right: first layer installation in progress, first layer complete, third layer complete. 

 

Each column was exposed to a non-standard fire, with the fire exposure from one side. 

Testing was performed at the University of Waterloo Fire Research Burn Hall Laboratory2. These 

tests were performed and planned after the field study and the fire exposure was meant to be at 

least representative with respect to the fire duration (approximately 30 minutes), with steep initial 

temperature gradient seen in the field study (see Section 4.3 for justification on the columns heating 

duration). The columns were not loaded. To enhance visualization through the flames to more 

clearly observe the gypsum board degradation, a methanol pool fire was used. Other pool fire fuel 

types were considered and evaluated (such as acetone, kerosene etc.) but ultimately, they were 

obstructing the view of the specimen through the flames using the novel filming technology (which 

is discussed below). The 30-minute methanol fire exposure was utilized for the laboratory tests 

described in this chapter as opposed to previous fire exposures (described in other chapters of this 

thesis) as in order to visualize performance through the flames, clear views from the camera were 

needed (necessitating a pool fire) as well as a fuel which created minimal amounts of soot (hence 

methanol). The methanol fire was observed to create the least amount of soot of the fuels 

 
2 At the time of testing, York University fire lab was not yet operational, necessitating off-campus testing.   
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considered [58]. While the choice of methanol may result in different heat exposures in comparison 

to other fuels, the beam was partially engulfed in, and therefore exposed to, the high-temperature 

flame gases. Thus, methanol was chosen due to the ability to make clear observations and 

measurements through the flame. The methanol pool fire heat exposure may be considered as a 

ónatural fireô due to its dependency on the specific fuel load, ventilation conditions, and materials 

characteristics [59].  

Multiple test fires were performed using various volumes of methanol in different pan 

shapes to characterize and demonstrate repeatable exposures. For each 30-minute test, 14.3L of 

fuel in a 0.48 m (width) x 0.6 m (length) stainless steel pan was needed to achieve the desired fire 

exposure. Stainless steel was chosen as the material for the pan as it was unlikely to melt during 

testing and was readily available. The size of pan was selected as it was the only pan available that 

was able to safely contain the quantity of fuel required (it was the largest available). Expected 

exposure temperatures were measured 200 mm above the initial surface of the fuel. The time-

temperature curves for the trial methanol fires, performed to determine the volume of methanol 

needed (denoted methanol 1 to 3, where the number represents the trial number in determining the 

quantity of fuel needed for a 30-minute fire), are shown in Figure 4.7. 

 
Figure 4.7 Characterization of methanol non-standard fire, where Methanol 1, 2, and 3 represent the trials 

considered in determining the volume of fuel required (h = 200 mm). 
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 In Figure 4.7, each of the time-temperature curves represents the temperature read by a 

single thermocouple, however, the maximum difference in peak temperature recorded across the 

three trials was only 12 ↔C. Localised heating to one-third of the column was considered, opposed 

to uniform heating, as clear comparisons of undamaged and damaged locations could be made on 

the column and the possible propagation of flames beneath the board to unheated regions could be 

considered if applicable. The column was rotated as a beam and was placed so that the bottom face 

of the member was 200 mm away from the initial surface of the unburnt liquid fuel. This 

orientation was chosen so that the fire would reach the seam of the gypsum board, and the damage 

location could be controlled precisely.  It is of note that while the steep gradient in temperature 

was possible at the initial stages of the exposure fire, it was not possible to generate the equivalent 

peak temperatures observed from the field study (potentially due to supply of oxygen in the very 

heavily ventilated barn or the large quantity of fuel from the timber of the barn). Therefore, the 

laboratory tests cannot and should not be considered the same non-standard equivalency as the 

field test. This was an acceptable deviation, as using the other fuels with higher temperature 

exposures would have obscured visualization of the gypsum board surface and prohibit qualitative 

and quantitative observations as will be described in Section 4.3. Once the heating was completed 

the columns were then monitored during a 30-minute cooling phase in order to assess if damage(s) 

such as cracking or further delamination of the gypsum board(s) is exaggerated after the fire burns 

out. 30-minutes was deemed sufficient as a cooling phase duration as at this time, the 

unencapsulated samples had auto-extinguished, so this cooling duration was kept constant across 

all test samples.  Water was not used for fire suppression in these tests to observe auto-extinction 

of the timber, and strict environmental protocols were used for testing and wastage disposal of 

materials. 
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Following the previous technique validation produced by Gatien et al. [60], qualitative 

observations and quantitative measurement during testing was performed using narrow-band 

spectrum illumination and image processing in order to study qualitative changes 

(cracking/delamination) to the gypsum board at high temperature, as well as approximate 

deformations and deflection of the columns during testing. The use of narrow-band spectrum 

illumination and matched optical filters can enhance visibility through clean-burning flames [61]. 

Such a technique has defensibly been shown applicable in laboratory scales (flame spread testing 

using a LIFT for example). The technology has not yet been adapted nor defended for use in 

standard furnace (enclosed) fire testing (but such testing is outside the scope of this research). 

Verification and modification of the technology should be considered for that application in future 

research. The exact experimental and camera specifications derived from the Gatien et al. study 

[60] was used to observe the columns when exposed to the methanol fires. The lab set up included 

two Spectra Par 100-Watt luminaries with all blue (450 nm wavelength) Light Emitting Diodes 

(LEDs) to illuminate the sample (see Figure 4.8). A Canon EOS 5Ds Mark III DSLR camera was 

used to image the column specimens, this was placed 1.5 m away from the column at an angle of 

17 degrees. This cameraôs resolution (images of 5792 x 8688 pixels) allows placement far away 

from the specimen during testing to maintain high resolution of the specimen while reducing the 

risk of damage to the camera and lenses due to excessive heating and thermal radiation from the 

pool fire. The following camera settings were used due to the influence of previous research by 

Gatien et al. [60]: frame rate of 5 frames per second, ISO 2000, aperture f/13, shutter 1/800. A 

bandpass optical filter consisting of two stacked filters (HOYA Corporation B440 and Midwest 

Optical Systems BP470) was attached to the front of the cameraôs default lens. These two stacked 

filters provided a low-cost and effective band-pass filter at the desired frequency (450 nm). The 
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camera was shooting at an angle, which was measured in order to translate the downward and 

upward movement of the column in these tests into a measurable deflection. Geo-PIV RG [62] 

was utilized for approximating quantifiable deflection and seam deformation measurements. The 

technique is considered as an approximation and not a definitive calculation as the technique is not 

fully adaptable to a material undergoing a phase change. Gypsum boards lose their first coating 

(paper) layer through combustion and the application of tracking paint is therefore prohibitive. The 

interested reader is encouraged to read about image correlation limitations further [63]. 

 
Figure 4.8 Specimen, apparatus, camera and LED light locations. 

4.3 Results and Discussion 

4.3.1 Field study 

The performance of Column 1 was evaluated primarily through examination of the 

temperatures reported by the thermocouples and through recorded video footage as plotted and 

illustrated in Figures 4.9 to 4.12. In the plots shown in Figures 4.9 to 4.11, Gypsum Layer 1 refers 

to the thermocouple under one layer of gypsum, Gypsum Layer 2 under the second layer, and 

Gypsum Layer 3 is between the innermost gypsum layer and the timber column itself. Gas 

temperature refers to the temperature measured by a thermocouple placed on the outer most layer 

of gypsum board at the top and bottom of the column on both sides. The fire side refers to the side 
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of the column facing the room of fire origin, and the non-fire side refers to the opposite side of the 

column (not facing the room of fire origin). While cameras were placed throughout the interior 

and exterior of the farm structure, the thick flames and smoke made it difficult to see the column 

within the structure and, in particular, the gypsum board encapsulation after the initial period. 

While it is beyond the scope of this chapter to discuss the resulting fire dynamics, in brevity 

temperatures were only recorded at the column location, and the thermocouples were manually 

terminated as structural collapse was considered possible and the data acquisition unit had to be 

retrieved. The structure eventually collapsed approximately 30 minutes beyond the steep 

temperature rise. It is not possible to deduce temperatures beyond when the thermocouples were 

taken offline. 

 
Figure 4.9 Fire side temperatures measured at (left) the top of the Column 1, and (right) the bottom of the 

Column 1 (t= 0 ignition). 
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Figure 4.10 Non-Fire Side temperatures measured at (left) the top of the Column 1 and (right) the bottom 

of Column 1. 

  
Figure 4.11 Scale magnified of fire side temperatures measured at, (left) the top of the Column 1, and 

(right) the bottom of the Column 1 (t= 0 ignition). 

   
Figure 4.12 Pre heating view of compartment prior to fire ignition (left), atmosphere of compartment 

when fire spreads to column (right). 
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From Figures 4.9 to 4.11, it is seen that the gas temperatures away from the column rise 

sharply at 20 minutes after ignition when the fire exposure spreads to the columnôs location (Figure 

4.11). Within two minutes, rapid heating occurs, and all of the temperatures beneath each layer of 

gypsum board rise quickly above 1000 ↔C. This behaviour can suggest several aspects relating to 

cracking of the board, and sealing effect ï where fall off of (all) the gypsum board layers is ruled 

out, as discussed below.  

With respect to cracking of the gypsum board, once the flames had spread to the location 

of the column, the gypsum board only delayed the rise in temperature by a minute or two where 

excessive cracking (without fall off) of all of the board could have occurred, thereby allowing heat 

penetration into the column. Since the temperature at the surface of the timber appeared to be 

delayed in heating by only a couple of minutes, there is some evidence that the gypsum board may 

not be performing as desired. A second hypothesis considers that the gypsum may have had a gap 

in sealing along the length of the column allowing heat penetration between the layers. From 

Figure 4.10, which focuses only on times around the sudden temperature rise (plotting scales 

between 22 and 24 minutes), it is seen that the gas temperature rises first, followed by the 

thermocouple covered by one layer of gypsum, then two layers, and finally the thermocouple at 

the face of the timber rises in temperature last.  These hypotheses suggest that the gypsum board 

had probably not fallen off at this point as is visually confirmed in Figure 4.13, and instead hot 

gases were able to penetrate between layers through an unconfirmed mechanism (at this point). It 

can be clearly shown that at least one layer of the gypsum board seems to be fastened to the column 

despite the rise in temperature measured in all layers of the field study ï it is therefore doubtful 

that the simultaneous rise in temperature in all layers was observed because all layers fell off. The 

exact mechanism cannot be determined without examining the column itself in-situ. A post-fire 



73 

 

 

in-situ investigation was prohibited by the fire department in attendance due to concerns for smoke 

exposure and its contamination with hazardous materials potentially found within the farm 

structure. In any case, these results suggest that the gypsum board was not successful in functioning 

fully to extinction of the fire ï at least in terms of performance objectives where heat transfer is 

concerned. This particular field study therefore justifies additional investigations being required 

to determine the true influences from board cracking, sealing and fall off in controlled tests 

performed at laboratory scale. 

 
Figure 4.13 Images of Column 1 during field test (left) prior to structural collapse (right) post flashover 

event. 

4.3.2 Laboratory Study 

4.3.2.1 Thermocouple Results 

The performance of the timber columns (2 through 7) within the laboratory study were 

evaluated first through the examination of the temperatures reported by the thermocouples as 

plotted in Figures 4.14 to 4.17. In these plots shown, for Columns 2 and 3, Gypsum Layer 1 refers 

to the thermocouple under one layer of gypsum, Gypsum Layer 2 under the second layer, and 

Gypsum Layer 3 is between the innermost gypsum layer and the timber columns themselves. 

Where Columns 4 and 5 have only one layer for consistency it is called Layer 1. Exposed surface 
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and Gas temperatures were unreliable measures in these tests as the thermocouples appeared to 

delaminate visually from the surface during testing. For the thermocouples underneath at least one 

layer of gypsum, it could not be entirely verified whether the thermocouple was measuring the gas 

temperature immediately below the surface of the column, or if the temperature was being 

measured on the surface of the gypsum which was lower.  However, as exact quantities of fuel are 

given as well as burning rates of the fuel (burn rate of approximately 0.5 L/min) it is possible for 

the interested practitioner to characterize the exposure if they wish to utilize the results for 

modelling or replication purposes (which are beyond the scope of this paper). Careful examination 

of fire dynamics textbook literature provides information on repeatability and quantification of 

heat exposure from pool fires [23]. 

The fire side of the columns were installed with two thermocouples mid-span each denoted 

A and B respectively, where the fire side is the side of the columns facing the pool fire (the bottom 

of the column).  Thermocouples on the vertical sides of the columns (perpendicular to the fire side) 

are denoted as C and D. On sides C and D the thermocouples were not installed in replicate as 

channels in the Data Acquisition were limited.  

  
Figure 4.14 Recorded temperatures between the gypsum board layers for Column 2 (175x190x2532) 

(Note: TC 3C was not installed properly). 
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Figure 4.15 Recorded temperatures between the gypsum board layers for Column 3 (175x228x2532). 

  
Figure 4.16 Recorded temperatures between the first and second gypsum board layers for Column 4 

(175x228x2532)  (Note: TC 1C was not installed properly). 

 
Figure 4.17 Recorded temperatures between the gypsum board layers for Column 5 (175x190x2532). 
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Figures 4.18 to 4.20 are provided to place the temperature profiles into context. Column 2 

has a noticeable increase in temperature during the heating portion of the test, increasing to 

temperatures of 700↔C and 350↔C between the 1st and 2nd gypsum board layers. It is not unexpected 

that the temperatures do not measure the same between them, on forensic post-fire examination it 

was observed that these thermocouples were located in the region that coincided with the charred 

zone of the timber.  Whereas in Column 3, which showed no temperature incline in the 

temperatures recorded by the thermocouples, examination post-fire showed that these 

thermocouples were installed away from this charred zone on the second gypsum layer as observed 

in Figures 4.18 and 19.  This behaviour gives credence that the fire exposure between the first and 

second boards likely occurred at an isolated location near the seam, resulting in a localized charred 

area and not along the full length of the column, as it was only a localized fire exposure. The results 

seem to verify the temperature measurement trends and hypothesis observed in the field study that 

indicated temperature rise through penetration between the gypsum layers. In the controlled case, 

however, the temperatures measured beyond the second layer of gypsum board did not exhibit a 

spike increase in temperature.  Temperatures do discretely rise as expected with duration. The 

penetration of heating in these tests is likely due to the larger seam opening in the first gypsum 

layer which correlates to partial delamination of the gypsum board as tracked through narrow 

spectrum and image filtration technologies (sometimes called blue light technology).  

  
Figure 4.18 Post-fire óseamô opening in Column 3. 
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Figure 4.19 Flame impingement after fire of Column 3.  

Column 2 illustrates a potential fall off (peel away) of the board in progress as the heating 

duration halted seen in Figure 4.20. The post-test examination of Columns 4 and 5 reveals the 

extent of char damage below the board. Figure 4.16 reveals that the ignition of the Column 4 had 

occurred during the cooling phase of the tests manifesting as a smouldering fire under the side 

boards away from the fire. Once the boards were removed after 30 minutes of cooling, the fire was 

damped out with light amounts of water. Excessive smoking also occurred for these columns post 

heating phase confirming a small self-sustaining (without additional application of heat) fire. 

Figure 4.21 illustrates that Column 4 developed a 25mm deep crack running along the entirety of 

the heated zone beyond the charred zone which was not present during the installation of the 

gypsum boards pre-testing (note Columns 2 and 3 showed no signs of char damage). Figure 4.17 

does not show evidence of a fire event on the side boards of the column, though analysis after the 

test revealed thermocouples C and D for Column 5 were not in the charred region of the column.  

  
Figure 4.20 Delamination and cracking action of Gypsum Board at seam Column 2 during heating. 
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Figure 4.21 (left) Post-test condition of Columns 4 and 5 (right) post-fire cracking of Column 4. 

4.3.2.2 Qualitative Results using Narrow Spectrum and Image Filtration 

The innovative use of narrow-spectrum and image filtration technologies allows for 

qualitative observation of the surface deformation behaviour, such as that described above of the 

exposed first layer of gypsum board in Column 2 and 3 tests. Tables 4.1 and 4.2 illustrate an 

arbitrarily chosen surface feature taken on the fire exposed side near a screw on the first layer of 

gypsum board for each laboratory test.  
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Table 4.1 Surface texture during heating and cooling. 

Column 2 Test Time (min) Column 3 

 

0 

(heating) 

 

 

10 

(heating) 

 

 

30 

(transition from heating 

to cooling) 

 

 

40 

(cooling) 

 

 

60 

(cooling) 
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Table 4.2 Surface texture during heating and cooling. 

Column 4 Test Time (min) Column 5 

      

0 

(heating) 

 

      

10 

(heating) 

 

      

30 

(transition from heating 

to cooling) 

 

      

40 

(cooling) 

 

      

60 

(cooling) 
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As the gypsum board heats up, a web of discrete fine cracks forms on the board on Column 

3 immediately after the rapid temperature rise. This does not seem to affect heat transfer at the 

location of measurement. Note that in Column 2, this phenomenon appears absent along the 

surface; instead, Column 2 demonstrates a larger crack opening along the surface and partial 

delamination as previously discussed. Figure 4.22 illustrates that cracking patterns tend to 

exaggerate during the cooling process, a phenomenon that seemed apparent with any large gypsum 

board crack opening for all columns.  

         
Figure 4.22 Crack opening after heating in Column 3 (left at end of heating, right at end of cooling). 

While visually these features appear to be detrimental to the performance of the column, it 

should be noted that the second and third layers of gypsum upon removal during post-heating 

assessment illustrate no visible damage. However, Columns 4 and 5 with only 1 layer of board 

illustrate maximum charring depths of 25 and 15 mm respectively spanning a length of 41 and 29 

cm respectively for a maximum 1 cm seam opening during the test. The unencapsulated columns, 

Columns 6 and 7, had a maximum char depth of 16 and 17 mm respectively. Column 4 notably 

has the most amount of char depth of all columns. In this case, the larger char depth indicate that 

a smouldering fire was likely occurring under the layer of gypsum board (which is further 

supported by Figure 4.16 where the temperature continued to increase on side D even during the 

cooling phase).  Char depths are tabulated in Table 4.3. Digital image correlation was used to track 
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the peeling of the gypsum board away from the timber. This is seen in Figure 4.23 for Columns 2 

to 5. 

Table 4.3 Char measurements. 

Column Dimensions 

(mm) 

Number of 

gypsum 

layers 

Maximum 

char depth 

(mm) 

Average char rate 

(calculated over 30 

minutes) (mm/min) 

Column 2 175 x 190 3 0 0 

Column 3 175 x 228 3 0 0 

Column 4 175 x 228 1 25 0.83 

Column 5 175 x 190 1 15 0.50 

Column 6 175 x 190 0 16 0.53 

Column 7 175 x 228 0 17 0.57 

 

a.       b. 

 

c.       d. 

Figure 4.23 Seam opening in the heating and cooling phases (left and right of the dashed lines) for a. 

Column 2, b. Column 3, c. Column 4, and; d. Column 5. 
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While the metallic screws utilized were hypothesized to have the potential to transmit heat 

to the timber below the board, it was observed upon extraction of the screws outside central charred 

locations that no evidence of localized charring was present in the timber screw holes for post-test 

evaluation for all tests. A longer heating duration should be explored to test the amount of potential 

heat penetration into the timber column through the screws. But overall, these remained fixed for 

the duration of all Column 2 to 5 tests. 

In addition to the gypsum degradation, it was very apparent during the tests that Columns 

2 and 3 began to bow toward the fire, and upon cooling restored away from the fire. A timber beam 

unencapsulated tends to bow away from the fire due to dehydration effects. As the timber is 

protected from the heat it is not dehydrating in these tests, and dehydration is not the driver for the 

reaction. The bowing behaviour is likely due to a fibre expansion mechanism on the column, as a 

result of expansion that all layers of the gypsum board are experiencing prior to dehydration 

dominating the board and timber behaviour (a sign of a short duration fire). Columns 4 and 5 

illustrated negligible bowing behaviour but an expected upward camber at test conclusion. The 

columns in consideration were not loaded at the time of testing. The addition of an applied load 

may cause the columns to bow further towards the fire than was observed in this study- this effect 

could be explored in future research, and particularly in model validation.  

Table 4.4 quantifies the exact deflections and seam opening measurements taken from the 

image analysis. Figure 4.24 illustrates the measured fall off behaviour with respect to the 

temperature of Column 2. It is supported by the narrow band spectrum illumination technology 

that fall-off/delamination behaviour is driven predominately by the dehydration of the board 

(100ǓC) to when fall off of the board will initiate and is not linked to a specific temperature. Seam 

openings exaggerated in size during the cooling phase and were substantially large for penetration 
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of air to the surface of the timber, particularly if the board began to peel away from the columns 

as seen in these tests.   

Table 4.4 Deflection and seam opening measurements. a 

 Column Max 

deflection - 

heating 

(mm) 

Max seam 

opening - 

heating 

(mm) 

Max deflection -

cooling (mm) 

Max seam opening-

cooling (mm) 

Column 2 - b 47 b - b 129 b 

Column 3 12 3 6 6 

Column 4 4 3 -4 c 5 

Column 5 6 2 -1 c 3 
 

a ï Values for seam opening have changed from journal publication [64] as enhanced analysis 

was performed to give more precise values 
b ï Seam includes opening that developed from peel away of gypsum board, it was not possible 

to take a total deflection with the peel away present on the column 
c - Upward camber of the beam 

 

 

        
Figure 4.24 Peel away of soffit gypsum board in Column 2 with respect to time and temperature 

(temperatures are those recorded by Gypsum Layer 1-A). 

4.4 Conclusions and Future Work 

The performance of the five encapsulated columns (relative to two unencapsulated 

columns) has raised several important design considerations and insights into future studies. On 

the basis of all tests, it appears that the presence of multiple layers of Type X gypsum boards alone 

cannot always be successful at significantly delaying a rise in temperature at the surface of the 
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timber column. One layer of gypsum board seemed ineffective where charring depths were near 

25 mm for 30 minutes of direct non-standard fire exposure with a maximum charred region of over 

40 cm in length. The reasoning for these temperature rises and charring behaviours appears to be 

caused by the junctions of the gypsum boards, causing a seam on the column. Each seam grew 

upwards of 1 cm during the tests allowing heat to penetrate below the layers, where one layer is 

used, prompting ignition of the timber beneath the board lasting well into the cooling phase.  

From laboratory experiments, it seems evident that by installing three layers, redundancy 

can be provided, implying that timber elements can be adequately protected from fire exposure 

providing that screw spacing is strictly adhered to and redundant layers are utilized. In the field 

study, there is potential that even if the gypsum board is installed in accordance with current 

standards, all layers may still not survive cooling and extinction in a realistic fire scenario. In the 

laboratory study, which innovatively applied narrow-spectrum illumination technology, discrete 

and large quantifiable cracking patterns in the gypsum board may exaggerate in the cooling 

process. Cracking mechanisms appeared not responsible for heat penetration within the column. 

Delamination is possible at low heating times. Testing confirmed that cracking that occurs during 

heating exaggerates during cooling, and this behaviour gives credence to the fall off of gypsum 

boards during the cooling and extinction phases of testing. 

In both the field study and the laboratory study, the rise in temperatures occurs at a rate 

higher than the standard temperature-time heating curve, indicating that the time-varying heat 

fluxes that the columns were exposed to in this study were higher than those considered by standard 

temperature-time heating curve testing ï at least in initial heating phases. Furthermore, in this 

study, the gypsum boards began to fail (by peeling away from the timber) at lower temperatures 

than would be anticipated if the assembly were exposed to the standard time-temperature heating 
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curve. This result may support the notion that the temperature may have less of an impact on the 

fall off of gypsum board, than the dehydration (or rate of dehydration) of the board from high 

incident heat flux. Further testing is needed for verification, which may potentially consider 

heating timber encapsulated with gypsum board at varying heat fluxes, but these preliminary 

results align with previous studies on other materials (such as intumescent paints) which have 

shown differences in material degradation and failure mechanisms to be tied to the rate of heating 

[65]. Moreover, significant opening of the seams of the gypsum board layers was occurring 

throughout the cooling phases of testing (Figure 4.24). This effect may not have been observed if 

only the heating phase of a fire was monitored, reinforcing the need for non-standard fire testing.  

The results of the laboratory study closely looked at both the heating and cooling phases 

of fire exposure. While many cracks were initially formed in the heating phase of the test, many 

of these cracks became larger as the gypsum board cooled. This could potentially indicate that 

gypsum board encapsulation continues to be susceptible to fall off, even after the heating of the 

gypsum boards has stopped.  

While it can be argued that seams will be finished after the construction process completes, 

there is still a reliance on these boards for the construction process at times, and the gap opening 

that is developing in these tests supports that such a sealant may not remain in place. This will 

require further study. For the purposes of this study, the seams are used to explain potential 

behaviours.  Based on the testing and evaluation of this chapter, the following areas of research 

are advised:  

¶ Equivalent tests of two-layered gypsum are conducted to understand both seaming and 

deflection mechanisms; 



87 

 

 

¶ Other manufacturerôs gypsum boards are studied for their performance in non-standard 

fires; 

¶ Narrow spectrum technology be adapted for standard temperature-time heating curve 

testing for comparison;  

¶ Narrow spectrum technology be enhanced for use with furnace testing, such that furnace 

tests of encapsulation assemblies following nonstandard curves may eventually be 

observed; 

¶ Longer duration tests to the point where all layers undergo dehydration and the 

dehydration processes are more closely studied;  

¶ Study of the use of realistic fires in realistic compartments of timber structures to 

understand the realistic fire exposure on a timber assembly;  

¶ Digital image correlation for strain and deflection should be further validated with narrow 

band spectrum (blue light) technology; and 

¶ Investigating coupled fire strategies where the boards may be pre-wetted with a sprinkler 

system before fire exposure.  

 While the tests of Chapter 3 indicated that the gypsum board was the most successful of 

all the encapsulations tested at a small scale, the laboratory and field study discussed above seem 

to indicate that gypsum board also has the potential to not protect timber as well as intended. In 

particular, seams between pieces of gypsum board were not present in the Cone Calorimeter tests 

of Chapter 3, though these larger scale tests show that these seams may play an important role in 

the fall off of gypsum board (reinforcing the need and benefit for full scale testing).  

 The fire damage that was created on the timber columns in this chapter was very localized 

in one section of the member, and the charring was limited to 25 mm or less. This raises the 
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question of whether these members, which have been damaged in only one section, could be 

repaired and continue to be used, should this type of fire occur in a timber structure. While beyond 

the scope of this thesis, Appendix B begins to look possible repair of the fire damaged areas of 

these members.    
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Chapter 5 : Fire Performance Evaluation of Cultural Heritage Timber Relative to 

Contemporary Timber  

 
5.1 Introduction  

 
The previous chapters of this thesis have examined primarily timber encapsulation 

materials, however it is equally as important to understand the performance of timber itself in fire. 

The following chapters of this thesis will focus on the thermomechanical performance of timber, 

beginning with heritage timber.  Globally, we are seeing a growing number of timber buildings 

being constructed in large and tall applications. These contemporary timber buildings are 

commonly requested to be left exposed (unencapsulated) [66]. One of these structures can be seen 

in Figure 5.1 in contrast to a historic timber assembly (both structures in Toronto, Canada). There 

has been significant research progress around the performance of contemporary timber in fire, and 

we continue to be able to create more complex buildings with contemporary timber [56].  

a.     b. 

   
Figure 5.1 a. A contemporary timber structure; b. a historic timber assembly (authorôs photos). 

As the level of knowledge regarding contemporary timber proceeds to grow, and more 

intricate contemporary timber buildings are constructed, historic timber continues to be removed 

or altered within heritage buildings. This may in part be due to the lack of knowledge and guidance 
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regarding how to assess and improve the fire performance of a historic timber structure, however 

to the authorôs knowledge, there is limited evidence to show that historic timber performs 

significantly differently than contemporary timber or that the fire risk within a heritage timber 

building is notably different than within a contemporary timber building.  

An example where a fire in a historic timber building did not cause the complete destruction 

of a structure was presented by Otto et al. (2017) [67]. In this case study, an 1898 mill type building 

in Ontario experienced a fire. A schematic of a similar building is seen in Figure 5.2. Of particular 

interest is the basement, which utilizes closely spaced wooden columns and beams with cast iron 

caps, a non-combustible flooring system, and a wooden ceiling above. One of the basement 

columns was intentionally ignited as an act of arson. The column was exposed to a flame for 

approximately 40 minutes prior to its ignition. The fire auto-extinguished. The char depth was 

calculated by removing the char from the column and comparing its post-fire dimensions to the 

dimensions of the adjacent columns. From this analysis, it was found that the column charred less 

than 25 mm per side. The fire did not extensively spread along the beams or ceiling to other 

structural members and was isolated to only the column where the initial fire began.  

 
Figure 5.2 Depiction of a building similar to the 1898 mill (image  from [68]). 

Although the column still held some residual structural capacity, it was decided to remove 

the damaged column from the structure on the basis that the non-uniform char damage gave the 
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column an ñunsightlyò appearance and that the removal of the one column would not significantly 

impact the strength of the entire structure. This was possible due to redundancy within the design 

of this specific building.  This example details a fire of a historic building that did not cause the 

destruction of the entire structure. The flame did not spread significantly to other members, and 

due to the ample amount of redundancy within the structural system, the building as a whole did 

not experience a significant amount of damage or losses. This case study motivates the research 

within this chapter, investigating whether historic timber performs significantly different than 

contemporary timber, so that practitioners can make informed decisions prior to removing or 

altering timber members within a heritage building. As one of the challenges in ensuring heritage 

conservation as well as fire safety in heritage buildings is that there is limited guidance available, 

this chapter will provide a review of guidance documents that direct practitioners how to address 

heritage timber structures, as well as present information regarding historic fire tests. 

Contemporary tests of historic timber are then described to help determine if historic timber 

performs substantially differently than contemporary timber in fire. Contributions to the state of 

the art included in this chapter involve experiments which begin to quantify the fire performance 

of timber by looking at flame spread, char depth, and time to ignition, and using these 

characteristics to compare the fire performance of timber products that are used today with those 

used hundreds of years ago.  

The contemporary experimental research herein focuses on North American softwood 

timber, as a starting point in evaluating the fire performance of historic timber. Consequentially, 

North American standards and guidelines are primarily referred to within this study. The results 

of this study could potentially extend to other regions where additional timber species have been 

used, though this would require verification by future testing.  
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5.2 Available Guidance and Current State of Practice 

 
The following subsections will review reference and guidance documents available in 

North American and European practices. Other jurisdictions may have additional documents, but 

these jurisdictions were chosen to limit the scope. Specific guidance is explained in detail below.  

5.2.1 North American Guidance 

 
NFPA 914: Code for Fire Protection of Historic Structures is able to offer prescriptive and 

performance-based design methods of balancing heritage value with fire safety, with an emphasis 

on understanding the fire safety of the structure [69]. The text references the importance of limited 

combustibility. This is an important aspect of fire protection for historic structures, especially when 

it can be implemented in areas that do not alter the heritage value of the space. In many instances, 

however, a wood frame structure will inevitably be part of the buildingôs character-defining 

elements. NFPA 914 advises that in these cases, spray-applied coatings or membrane-applied 

protection are viable options to improve the fire resistance of the members. It goes on to detail that 

the fire resistance of the structural systems should be determined, and where necessary, new 

materials such as gypsum wallboard and plaster may be added to improve the fire resistance of the 

members. NFPA 914 acknowledges that large timber members have some inherent fire resistance, 

and the more severe challenge lies with the smaller members.  

 While the method of adding new materials to the structural members may be beneficial in 

enhancing their fire resistance to meet contemporary compliance, it is possible that it is done at 

the cost of losing significant historic value. From a heritage perspective, if these elements are 

found to contribute to the heritage value of the space, it may be desirable to alter them as minimally 

as possible. It may be worthwhile to find alternatives that are more suited to the principle of 
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minimal intervention. This may be done through understanding the inherent properties of the 

historic materials and structural systems.  

NFPA 914 details the fire properties of a variety of historic materials, on the basis that 

these characteristics will fall within the known values. The guidance provided by NFPA 914 

appears to indicate that historic timber will perform extremely similarly to contemporary timber. 

It would be useful to comprehensively understand if these values have been proven for heritage 

materials, or if they have been assumed to be the same as the contemporary materials. Differences 

exist between contemporary and historic materials, which is largely what prompted this thesis 

chapter.  

 In Canada, significant heritage timber stock falls under the jurisdiction of Parks Canada. 

Subsequently, there is a need to tailor guidance for these structures. The Parks Canada document, 

Protecting our Heritage: Fire Risk Management Manual for Historic Places in Canada, builds upon 

a number of the principles introduced by NFPA 914 [70]. Protecting our Heritage provides 

significant guidance on how to apply many of the recommendations made by NFPA 914, with an 

emphasis on how to do so while preserving heritage value by offering many practical methods of 

fire prevention, detection and suppression. Parks Canada echoes the NFPA 914 in offering the 

ability to increase fire performance through adding materials such as gypsum wallboard and 

intumescent coatings to areas that may be lacking in fire protection, though this may not be 

possible to do while achieving heritage conservation goals.  Again, Protecting our Heritage also 

acknowledges that heavy timber members offer some degree of fire resistance.  

5.2.2 European Guidance  

 
In Europe, COST Action C17, Built Heritage: Fire Loss to Historic Buildings, was meant 

to develop the understanding of the problem of heritage losses to fire, and expand techniques to 
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minimize these losses [71]. This action sparked numerous publications and was successful in its 

goal of sharing information to improve the fire protection of historic structures. Moving forward, 

there is still a need to be able to clearly assess the fire safety of a particular structure, and how its 

capacity can be assessed and repaired post-fire.  

 The Institution of Structural Engineers has also created a guidance document regarding the 

fire safety of existing buildings, entitled Appraisal of Existing Structures (3rd Edition), which 

extends to all existing structures, not just those with heritage designation or historic significance, 

though many of the same methods and principles could apply [72]. Appraisal of Existing Structures 

advises on many ways to evaluate a building structurally and provides some guidance with regards 

to fire performance and post-fire repair. This document advises on which species were historically 

used in different regions and provides guidance on ways to identify and determine the properties 

of timber used in a particular building. Since Appraisal of Existing Structures is not directly 

addressing historic buildings, it suggests referencing Eurocode 5 to determine the fire properties 

of timber [32]. This again raises the question of how historic timber will perform in comparison to 

modern timber.  

 One novel aspect of the Appraisal of Existing Structures document is its guidance provided 

on post-fire repair, offering advice on how to classify the severity of the damage, and how to 

determine if the member has been harmed structurally. Appraisal of Existing Structures indicates 

that any uncharred timber can be assumed to have no significant loss in strength and that the 

charred portion has entirely lost its strength. After the assessment of strength, repair strategies 

suggested include using mechanical fasteners or steel plates. From this guidance regarding repair 

of the structures, there are some aspects that could benefit from additional information.  For 

instance, it is unclear whether the notion that the uncharred portion of timber is assumed to have 
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no significant loss of strength, has been confirmed. As well, it would be useful to have detailed 

examples of how timber may be repaired, especially when applying these techniques to structures 

with heritage value. The repair of fire-damaged timber is further discussed in Appendix B.  

5.3 Background on Historic Timber Structural Systems  

 
Timber structural systems are common in historic buildings. Heavy Timber Framing in 

Late-Nineteenth-Century Commercial and Industrial Buildings provides an overview of the 

primary differences between historic timber structural systems, including slow-burning and 

warehouse construction [73]. Slow-burning construction, as the name suggests, was designed to 

provide some inherent fire resistance to the structure. This type of system, also known as mill 

construction, was commonly used in the 19th century in buildings that necessitated some level of 

fire resistance, and often included mills and factories. Slow-burning construction typically uses a 

masonry wall with large timber beams and columns on the interior. Other features of slow-burning 

construction meant to improve fire safety include some degree of compartmentalization and fire 

extinguishing apparatuses.  Beyond the inherent fire resistance of the timber itself, slow-burning 

construction employed several other measures meant to improve the fire safety of the building. 

Vertical openings were closed with trap doors and stairways were enclosed with brick and featured 

metal fire doors. Fire suppression measures were also present. These features included water 

mains, hydrants, standpipes, manual sprinklers, and automatic sprinklers (once they were 

developed in the late 1870s).   

 Warehouse construction varied from slow-burning construction in a number of ways. 

Warehouse construction developed as a means of providing commercial buildings some degree of 

fire protection. The occupancies that were frequently used in warehouse construction had higher 

loads than the mills that utilized slow-burning construction. This caused differences in the 



96 

 

 

structure, such as differences in the spacing of the timber members. The mills of slow-burning 

construction allowed for closely spaced columns, which did not interfere with the function of the 

space, but this is less desirable for stores, offices, and warehouses. Warehouse construction lacked 

the other fire protection measures of slow-burning construction, such as the protection of vertical 

openings and fire suppression measures. Warehouse construction often utilized girders, with 

beams running transversely. The connections of these timber members included having the beams 

rest atop the girders, or the use of joist hangers to support the beams. Warehouse construction was 

often un-sprinklered, as the high number of beams and girders would have interfered.  

5.4 Historic Timber Fire Tests and Guidance 

Researchers have been working to better understand the performance of timber in fire for 

centuries. While some of the historic test methods may be called into question, these tests can still 

offer some insight into the performance of the historic materials of their time. This section will 

outline some of these historic fire tests and advice that has been provided in order to gain an 

understanding of fire protection features that may be seen in heritage buildings. 

1899 ï A Treatise on Architecture and Building Construction (Colliery Engineering Company) 

The Colliery Engineering Companyôs book, A Treatise on Architecture and Building 

Construction, was published in 1899 [74]. This book instructs on the implementation of slow-

burning construction, essentially advising to improve the features of braced framing and balloon 

framing that are susceptible to fire. A detail of a slow-burning construction building is seen in 

Figure 5.3.  It recommends oversizing members by one third to account for loss to char and to 

build the floors so tight that any water used for extinguishment will not damage the floor below. 

The text instructs on many of the construction techniques outlined by Wermiel (2004) [73].  
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Figure 5.3 Detail of a slow-burning construction building (from A Treatise on Architecture and Building 

Construction) [74]. 

 A Treatise on Architecture and Engineering goes into detail regarding the state of 

knowledge of timber at the time it was written. Configurations and techniques for sawing and 

seasoning are also suggested, so as to optimize the amount of material collected from the trees. 

General properties of different types of wood species are also outlined, and a number of carpentry 

techniques are also detailed. This information may be useful in understanding the types of wood 

and the construction methods used at the time, in order to better assess the current state of a historic 

building.  

1912- Fire Prevention and Fire Protection as Applied to Building Construction: A Handbook of 

Theory and Practice (J.K. Freitag) 

 

 The Fire Prevention and Fire Protection textbook outlines a number of topics relating to 

both the early theory of fire safety, as well as detailing results of specific fire tests and how these 

may be incorporated in design [68]. The textbook provides an overview of the severity of the fire 

problem in the United States, discussing factors such as fire losses and typical hazards. Permanent 

fire testing stations and committees are then discussed, highlighting some of their research 

contributions. A series of case study fires are also described, providing insight as to how the older 

structures performed in fire, as the construction of the building is detailed as well as the severity 
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of the damage.  Fire Prevention and Fire Protection goes on to advise about the materials used in 

ófire-resistingô construction. ñFireproof woodò is discussed, including the manufacturing process 

as well as results of previous tests, providing some general strength properties. The fire properties 

are described at a high level. Fire resisting design is addressed, both generally for planning a 

building as well as detailing specific assemblies. Fire Prevention and Fire Protection gives a useful 

overview of many of the theories of the time, as well as details into how historic buildings were 

constructed.  

1921 ï Fire Tests of Building Columns (Bureau of Standards) 

The test program, conducted by the Bureau of Standards in 1919 and published later as No. 

184, Fire Tests of Building Columns, was meant to understand the fire resistance of a series of 

columns of a variety of materials, including timber [52]. The columns were loaded for the duration 

of the tests. They were evaluated on their ability to sustain this load while exposed to fire. The 

columns were heated using a furnace. The timber columns featured in this test included four pine 

columns and two Douglas fir columns. The columns were meant to be select structural. One of the 

columns was encapsulated using gypsum board, and another was protected using a plaster mixture.  

 The time to failure of these columns was reported in the results and ranged from 35-50 

minutes for the exposed columns and up to 2 hours and 15 minutes for the encapsulated columns. 

The failure mode of these columns was due to deformation at the steel or cast-iron caps. One of 

these columns may be seen, before and after testing, in Figure 5.4. The study outlines a number of 

limitations on its findings, including that the moisture content of the timber species was not 

comparable (and as a result, a comparison could not be made between the tests of the two timber 

species). Typically, the columns with the cast iron caps withstood longer than those with the steel 

caps. From these tests, the Bureau of Standards has offered a Fire Resistance duration for each of 
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the materials. These values only require the columns to have a minimum cross-sectional area and 

have a minimum amount of protection. No additional guidance is offered for larger members or 

additional layers of encapsulation. 

 
Figure 5.4 Qualitative results of the fire testing of one of the specimen, an unprotected longleaf pine 

column with a cap and pintle bearing (from [75]).  

 This test series provides an understanding of fire resistances used in the time period. While 

the accuracy of the equipment used in this test program is not of the same caliber used today, for 

instance historically furnace control was done manually in this time period making it difficult to 

follow time-temperature curves, there are still some findings from this study that are relevant. 

Some insight is provided as to the failure mode of the columns, which could prove useful if similar 

columns are found in a heritage building. Moreover, information is also provided regarding the 

proficiency of historic encapsulation materials. This is also useful in understanding the benefit 

provided by these coverings. 

1928 ï Fire Tests of Brick Joisted Buildings (Bureau of Standards) 

The test series entitled Fire Test of Brick Joisted Buildings examined the performance of 

two adjoining multi-storey buildings, with brick exteriors and timber beams and columns [75]. 

This test occurred in Washington DC in 1928. Prior to the tests, the buildings were loaded with 

additional lumber to act as fuel, representative of a typical occupancy such as an office. 
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Thermocouples were placed around the buildings. Kerosene was placed inside the buildings to aid 

with ignition. The buildings were deemed to be entirely burned down between one and a half, and 

two hours. The results show that the rise in temperature was quicker than the standard temperature-

time heating curve test, and one of their primary conclusions was that the fire spread very rapidly. 

While some conditions of the test, including the quantity of fuel used, may have not been entirely 

representative of a real building fire, this example is interesting in that it was performed at full 

scale and may provide some insight as to the overall performance of similar historic buildings.  

1939 ï Fire Exposure of Loaded Timber Columns (Underwriters Laboratory) 

Following up on the 1921 Fire Tests of Building Columns, Underwriters Laboratory 

released a paper entitled Fire Exposure of Loaded Timber Columns [76]. It discusses the previous 

tests from 1921 and then expands to include a new test series. The tests conducted for this paper 

involved investigating ways to avoid failure at the cap that was previously observed. This was 

done by adding insulating materials between the cap and the wood and using reinforced concrete 

caps. This was meant to provide a better understanding of the fire resistance of the timber.  

 The insulating material used between the steel or cast iron caps and the timber columns 

were asbestos boards and papers, and floor tiles. The assembly was heated in a furnace while the 

load was applied. The results of these tests showed that crushing occurred near the steel cap and 

buckling of the columns. The results of these tests showed failures between 78-112 minutes. The 

columns failed towards the centre of the members, away from the caps. The conclusions outlined 

in Fire Exposure of Loaded Timber Columns include that the concrete caps were successful at 

prolonging failure, while the insulating materials were not. The Fire Exposure of Loaded Timber 

Columns test series is likely more representative of the fire performance of the timber itself than 

the tests performed by the Bureau of Standards in 1921. This data may be useful in understanding 
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the fire performance of the assemblies featured in these tests. It may also help to assess the inherent 

fire resistance of these historic timber types.  

5.5 Differences between Contemporary and Historic Timber  

 
Historic timber differs from contemporary timber for several reasons. Timber is a polymer, 

and it cannot be assumed that all polymers within a group (including wood) will act identically in 

fire [77]. Historic timber was produced from trees that were grown hundreds of years ago. Ancient 

timber growing practices may be different than contemporary growing practices, which may affect 

properties inherent to the timber such as density and growth ring width [78, 79]. An example of 

this is seen in Figure 5.5. For the particular samples shown in Figure 5.5, the contemporary timber 

shows more uniformity in its growth rings, whereas the historic sample has more variation. 

Furthermore, contemporary timber often frequently uses adhesives and other additives which may 

also impact the fire performance of the timber. Adhesive lines in the contemporary Glulam are 

seen as vertical lines holding together the wood laminates in Figure 5.5a.  

a.  

b.  
Figure 5.5 Cross sections of showing the growth ring width of, a. contemporary Glulam and b. historic 

timber, from a building constructed in the 1840s (authorôs photos). 

 While there is a need to better understand the fire performance of historic timber, there are 

many challenges around obtaining relevant samples that are useful for testing. First, historic timber 
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must be located, and second, it must be in acceptable condition. As the historic timber is likely to 

be significant from a heritage standpoint, it is not easy to remove this timber from a heritage 

building for destructive testing. Therefore, finding timber samples for testing necessitates 

procuring timber samples that have already been removed from a historic building, or will need to 

be removed for another reason. When historic timber samples are located, their condition must be 

assessed. If the timber has been left outside, it may have moisture damage or may be affected by 

pests.  In this case, the timber would not be representative of the timber that would be found in a 

heritage building and is not useful for the purpose of fire testing. Additionally, should the timber 

be removed from the building and quickly placed in a new environment, quick acclimatization to 

a new moisture content can adversely affect the member. The procurement of historic timber in 

acceptable condition is a significant challenge for the fire testing of these materials. These 

challenges in procuring materials make the study of historic timber in fire very difficult to study. 

As mentioned in Chapter 3, radiant heaters are one method that can be used for fire testing. 

Fire testing apparatuses such as the Cone Calorimeter and the Lateral Ignition and Flame Spread 

Test (LIFT) both use radiant heaters. In both cases (for the Cone Calorimeter and the LIFT), 50 

kW/m2 is on the upper end (safe operation) of heat fluxes that can feasibly be achieved for long 

testing durations (exceeding 50 kW/m2 can damage equipment and necessitate replacement of the 

heating element, which is not sustainable for these tests), though this heat flux of 50 kW/m2 is not 

as severe as a heat flux that may be expected from a real fire (>100 kW/m2).  Advantages of these 

apparatuses, however, are that they are useful for developing an easily controlled, consistent heat 

exposure, and are therefore useful for reproducible and comparative tests for research purposes. 

Furthermore, the heat flux emitted from the radiant heater remains constant regardless of the heat 

created by the timber itself. In furnace testing (such as the standard temperature-time curve), the 
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temperature follows a specified time temperature curve regardless of the heat emitted by the 

material being tested. Recent studies have shown that for materials which create their own heat or 

energy, the amount of fuel provided to the furnace may be lowered in order to compensate [10, 

24], as the combustion of the materials inside the furnace provides an additional source of heat [9].  

The following sections of this chapter will begin to look at the fire performance of historic timber 

from several sources, through examining properties such as char depth and flame spread.  

Assessing the fire metrics of historic timber will help to better understand how it performs in fire 

relative to contemporary timber, to evaluate if it is conservative to use contemporary procedures 

in the evaluation of historic timber, and if significantly more fire risk is presented by the historic 

timber versus the contemporary timber. This analysis will be useful in the assessment of heritage 

timber buildings, by understanding if the fire performance of the building is acceptable in its 

current state (mitigating unnecessary interventions), or if the building requires further fire safety 

strategies. In either case, avoiding unnecessary interventions and ensuring that the building is 

protected from fire are both steps towards successful conservation.  

5.6 Methodology ï Contemporary Tests of Historic Timber 

 
5.6.1 Obtaining and Preparing Samples 

 
Four different types of timber were procured for testing; two historic timbers and two 

contemporary Glulam. The first type of Glulam tested used a polyurethane-based adhesive, and 

this timber will be denoted as óGlulam ï PURô herein. The second type of Glulam used a phenol-

resorcinol-formaldehyde based adhesive and will be denoted as óGlulam ï PRFô. The historic 

timber was obtained from two different sources, both located in Ontario, Canada. The first location 

is the industrial ómillô type building constructed in 1898 described in the introduction, with a layout 

similar to Figure 5.2.  
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The structure used large timber beams and columns connected by a cast iron cap, which is 

seen in Figure 5.6. Several timber members were (carefully) removed from the structure by the 

building owner to accommodate an adaptive reuse project, and the timber samples used in this 

research were sourced from one of these columns (originally located in the basement). The 

dimensions of the column were 240 x 290 mm. All timber described as óColumnô indicates that it 

is timber from one of the columns within the industrial mill building. The materials were wrapped 

in plastic to allow slow acclimatization to new laboratory conditions. 

 
Figure 5.6 The timber column in the basement of the structure before removal. 

The second source of historic timber was from a commercial building, constructed in 1839. 

The interior of the structure was demolished to accommodate a new construction project, though 

the façade of the building was preserved and will be integrated into the new construction. The 

original structure was listed on the municipal heritage registry. Figure 5.7 shows a photograph of 

the building dating to 1856. Wooden joists were obtained from this structure for fire testing. The 

original dimensions of the joists were 350 x 70 mm. As per the procedure used for the previous 

building, these materials were carefully wrapped and acclimatized to new laboratory conditions. 
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Figure 5.7 (left) An 1856 photograph of the commercial street from the building where the joist (right) 

was obtained (5th building from the bottom of the photo) [80]. 

 Once the historic timber was located, there were continued challenges in preparing the 

timber for testing. All of the timber was thoroughly inspected for pests, rot, and moisture damage, 

and none was detected. The moisture content of the timber was then kept relatively constant in 

order to avoid deformations or cracking. The moisture content of the timber was then slowly 

acclimatized to the lab where they were stored, eventually reaching a moisture content ranging 

from 7-8% which is within the acceptable moisture content for in service timber. The moisture 

content was determined following ASTM D4442 oven-dry procedure using an oven at 103 ↔C [81]. 

The timber did have some cracks, which made it challenging to obtain samples of the correct size 

from the timber. The dimensions of the original members also somewhat limited the shapes and 

configurations of samples which could be obtained. As a result, the side exposed to the radiant 

heater was freshly cut for all specimen (as opposed to having been allowed to oxidize over time). 

This side was chosen, as it allowed the required number of samples to be extracted from the 

Column and the Joist, in the dimensions required for the Cone Calorimeter. 

All of the types of timber are seen in Figure 5.8. The Glulam and the Joist timbers are Spruce, 

and the Column timber is Pine. The wood species affects the fire performance of timber (for 

example, Pine is typically considered to char at a faster rate than Spruce) [82], and this should be 

considered when interpreting the results herein, however variations in species may be 
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representative of what has been used historically for construction versus what is used today (at 

least in the jurisdiction where the timber was procured).   

The density of the timber was measured as 504 kg/m3 for Glulam, 394.8 kg/m3 for the Joist, 

and 417.6 kg/m3 for the Column. As the Glulam and Joist are of the same species, the difference 

in densities may suggest differences in contemporary and historic growing practices, reinforcing 

the need to understand potential difference between the fire performance of historic and 

contemporary timber. The Glulam (both PUR and PRF adhesives), as well as the column and joist 

were tested with heat exposure perpendicular to the grain. The historic column was also tested 

with heat exposure parallel to the grain in the Cone Calorimeter phase of testing (Figure 5.8d). The 

parallel grain orientation of the test was not possible in the historic joist, as due to the thin nature 

of the member, the required dimensions could not be obtained in that grain orientation.  

a.  b.  

c.  d.  
Figure 5.8 Each of the timber samples and the surface exposed to heat, a. Glulam, b. Joist, c. Column ï 

Perpendicular, and d. Column ï Parallel. 

 Timber samples were cut to the size required by the testing apparatus. Two test apparatuses 

were used, the first a Cone Calorimeter and the second a Lateral Ignition and Flame Spread Test 
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(LIFT) apparatus. The samples tested in the Cone Calorimeter were 100 x 100 x 45 mm, while the 

samples tested in the LIFT were 800 x 155 mm x 35 mm.  

5.6.2 Cone Calorimeter Tests 

 
The Cone Calorimeter tests followed a modified ASTM E1354 procedure [17]. The Cone 

Calorimeter is an apparatus that uses radiant heating coils wound into a cone [83], and the 

irradiance of the apparatus can be controlled. Specimens can then be placed under the heater and 

exposed to the desired heat flux. The Cone Calorimeter test setup is seen in Figure 2.5 (Chapter 

2). Modifications to the ASTM E1354 procedure were made in that each sample was removed 

from the Cone Calorimeter after a specific length of time and extinguished with water (which 

evaporated upon application to the timber). The use of water to extinguish a fire is representative 

of what would occur in a real fire scenario. Another modification to the procedure was that the 

spark igniter of the Cone Calorimeter was not used. The ASTM E1354 standard indicates that the 

exact irradiance levels or use of external ignition is not prescribed, and that these should be 

determined separately for each product [17]. The spark igniter was therefore not used in order to 

be most representative of a realistic fire, as if ignition were to occur, the timber would self-ignite. 

For the Cone Calorimeter tests, samples were tested at two different heat fluxes, 30 kW/m2 

and 50 kW/m2. These were selected as 50 kW/m2 is towards the upper limit of heat fluxes that the 

Cone Calorimeter can sustain for long durations of time. 30 kW/m2 was chosen as a less severe 

point of comparison. Heating durations of 3, 6, 10, and 15 minutes were considered, with two 

samples of each timber type being tested at each heating duration at each heat flux. Two additional 

samples of Glulam ï PUR and Joist were also tested for 30 minutes at 50 kW/m2. Time to ignition 

was recorded during testing. After the samples had cooled, each one was cut in half and char depth 
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was measured (+/- 1 mm) along the centreline.  Char depth was assessed visually, with the authorôs 

interpretation of the char layer seen in Figure 2.7 (Chapter 2).  

5.6.3 Lateral Ignition and Flame Spread Tests 

 
 Tests were also conducted using a LIFT apparatus, following a modified ASTM E1321 

procedure (Figure 2.4 ï Chapter 2) [16]. The LIFT apparatus is useful for exploratory testing, 

which can then be used to direct larger scale tests [60]. This is adequate for the purposes of the 

research herein, which is to begin to compare the fire performance of different types of timber. 

Like the Cone Calorimeter, the LIFT also uses a radiant heater, though in this case the samples 

were tested vertically facing the heater and the spark igniter was used. The heat flux of the LIFT 

apparatus ranges from 50 kW/m2 at one end of the radiant panel and decreases to approximately 2 

kW/m2 at the other end. The LIFT apparatus can be used for tracking flame spread across the 

sample. A series of pegs are located along the bottom of the sample holder, and the time at which 

the flame reaches each peg can manually be tracked. Samples were left in the LIFT for 18 minutes, 

chosen somewhat arbitrarily as a time which was deemed appropriate for allowing the flame to 

spread across the samples. Only a subset of timber types were tested in the LIFT, with Glulam ï 

PUR used to represent a contemporary timber, and timber from the Column representing a historic 

timber. Both timbers were tested with heat exposure perpendicular to the grain. After the samples 

were removed from the LIFT and had cooled, the char depth and the char front were measured. 

The char front was measured at the centreline of the beam.  

5.7 Results and Discussion ï Contemporary Tests of Historic Timber 

 
5.7.1 Cone Calorimeter Tests 

 
 Time to ignition was one of several properties recorded in the Cone Calorimeter tests. 

These times are presented in Table 5.1. All of the samples ignited at 50 kW/m2. At the lower heat 
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flux of 30 kW/m2, none of the samples ignited, with the exception of Column ï Parallel. Six out 

of the eight Column ï Parallel samples ignited at 30 kW/m2, with an average ignition time of 134.8 

seconds (standard deviation of 16.1 seconds). The Column - Parallel samples had the longest time 

to ignition at 50 kW/m2. Both of the Glulam types had very similar average times to ignition, at 

around 31-32 seconds after heat exposure began. The historic timber which was exposed to timber 

perpendicular to the grain had the quickest times to ignition, at approximately 17 seconds for the 

Column and 19 seconds for the Joist.  

Table 5.1 Average times to ignition of the Cone Calorimeter tests at 50 kW/m2. 

Timber Type 

Average Time 

to Ignition (s) 

Standard 

Deviation (s) 

Glulam PRF 31.2 5.1 

Glulam PUR 32.2 3.6 

Column - Perpendicular 16.9 4.1 

Column - Parallel 39.8 4.2 

Joist - Perpendicular 19.2 2.5 

 

The Column ï Parallel sample had the longest time to ignition at 50 kW/m2, however it 

was also the only type of timber to ignite at 30 kW/m2 (with six out of eight samples igniting). 

Column ï Parallel was the only timber type that was tested with the heat exposure parallel to the 

grain, which may be the cause of the differences in time to ignition.  Grain direction is known to 

impact the fire performance of timber [26]. The notion that timber heated parallel to the grain 

would take longer to ignite at high heat fluxes aligns with previous studies [84]. The results of the 

timber tested perpendicular to the grain suggest that in this case, the contemporary Glulam 

performed somewhat superior to the historic timber.  

The times to ignition observed in these tests are generally slower than as reported in 

previous literature, however, previous literature has largely used spark igniters in Cone 

Calorimeter testing [85, 86]. Harada (2001) generally reported times to ignition of 8-18 seconds 
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for softwoods at 50 kW/m2, and more recently Xu et al. (2015) observed times to ignition of 16-

29 seconds [87]. Slight variations are expected due to differences in species, however as the 

historic timber tested with heat exposure perpendicular to the grain ignited at times similar to these 

previously reported values, even without the presence of a spark igniter, the notion that the historic 

timber may not be performing as well as the contemporary timber is reinforced.  

The charring of the timber samples was also recorded. Figure 5.9 presents the char depth 

results for the 3, 6, 10 and 15 minute tests for all timber types (in Figure 5.9, each data point 

represents the average of two samples). At 30 kW/m2, the char depth of all of the timbers are 

relatively close. At 50 kW/m2, there is a bit more deviation. At the longer heat durations, and 

especially at 15 minutes (which is the most severe heat exposure considered), the historic timbers 

have charred more than the contemporary timber. On average for 15 minutes at 50 kW/m2 the 

historic timber had 1.75 mm (13%) more char than the Glulam.  

The charring rate of the timber was calculated from the char depths and the heat duration. 

The charring rate was taken as the total char depth in millimetres, divided by the total heat duration 

in minutes. The charring rates for the 3, 6, 10, and 15 minute tests are seen in Figure 5.10. Similar 

to the char depths observed, the charring rates at 30 kW/m2 do not seem to indicate that any type 

of timber is charring particularly quickly or slowly. At 50 kW/m2, it can be seen that the charring 

rates begin charring quicker and then level off. While all the timbers seem to be charring at similar 

rates, it is notable that at the most severe heat exposure of 50 kW/m2 for 15 minutes, all of the 

historic timbers report a faster charring rate than the contemporary timber, however the charring 

rates at this heat exposure only range from 0.83 mm/min (Glulam ï PRF) to 1.07 mm/min (Column 

ï Perpendicular). These charring rates are slightly above the charring rates previously reported in 
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experimental studies which consider the standard temperature-time heating curve, for example 

which range from 0.58-0.71 mm/min in wood-wood-wood connections [88].  

a.  

b.  
Figure 5.9 Average char depths for each type of timber at a. 30 kW/m2 and b. 50 kW/m2.  

The results of the char depths and charring rates showed some discrepancy between the 

historic and contemporary timber. At 30 kW/m2, all of the timber types charred similarly. At 50 

kW/m2, the historic timber had slightly more char depth, especially noticeable at the heat duration 

of 15 minutes. This may imply that at more severe heat durations the char depth of the historic 

timber will be slightly greater than the contemporary timber. One of the reasons that may help to 

explain the difference in char depths and charring rates is the density of the timber. The Glulam 
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was denser than the historic timber, and increasing density has been shown to be tied to a decrease 

in charring [89, 90]. Many of the other variables known to impact fire performance were constant 

between each of the types of timber (for example, moisture content, species and sample size). 

 

a.  

b.  
Figure 5.10 The charring rates for the 3, 6, 10 and 15 minute test durations at a. 30 kW/m2 and b. 50 

kW/m2. 

Apart from the density, additives to the Glulam may also play a part in the differences in 

performance of the timbers. The contemporary Glulam contains adhesives which may have an 

effect. Furthermore, it is unknown what the historic timber has come in contact with throughout 

its life cycle, but it is quite possible the historic timbers were exposed to grease or paints at some 
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point. All of these different additives may contribute to the slower charring of the Glulam, relative 

to the historic timber.  

a.  

b.  
Figure 5.11 Results for Glulam ï PUR and Joist inclusive of the 30 minute tests, a. char depth and b. 

charring rate. 

Two timber types (Glulam ï PUR and Joist) were also tested for 30 minutes at 50 kW/m2. 

The charring depths and charring rates for these timber types for every test duration are seen in 

Figure 5.11. Some of the trends previously described are exemplified by the 30 minute test. For 
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example, the char depth of the historic Joist is significantly more than the contemporary Glulam, 

with 5 mm (24%) more char at 30 minutes. The charring rate of the Joist is also clearly higher than 

the charring rate of the Glulam at 30 minutes.  

 As seen in Figures 5.10 and 5.11, the charring rates of the timber at 50 kW/m2 are beginning 

to plateau. Considering only Glulam PUR and the historic joist, the charring rate appears to be 

plateauing around 0.68 mm/min for the Glulam, and 0.85 mm/min for the joist. The joist was 

therefore charring at a rate 20% faster than the Glulam. 

From Figures 5.9, 5.10, and 5.11, there seems to be relatively similar performance of all 

timber types at 30 kW/m2, and at 50 kW/m2 up until 15 minutes, at which point the heritage timber 

begins to char faster. The cause for the initially similar performance that then begins to deviate 

could potentially be attributed to differenced in growth ring width and cellular structure of the 

timber. As previously mentioned in this chapter, the Glulam timber tested had very thin growth 

rings, whereas the historic timber had wider growth rings which could possibly be due to 

differences between historic and contemporary growing practices. When the timber is heated, the 

timber converts to char and begins to crack as the timber dehydrates. To the authorôs awareness, 

there is little information regarding the effect of timberôs properties such as density and cellular 

structure on the formation and size of cracks developed during a fire, however, one possible factor 

contributing to the difference in performance between the historic and contemporary timber is that 

the very thin growth rings seen in the Glulam could be less susceptible to the formation of large 

cracks. Cracks allow for the ready escape of volatiles [26], which affects the charring performance 

of timber. At lower heat fluxes and durations, there may not have been an opportunity for sufficient 

cracks to form causing this effect, though this could potentially be seen at higher heat fluxes and 
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durations. The relationship between cellular structure, cracking, and charring rates could be 

explored through future research.   

5.7.2 Lateral Ignition and Flame Spread Tests 

 
 The flame spread results of the LIFT tests are seen in Figure 5.12. Recall that in these tests, 

only Glulam PUR and Column ï Perpendicular (heat exposure perpendicular to the grain) were 

tested. Data ends where the flames auto-extinguished or the flame stopped spreading. The flame 

spread on the historic Column was faster and spread further than the flaming on the contemporary 

Glulam. The flames on the historic Column stopped spreading at 141 and 325 seconds (for Test 1 

and Test 2, respectively), whereas the flames on the Glulam took longer to stop spreading, at 186 

seconds and 388 seconds (for Tests 1 and 2).  

 
Figure 5.12 Flame spread along Glulam ï PUR and the historic Column. 

After testing was complete, the char depth and length of the char front were measured. 

These results are seen in Table 5.2. The timber from the historic column exhibited slightly less 

char depth than the Glulam, though it had a farther char front. 
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Table 5.2 Maximum char depth and length of char front of each test. 

Timber Type Maximum Char 

Depth (mm) 

Char Front 

(mm) 

Glulam PUR: Test 1 12 530 

Glulam PUR: Test 2 14 500 

Column Perpendicular: Test 1 9 640 

Column Perpendicular: Test 2 10 560 

 

 The results of the LIFT tests show that some aspects of the historic timber performed better 

than the contemporary Glulam. The historic column had less char depth than the contemporary 

Glulam, and the flames stopped spreading sooner on the historic column.  The Glulam performed 

better in the sense that it had a less extensive char front, as well as a slower rate of flame spread.  

5.8 Limitations and Research Needs 

 

 The tests described above were successful in beginning to compare historic and 

contemporary timber on a small scale. However, there are some aspects which could be addressed 

by future research which would broaden the applicability of the results and further progress the 

current state of knowledge of the fire performance of historic timber.  

The scale of testing is relatively small, at only 100 x 100 mm for the Cone Calorimeter 

tests and 800 x 155 mm for the LIFT tests. Size is one factor that has been shown to have an effect 

charring rate [91]. Future research is needed on full-scale members. The results described above 

offer a preliminary indication of the anticipated fire performance of historic timber, but full-scale 

testing is needed for the results to be extended to full scale structures.   

 The number of timber types that were tested was limited, mostly due to the challenges in 

procuring historic timber samples acceptable for testing (as previously discussed). Historic timber 

from different sources and in different conditions will almost certainly have unique considerations 

that will alter its fire performance. The timbers tested in this study were North American 

softwoods, and it would be useful to study other timber species such as hardwoods. Additionally, 
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other regions such as Europe have cultural heritage buildings that are significantly older than the 

North American cultural heritage buildings tested in this study. Future testing of these older 

timbers, and different timber species would be beneficial in identifying what trends are occurring, 

and if the effects previously discussed are exemplified in the older timber due to its age. It is 

therefore necessary to test historic timber from a wide variety of sources so that the results become 

more broadly applicable.  

Developments in evaluating the fire performance of historic timber through modelling 

would also be useful in the conservation of cultural heritage buildings. If models are created which 

can predict the fire performance of historic timber, there is a lessened need to remove historic 

timber from heritage buildings for fire testing. Models would also help practitioners in the 

evaluation of the fire performance of the structure, allowing them to understand what 

modifications to the fire safety system may be required.   

Comparisons between different manufacturers of engineered timbers should also be made, 

as well as comparison to other engineered timber products such as laminated veneer lumber (LVL), 

cross laminated timber (CLT) etc., as well as solid dimensional lumber. Regional comparisons 

should also be made outside of Canada. 

 The heat exposure of a heat flux of up to 50 kW/m2 through use of a radiant heater is 

sometimes considered to be a limitation, since 50 kW/m2 is not generally considered to be 

representative of a realistic fire that would occur within a building. However, all of the samples 

that were tested at a heat flux of 50 kW/m2 ignited, therefore the heat exposure may be more 

representative of a realistic fire since there was a fire on the surface of each of the samples. 

Furthermore, at 30 minutes of 50 kW/m2, the charring rates of the Glulam and historic joist were 

observed to be 0.68 and 0.85 mm/min, respectively. The charring rate derived from the standard 
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temperature-time heating curve for these timbers is 0.65 mm/min, and experimental standard 

temperature-time heating curve tests have reported similar values [29, 32, 88]. The charring rate 

appears to be greater or equal to the charring rate corresponding to the standard temperature-time 

heating curve, however, this is not to say that the heat exposure of this test was equivalent or more 

severe than the standard temperature-time heating curve. There are several differences such as the 

incident heat flux, ventilation and oxygen supply, and duration of exposure- and therefore the two 

experiments cannot be directly compared. In addition, a constant heat flux is used here while the 

standard temperature-time heating curve follows a transient prescribed temperature time curve. 

Instead, the results simply suggest that the heat exposure the samples are experiencing is indeed 

greater than a heat flux of 50 kW/m2 (due to the flaming on their surface) and is therefore an 

acceptable representation of a real fire. In this sense, the use of a radiant heater for a heat flux of 

up to 50 kW/m2 allows for a repeatable measure of comparative performance between different 

timbers. 

 Another consideration when evaluating the severity of the heat exposure is the notion that 

the timber also generates heat once it begins burning. The heat fluxes used of 30 kW/m2 and 50 

kW/m2 in the Cone Calorimeter represent the heat fluxes generated by the apparatus, but do not 

necessarily represent the total heat exposure once the heat generated by the timber itself is 

considered. The heat release rate (HRR) for the 30 minutes Cone Calorimeter tests are seen in 

Figure 5.13. A higher heat flux will alter the performance of the timber, for example by 

accelerating chemical reactions which cause ignition at a faster rate [27, 92].  
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Figure 5.13 Heat release rate of the 30-minute Cone Calorimeter tests. 

 As seen in Figure 5.13, the heritage timber and contemporary timber have different heat 

release rates. In these tests which use radiant heaters, the heat flux emitted by the heater is not 

dependant on the heat created by the timber itself, as opposed to furnace testing where the quantity 

of fuel will be adjusted in order to follow a specified time temperature curve. For the tests 

examined in this test series, all timber was subject to a heat flux of either 30 kW/m2 or 50 kW/m2, 

though as discussed above the actual severity the samples were exposed to may vary based on 

composition of the timber and due to ignition of the material. From Figure 5.13, the contemporary 

Glulam does not have as high of HRR as the historic timber from the joist for the majority of the 

test duration, even though the heat flux subjected by the radiant heaters was the same.3 In this 

sense, the heat conditions created on the surface of the timber are dependant on the performance 

of the timber, and the external heat flux (from the radiant heater) is not reduced for a higher HRR. 

These tests therefore give a representative comparison of the relative charring of one type of timber 

to another, and in this aspect the test procedure used in this study is beneficial for comparative 

 
3 The thesis author considered expanding this figure to include all timber types considered, however the datasets 

were unavailable (see [102]) 
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testing of combustible materials. Finally, it should be noted that the tests discussed in this study 

were fully ventilated and were not controlled by the amount of oxygen available. In a real building 

fire, the dynamics of the fire would be largely affected by the ventilation conditions, as the 

ventilation conditions govern the availability of oxygen and therefore the consumption of the fuel 

[10]. The fully ventilated condition of the tests discussed within this chapter are useful in terms of 

examining the relative performance and in creating a repeatable test, though future testing could 

look at a wider range of ventilation conditions.  

5.9 Conclusions 

 The purpose of this chapter was to identify available guidance regarding the fire 

performance of heritage timber, including information about historic structural systems and 

historic fire tests, as well as to compare the fire performances of historic timber and contemporary 

timber. Industry trends have shown increasingly larger and taller contemporary buildings being 

constructed, while at the same time, historic timber is often removed from heritage buildings. By 

compiling available guidance and information about heritage timber, practitioners will be able to 

make an informed decision regarding whether the heritage timber needs to be removed. Several 

research areas requiring more study were also identified. One of these areas is guidance on the 

repair of fire damaged timber, which is further addressed in Appendix B. The results of the 

experimental investigation compared the times to ignition, char depth, flame spread, and char front 

of several types of historic and contemporary timber through the use of the Cone Calorimeter and 

LIFT apparatuses. In comparing these properties, it cannot conclusively be said that the 

performance of the historic timber is identical to the performance of the contemporary timber, 

especially in the time to ignition and char depths of the Cone Calorimeter tests, and the flame 

spread and length of the char front in the LIFT tests.  
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 Considering the char depths recorded in the Cone Calorimeter tests, at 50 kW/m2 for 15 

minutes, where there was a difference of only 3.5 mm between the timber type that charred the 

most and the one that charred the least. Furthermore, the charring rates of the historic joist and 

contemporary Glulam at 50 kW/m2 for 30 minutes are 0.85 mm/min and 0.68 mm/min 

(respectively), which are within 20% of one another. As per the LIFT tests, the results showed that 

the historic timber outperformed the contemporary Glulam in some respects, such as the final char 

depth and the time at which the flames stopped spreading. While the current study has shown that 

historic timber does not perform as well as contemporary timber in fire in terms of its material 

performance (char rates and time to ignition), it is still not performing substantially worse. Current 

resources available to practitioners may provide some indication of the fire performance of historic 

timber structures, though practitioners are cautioned that these results have indicated that it may 

not be conservative to apply all contemporary procedures and values to historic timber. The 

historic timber present within each heritage structure may need to be individually assessed in some 

capacity. Additional research into the fire performance of historic timber will better help to 

understand its properties with the ultimate goal of being able to quantify its performance and allow 

exposed timber in heritage structures. An increased understanding of the fire performance of 

historic timber, coupled with other fire protection strategies which can be respectfully integrated 

within a heritage structure, will help to ensure the successful conservation of cultural heritage 

timber buildings.  

 The following thesis chapters will move from examining historic timber relative to 

contemporary, to examining contemporary timber in depth. Many of the underlying factors 

affecting the fire performance of the historic timber will also play a role in the performance of the 

contemporary timber, but the performance of the contemporary timber will further be complicated 
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by the presence of adhesives. Chapters 6 and 7 will address the complex performance of 

contemporary engineered timbers.  
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Chapter 6 : Performance of Adhesives in Glulam after Short Term Fire Exposure 

6.1 Introduction  

 The previous chapters of this thesis discussed the fire performance of timber encapsulations 

and historic timbers. Next, the focus of Chapters 6 and 7 of this thesis will shift towards examining 

the thermomechanical performance of contemporary (engineered) timbers. This chapter will build 

upon the findings of the previous chapters; where the historic timber dealt with the fire 

performance of timber alone, contemporary timber is further complicated by the presence of 

engineered adhesives.  

Engineered timber products, such as Glulam and Cross Laminated Timber (CLT) are being 

used increasingly in larger and more complex structures (cross sections of engineered timber types 

are seen in Chapter 2, Figure 2.3). As previously discussed in Chapter 4, one notable demonstration 

project is the Brock Commons Building in Vancouver, Canada. It is a demonstration-style 

engineered timber structure as it exceeded height limitations at the time of construction using an 

exemption in the British Columbia (regional) building code. In this building nearly all Glulam and 

CLT elements were encapsulated with multiple layers of fire rated gypsum board, from which the 

timber elements achieve their required fire resistance [93]. Standing at 18 storeys (53 m) high, the 

Brock Commons building was the tallest timber building at the time construction was completed 

in 2017. A few years later however, the Norwegian Mjøstårnet building was completed in 2019, 

standing at 85 m tall. This structure was constructed of CLT and Glulam, much like the Brock 

Commons building, however in this case the fire protection strategy considered the performance 

of the timber itself (in conjunction with other strategies such as fire retardant paints, gypsum board 

encapsulation in stairwells, sprinklers, etc.) [94]. From these two case studies, a couple of 

observations are made. First, there has been an increasing desire to build taller structures, as 
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buildings even taller than the Mjøstårnet are now planned. Second, there is also a desire to avoid 

using gypsum board or encapsulating the timber to achieve the required fire performance, as the 

addition of gypsum board can drive up the construction cost and time, as well as cover up the 

appearance of the timber members, which is one of the drivers to use timber in the first place.  

Canadian practitioner interest in engineered timber has been encouraged by new guidance 

regarding timber structures by the 2020 National Building Code of Canada [95] (which at the time 

of writing are subject to final approval by the Canadian Commission of Building and Fire Codes). 

These changes enable 12-storey tall timber construction of up to 42 m in height (given that certain 

requirements are met, such minimum levels of encapsulation). The expansion of CSA O86 and 

Eurocode 5 timber guidance for engineered timber construction has followed [29, 32]. As 

demonstration projects, some practitioners have begun to build these high-rise timber structures in 

Canada. However, with the new code changes, there remains peaked interest from various 

Canadian practitioners in methods and sufficient background knowledge to design these buildings 

with confidence.   

One approach that has been suggested towards enabling tall timber structures is to design 

the structures such that each compartment can survive auto-extinction of the fuel load [96]. This 

method relies on the notion that all of the exposed timber will be converted to char and will 

eventually auto-extinguish. This method also relies heavily on compartmentation. While in 

principle charred areas of timber may no longer be contributing to a fire, there are several other 

aspects to consider as have been raised by previous fire tests. These findings (described below) all 

impact the key notion that the timber compartment will extinguish and retain sufficient structural 

capacity.  
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First, previous compartment tests have observed gypsum board fall off. Gypsum board is 

often applied to timber surfaces to improve fire performance or achieve a desired fire resistance 

rating, however previous studies suggest that the gypsum board does not stay fastened during a 

fire. Many of these previous tests were described in Chapter 4 regarding the fire performance of 

Type X gypsum board. In summary, gypsum board fall off has been identified by several 

researchers, including NIST/NRCC researchers [4], and Edinburgh/ARUP researchers [5]. The 

compartment fire test series performed by NIST and NRCC considered six large compartments 

were constructed and lined with CLT. Each test had varying configurations of exposed versus 

encapsulated timber, as well as varying ventilation. The researchers noted gypsum board fall off 

in their tests, ranging from only the face layer, to all three layers of gypsum falling off [4]. 

Edinburgh/ARUP researchers conducted compartment fires in which they also noted gypsum 

board fall off, which exposed fresh timber surfaces to fire (in some tests, upwards of 100 kg of 

gypsum board was observed to have fallen off) [5]. The detachment of gypsum board from timber 

during heat exposures was examined in Chapter 4, where the deterioration mechanism was 

examined, and found that fire may be able to reach the timber elements through the opening of the 

gypsum board seams (especially if redundant layers of gypsum board are not used). These findings 

of the previous studies regarding gypsum board fall-off are significant in that if gypsum board is 

detaching, it is possible that fresh timber will be exposed to the fire, therefore providing more fuel 

and delaying extinction.  

Next, delamination has also been shown to alter the fire dynamics of a timber compartment. 

Researchers at Carleton University performed three compartment fire tests in which they observed 

delamination indicative of interlayer adhesive failure, allowing fresh timber to be exposed to the 

fire (similar to the consequence of gypsum board fall off) [97]. They deduced that the delamination 



126 

 

 

was the cause of a second flashover in two of their tests; where their third test- which had the least 

amount of exposed timber- was the only one of their tests did not have any delamination and was 

the only to auto-extinguish [97]. Similarly, the researchers of the aforementioned NIST/NRCC led 

tests, noted that in one of their tests delamination of the CLT laminated was also the cause of a 

second flashover [4]. United States Forest Products Laboratory (FPL) also performed full scale 

compartment tests. Those researchers attempted to represent a two-storey apartment, with the 

location and amount of exposed timber varying between each of their five experiments. 

Delamination was also reported in these tests by FPL, however FPL attributed the lack of a second 

flashover in this case to the fact that the delamination had occurred after the compartment had 

cooled [98]. While delamination was not reported to the same extent as the NIST/NRCC and 

Carleton University tests, FPL still reported localized delamination of CLT layers causing 

increased flaming [99]. It can be seen from these tests that heating adhesives can cause 

delamination, the effects of which can be as extensive as a second flashover. Newer adhesives are 

being identified which may be non-delaminating [100], which may be a potential method to avoid 

adhesive delamination, though traditionally used adhesives are still readily available, as they are 

easy to work with and therefore many manufacturers are still using these traditional adhesives 

(commonly polyurethane) [98]. This situation raises concern regarding the extent of the adhesive 

degradation occurring when these timber members are being heated. Even if a member has not 

delaminated yet, heat degradation may still have occurred within the adhesive causing a reduction 

in strength to the timber member.  

From these previous studies, it is apparent that relying on the notion that a timber 

compartment may auto-extinguish has several challenges that need to be addressed. Moreover, 

while delamination in CLT has been clearly identified, what has been less identified is adhesive 
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strength loss due to heating beyond the char front prior to delamination.  Engineered timber 

products are often primary structural members, and therefore adhesive strength loss is of high 

interest. Should a compartment in a high-rise timber building experience a fire, the structural 

members within the compartment need to retain sufficient strength to support the structure above 

(regardless of whether or not auto-extinction is achieved). In this sense, adhesive strength loss 

becomes extremely relevant in ensuring that this is the case. In order to enable the increasingly 

taller timber structures that are being constructed and proposed, there needs to be a comprehensive 

understanding of the strength loss of the adhesives due to heating.  

Glulam is a type of engineered timber similar to CLT in that it comprises of many layers 

of timber held together by adhesives (often similar adhesives are used in both products), however 

as Glulam often has smaller laminates than CLT, the adhesive layers may be more readily exposed 

to elevated temperatures. Moreover, while CLT and Glulam are often used in conjunction in many 

high-rise timber structures, CLT has been the focus of several large-scale studies listed above, 

Glulam has yet to see this kind of extensive, large-scale research attention. The purpose of the 

research herein will therefore be to assess the strength loss of adhesives in Glulam.  

While this study explicitly considers Canadian design context, as the materials tested are 

provided by local manufacturers, its results may be generally applicable to other jurisdictions that 

are also developing tall timber guidance. The research herein should not be construed as an attempt 

to establish fire resistance metrics or comparators to standard temperature-time heating curves. 

This chapter is attempting to consider the fire resilience of Glulam by studying the underlying 

degradation breakdown of complicated engineered adhesive polymers. This chapter examines the 

post-fire adhesive performance of large-scale Glulam, where the scale of the tests introduces 



128 

 

 

effects such as material defects which may influence the failure of the specimens. Next steps that 

are required for renewed guidance for tall timber structures in fire concludes this chapter. 

6.2 Background on Adhesive Degradation 

In general, the behaviour of wood in fire is relatively well known based on decades of experiments 

on the subject, including further contributions in Chapter 5. However, the introduction of adhesive 

introduces highly complex mechanisms that are still in need of study. In particular, the way the 

adhesive interacts with the char layer and the adhesive degradation itself (prior to delamination) 

has scarcely been investigated in realistic building fire configurations.  

6.2.1 Charring Behaviour of Engineered Timber 

As mentioned in Chapter 2 examining the background of timber fire engineering, the 

reduced cross section method allows for a portion of the cross section of a fire-damaged timber 

section to be considered undamaged, by subtracting a calculated char depth and zero-strength layer 

from the original cross section, where the zero-strength layer is taken as 7 mm for fires of 20 

minutes or longer (see Chapter 2, Figure 2.8 for a diagram showing zero-strength and char layers) 

[29]. However, this guidance is in need of review as the current quantification of the zero-strength 

layer has been debated in recent literature, ranging from 7 to 23 mm depending on the type of fire 

and the severity [11, 101, 102].  

Engineered timber products are largely believed to char in much the same way that solid 

timber would. Chapter 2 discussed that charring rate is realistically a transient property depending 

on the degree of char that has already formed and the amount of heat exposure, though standardized 

constant charring rates have been developed. For example, a commonly quoted value for Spruce-

Pine-Fir (SPF) Glulam is 0.7 mm/min. This rate is meant to encompass the initial rapid char phase 

while fresh wood builds up an insulating layer of char which then slows the charring rate to a lower 
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value. However, it has also been derived from the standard temperature-time heating curve, so 

questions regarding the applicability have been raised, given that different fire exposures may 

result different charring rates based on the heat flux, ventilation, etc. Modified charring rates for 

Eurocode parametric fires have been proposed [103].  

As for the code procedure of taking a zero-strength layer of 7 mm beyond the char depth, 

an in-depth study was done by Lange et al. (2015) in which numerous engineered timber beams 

were loaded in furnace tests exposed to standard and parametric temperature-time heating curves 

[11]. The study be Lange et al. (2015) suggested that this layer may range from 8 mm for a short, 

intense fire, up to 16 mm for a longer fire or standard temperature-time heating curve exposure.  

6.2.2 Research on Timber Adhesive Fire Performance 

Adhesives in timber are typically tested at temperatures below 300°C as the strength of the 

material is assumed to be completely lost at this point as the wood chars. However, the 

performance of the adhesive just beyond a char front has seen limited studied. Notable studies 

include a study by Frangi et al. (2004) and Clauß et al. (2011) [104, 105]. Frangi et al. (2004) 

tested small 40 mm bond lines on double lap specimens through compression loading for several 

different adhesives including one phenol-resorcinol-formaldehyde resin (PRF) and five different 

polyurethane adhesives (PUR). Hundreds of samples were heated in an oven to various 

temperatures ranging from ambient to 170°C. It was found that the behaviour of the PUR varied 

greatly between manufacturer and thus chemical composition. Three PUR and the PRF adhesive 

performed similarly to that of the wood itself, while two of the PUR performed very poorly and 

began to lose strength from 50-70°C.  

Clauß et al. (2011) similarly performed shear tests on several different adhesives but using 

single lap samples with bond lengths of only 10 mm through tensile loading. The specimens were 
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uniformly heated to various temperatures up to 220°C. The results in this test series were highly 

variable, but similarly found that the performance of various PUR adhesives were diverse with 

some losing thermal stability around 70°C while others remained stable until 150-200°C. The most 

recent testing that specifically referenced to adhesive performance was a two-part test series by 

Nicolaidis et al. (2016) and Emberley et al. (2016) on glued single lap samples exposed to 

environmental chamber heating and CLT beams exposed to radiant heating, respectively [30, 106]. 

Pine and spruce wood were used, respectively, with a one-component PUR. The single lap samples 

had 600 mm bond lengths and were heated uniformly immediately prior to testing. The exposure 

on the CLT beams was akin to a realistic fire condition but at a very low heat flux of 6 kW/m2, 

thus inducing a gradient of in-depth temperature below the pyrolysis temperature of wood. The 

bond lines were mostly uniformly heated perpendicular to the bond on the tension side of the CLT 

beam, increasing the temperature of the bond lines to just 60-85°C. Heating perpendicular to the 

bond line is a common scenario on CLT in realistic compartments, however Glulam members will 

often experience heating parallel to the exposed adhesive lines. In both parts of that experimental 

series, changes in the failure mode from primarily timber failures to primarily adhesive failures 

were seen in the higher temperature range tests. Of particular note, the failure modes in the 

adhesive were often made more severe by the discontinuity and stress concentrations caused by 

timber failure propagating into an adhesive joint. This stresses the importance of the size effect in 

experiments and failure modes changing based on the length of bond line tested.  

Quiquero et al. (2016) examined the underlying mechanics of the failure of fire-damaged 

engineered timber, specifically in timber box sections. The test series included axial compression 

of Glulam coupons and four-point loading of short Glulam beam sections [107]. A group of the 

samples were burned in a furnace following a one-hour standard temperature-time heating curve 
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and allowed to cool after fuel supply was halted for an additional hour. Following this the samples 

were allowed to cool and tested at a later date so that the material could reacclimatize in moisture 

and so that the mechanics of the beam performance and failure could be closely studied. Of the 

samples that were not burnt, some were left as control specimens with original dimensions, and a 

portion of the samples were manually altered to carve off the corresponding char depth to the burnt 

specimens. Specimens were carved to remove the char depth recorded in order to investigate 

whether the assumption that the cross-section below the pyrolysis zone had full strength. In all 

cases in which a corresponding specimen was carved to match a burnt specimen, the manually 

reduced test always had a significantly higher capacity than the burnt counterpart. This indicated 

that there was some other factor contributing to the failure of the specimens other than the loss of 

cross-sectional area. The adhesive in the engineered timber could be affected by the extreme 

heating and the charring encroaching on glue-lines, causing it to have a reduced strength. Samples 

in this study however were not of representative length of what would be used in construction.  

Quiquero (2018) went on to examine small scale adhesive shear tests on cone calorimeter 

samples [102]. 50 Glulam samples were heated under various severities, with each of the Glulam 

samples having an adhesive line exactly along the centreline of the specimen. Glulam using two 

different types of adhesives were considered, PUR based and PRF based. The specimens were 

extinguished with water immediately after being heated. A shear test of the heated and control 

samples was then performed, using a custom apparatus created to ensure shear along the centre 

adhesive line. Quiquero (2018) found that adhesive beyond the char layer is affected by the heat, 

by correlating the residual shear capacity of the samples with their remaining shear area. Quiquero 

(2018) found that a zero-strength layer of 23 mm would be needed to conservatively correlate 

remaining shear area with remaining strength. Additional observations included studying slip 
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along the adhesive line, where it was found that as heating duration increased, lower loads were 

reached for the same level of slip, indicating that adhesive stiffness has degraded from the heat 

exposure. This study is useful in that it considers a large number of samples at varying exposures, 

however cone calorimeter samples are very small and therefore may not necessarily reflect what 

may occur in a realistically sized member.  

From these previous studies, it is seen that there are multiple research needs with regards 

to use of the zero-strength layer. Many of the previous studies examined small scale samples only, 

where tests of a more realistic size are needed to understand how the results would apply to real 

constructions. The purpose of the research herein is to evaluate the current value of the zero-

strength layer (and if necessary, propose an alternative value), reflective of realistically sized 

Glulam beams exposed to a non-standard fire.  

6.3 Experimental Methodology 

Commercially available Glulam and the performance of adhesive after exposure to fire 

conditions is considered. The Glulam had 5% moisture content (before heating). It was machine 

rated as 24f-ES and made of SPF species. The adhesive used in these members was polyurethane 

based. The Glulam samples were beams of dimensions 4200 by 195 by 45 mm.  These dimensions 

were used as the specimens were in stock and donated in-kind by a local Glulam manufacturer. As 

such, the timber members considered were thin, and only moderate degrees of charring could be 

considered. 

A custom experimental procedure was designed for the fire response tests conducted.  This 

testing consisted of localised fire exposure (shear and moment regions of the specimens) followed 

by mechanical testing of the beams afterwards. The first phase test setup, consisting of a single 

beam locally exposed to a fire is shown in Figure 6.1. The fire for each test was fuelled by 1 litre 
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of kerosene, contained in a one-meter long modified steel (W section) trough.4 While the fire 

exposure is dependent on the fuel type considered, in this case the objective was simply to create 

a quantifiable and repeatable char depth on the specimen. The fire dynamics of this test series was 

therefore not of interest and only the repeatable damage state was of concern, and it was decided 

that any fuel type that would generate an easily repeatable damage state would suffice.  

The fire burned for approximately 5 minutes, producing a peak surface average temperature 

of 900°C on the exposed beam. The heating configuration was determined through a series of test 

burns. The beams were exposed to fire twice; once along each of the depths (sides) of the beams 

(the beams were flipped). As the purpose of the pool fire procedure was to create a repeatable 

damage state, the beams were protected outside their fire exposed regions to inhibit flame spread 

for a more quantifiable damaged area. This was done by wrapping the beams in aluminum foil in 

the regions where no char was desired (seen in Figure 6.1). Insulation was also used to protect 

thermocouple wires running from the data acquisition unit to the pool fire (also seen in Figure 6.1). 

No water was needed for extinguishment as the beams auto-extinguished once the kerosene fuel 

was consumed. The fire is to be considered a short period of real fire impingement on a structural 

element. The fire exposure was designed as nonïstandard to explicitly induce a controlled and 

quantified amount of charring on the samples from test to test.  

 
Figure 6.1. Test setup of the heating portion of the experiment for the moment region (left) and the shear 

region (right). 

 
4 The steel trough that was used was created by welding steel plates to the ends of a W section, creating a 

customized trough of the desired dimensions.   
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Five identical Glulam beams were charred at different locations along their length for the 

full duration of the fire (which was five minutes per side). Four additional beams that were not fire 

damaged were also considered, consisting of two control samples and two samples that were 

mechanically carved to simulate charring. The description of all nine beams are summarized in 

Table 6.1.  

Table 6.1. Damage type of each beam. 

Beam 

Number 

Damaged Region Damage 

Type 

1 Centre (Moment Region) Charred 

2 Centre (Moment Region) Charred 

3 Centre (Moment Region) Carved 

4 Side (Shear Region) Charred 

5 Side (Shear Region) Charred 

6 Side (Shear Region) Charred 

7 Side (Shear Region) Carved 

8 None ï Control ---- 

9 None ï Control ---- 

Of the charred beams, two beams were charred across a 1 m length directly in the center of 

the beam, and three were charred across a 1 m length on one end, beginning 270 mm from the edge 

of the beam (Figure 6.1). The purpose of these locations is that in the next phase of testing 

(mechanical loading through four-point bending), the centre of the beam would be in the region of 

highest moment, and the side of the beam would be in the regions of constant (highest) shear. This 

heating configuration had negligible differences in the amount of char observed, even along the 

top and bottoms of the beams (5 +/- 1 mm at three locations on each beam equally spaced and 

across the depth).  Aluminum foil was wrapped around the beam immediately adjacent to the 

intended char zone to limit the radiant heat and flame spread to other parts of the beam. When the 

pool fire burned out, the beams were left to auto-extinguish. Since this happened immediately, no 

water was used for extinguishment. This test setup allowed for two-sided heat exposure.  
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A second set of beams was used to compare strength loss due to degradation beyond the 

char layer. This set of beams consisted of Beam 3 and Beam 7 (from Table 6.1). Both of these 

beams had an area of cross section mechanically removed to represent the cross sectional area lost 

to char in the fire damaged beams. Beam 3 was mechanically carved in the centre, to be compared 

with the beams damaged in the moment region, while Beam 7 was mechanically carved towards 

the side, to be compared with the beams damaged in the shear region. The area removed was 

approximately 5 mm deep on all four exposed sides and 1 m long, consistent with the charred area 

on the fire damaged beams (see Section 6.4.1 for details). All damaged beams (charred and carved) 

therefore had the same non-charred cross-sectional area for the mechanical testing. In this manner, 

any variation in the strength data will be due to factors other than the effective cross section 

reduction of the damaged beams. The intention on this degree of charring (5 mm) is not to be 

thought of as information on timberôs fire resistance, but rather a controlled set amount of damage 

that can allow the underlying breakdown mechanisms of timber exposed to fire to be rationally 

studied. After time for re-acclimatizing to lab moisture conditions (5%) four-point loading was 

performed to induce constant moment and shear on the specimens. Beams were restrained against 

lateral torsion at the supports and at the points of load application. The loading setup can be seen 

in Figure 6.2.  

 
Figure 6.2.Mechanical loading of simply supported beam with four-point loading. 
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6.3.1 Deformation Measurement 

Digital Image Correlation (DIC) was used to monitor the deformations of all experiments. 

This has previously proven accurate for measuring displacements and strain in wood specimens 

within 0.16 px [108]. The displacement measurement technique uses a pixel-tracking software to 

locate user-specified locations on a series of high-resolution photographs. A speckled pattern is 

painted on the surface in order to ensure there is a very unique patch of pixels for the software to 

track from image to image. The software then records the location of the pixel patch in each 

photograph, which may be used to compute the displacement and relative deformations. This 

technology was used to measure deflection at the centre point of the beam. This was complemented 

using linear potentiometers to record out of plane distortion. The pixel-tracking software that was 

used to process the test images was GeoPIV RG [109]. A Canon Mark III 5D DSLR camera was 

used in conjunction at 3 second intervals.  

6.4. Experimental Results 

The results of the fire exposure and subsequent mechanical loading of the Glulam 

specimens are discussed below. The resulting flaming behaviour and charring of the charred beams 

was consistent through all five exposed samples. Variability cannot be quantified as a smaller 

number of beams were tested due to the larger scale. However, the results of the burnt beams are 

compared herein to the unaltered control beams of original dimensions and two beams with 

manually reduced cross-sections in critical regions. 

6.4.1 Post-fire damage state 

 In order to quantify the amount of char on the fire damaged beams (to ensure char depth 

was an even 5 mm), the fire-damaged samples were sliced in the charred region after being tested 

in four-point bending. The char depths were measured across the cross section and were confirmed 
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to be 5 +/- 1 mm. A depth of 5 mm was then taken as the depth to be removed on the carved beams. 

The mechanical carving of the beams was performed manually by chiseling and sanding.  

6.4.2 Post-fire mechanical behaviour 

As they were mechanically loaded, the beams primarily failed within the moment region, 

along both adhesive bond lines and finger joints. The failure mode can be seen in Figure 6.3, where 

the failure originated along the adhesive bond lines within the moment region.  

 
Figure 6.3. Failure mode of a Glulam undamaged control beam. 

The average failure loads obtained during the mechanical loading are summarized in Figure 

6.4.  On an average basis, the control beams failed at the highest applied load, with all of the carved 

and charred beams failing at lower loads. All failure loads were higher than the hand calculated 

estimated strength, accounting for only the reduction in cross sectional area (predicted as 10.6 kN 

for the damaged beams). The displacement of the beams is presented in the plots of load versus 

vertical displacement in Figure 6.5. Displacements were measured by digital image correlation. In 

all tests lateral movement measured by linear potentiometers (an indication of torsional failure) 

was negligible.  
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Figure 6.4. Failure load of all beams damaged in the moment region, shear region, as well as the control 

beams. 

 

   
Figure 6.5. Load versus downward displacement beams damaged in the moment region (left) and shear 

region (right). 

The two control beams failed at relatively high loads with the difference between them 

possibly due to inherent material variability between the specimens. Amongst beams damaged in 

the moment region (midspan), the results were quite variable; the beam with mechanically reduced 

cross section failed at a relatively low load compared to the charred specimens, which withstood 

relatively high loads, losing only 8.9% (1.9 kN) of their capacity. It is possible that the carved 

beam had a material defect that was not visibly apparent, causing the low failure load. A large 

reduction in moment capacity was not expected from the exposure as the depth of the cross-section 

was largely unaltered, which is the dimension that moment capacity is most dependant on.  
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Regarding beams damaged in the shear region, the beam that had its cross section 

mechanically reduced through carving displayed the highest stiffness, as the slope of its load-

displacement curve is the greatest, and experienced a higher failure load than any of the charred 

beams. The beams charred in the shear region failed at relatively low yet consistent values of load, 

while the mechanically carved beam performed better, and failed at a higher load. Following 

guidance provided by CSA O86-14, a failure load of 10.6 kN was predicted for a cross section 

reduced by 5 mm on two sides of the beam (so that the width is effectively reduced by 10 mm). 

All of the shear damaged beams failed at a higher load than this prediction. The charred beams 

failed on average at a load 24.6% lower than the beam that has been mechanically carved in the 

shear region. Since the beams that were damaged through charring had the same effective cross 

section as the beams that were damaged through mechanical carving, this difference is indicative 

of adhesive degradation. This is in line with the loss of strength observed in the previous research 

discussed in Section 2.3.  

To achieve a predicted failure load for the charred beams 24.6% lower than the predicted 

load of the carved beam, the equivalent cross section of the beam would be reduced further by 4.3 

mm on both sides (beyond the reduced dimensions of the carved beam). This reduction in area 

would be considered to be due to degradation effects (that is, a zero-strength layer), as the char 

depth has already been accounted for in the reduction in area of the carved beam. Continuing to 

examine the beams charred in the shear region, the burnt beams failed at a load 34.5% lower than 

the control beams. A reduction in cross sectional area of 7.8 mm on two sides of the beam would 

be required to generate a predicted value 34.5% lower than the predicted failure load of the 

undamaged beams. Examining standard allowances, and in particular CSA O86-14, the amount of 

cross sectional area lost to charring and other effects is calculated first by determining the char 
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depth, and then adding allowances for the zero strength layer. The remaining area is assumed to 

retain its full, initial strength. Annex B.4.2 in CSA 086-14 quantifies the rate of char of Glulam as 

0.70 mm/min, indicating that at five minutes of exposure the char depth would be calculated as 3.5 

mm. As previously mentioned, this standard guidance is not entirely applicable to beams damaged 

as per the procedure used for these tests, but for comparison purposes is still considered. In addition 

to the calculated char depth, Annex B.5 quantifies the zero-strength layer for exposure times less 

than 20 minutes as being interpolated linearly between 0 mm and 7 mm, depending on the time 

exposed. At five minutes of exposure, this would predict the zero-strength layer as being 1.75 mm, 

meaning that the total calculated depth lost due to char and the zero-strength layer would be 5.25 

mm. In order to create a loss of depth of 7.8 mm (needed to replicate the loss in strength between 

carved and charred shear beams), the zero-strength layer would need to be calculated as 4.3 mm 

rather than 1.75 mm (assuming the predicted char depth is correct). This value of 4.3 mm, which 

would be considered to be due to degradation effects, is the same depth that has been found to be 

compromised in the comparison of the charred and carved shear region beams.  To achieve a zero-

strength layer of 4.3 mm, the depth of the zero-strength layer must be interpolated linearly between 

0 mm and 17.2 mm rather than 7 mm (for exposure times less than 20 minutes).  

6.5 Future Research 

Globally there is a demand to create increasingly taller timber structures, as well as the 

ability to leave timber structures unencapsulated. In Canada, interest in heavy timber construction 

has been renewed by the new guidance proposed by the 2020 National Building Code of Canada. 

However, with heavy timber construction comes large Glulam (or other engineered timber) 

structural elements which have the potential to be exposed to fire in an extreme scenario, and 

current fire protection strategies enabling tall timber structures may rely on the notion that these 
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timber members will retain sufficient strength, considering both area lost to char as well as 

degradation beyond the char layer. In larger members, it has been seen in previous research that 

material defects or timber cracks propagating into adhesive lines have significant potential to 

govern the critical failure of these elements. The stress concentrations from these defects may 

induce delamination of adhesive layers in heated engineered timber and is of the utmost 

importance to be studied in the near future.  

There is one significant difference when considering the results of this study to the results 

of other comparable studies. The study considered in this chapter had no water suppression, as 

opposed to other studies which did use water for fire suppression such as Quiquero (2018) [102]. 

This difference could account for discrepancies in the observed zero-strength layer, as Quiquero 

(2018) suggested a slightly higher zero-strength layer of 23 mm (compared to the zero-strength 

layer of 17 mm observed in this chapter). In a real fire, water will be utilized to suppress a fire in 

a timber building (regardless of whether its encapsulated or exposed), which can complicate the 

degree of damage to the adhesives. At very high temperatures (such as during a fire), adhesives 

may not be completely solid, with the potential to re-solidify during cooling. When water is used 

for suppression, some of the adhesive may be lost. The comparison of the tests within this chapter 

to the tests described by Quiquero (2015) therefore suggest that short term exposures without water 

suppression may have lesser adhesive degradation in comparison to short term exposures with 

water suppression. Further testing is needed to investigate the effect of water suppression on 

adhesive degradation.  

Furthermore, while auto-extinction was observed in the beam samples (hence not needing 

water suppression), it will be necessary to study this phenomenon to a greater degree where fire 
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spread is allowed.  A comprehensive listing of future research needs for enabling high rise timber 

beyond adhesive degradation is provided in Jeanneret et al. (2017) [93].  

To study the effect of longer term exposure it is necessary to scale the cross-sections up to 

representative sizes for mass timber. This will also allow discussion into real specimen section 

behaviour and direct conclusions may be drawn about realistic performance. Until these tests are 

performed there is concern that a prescriptive rate for the zero-strength layer criterion of 7 mm for 

engineered Glulam may not necessarily be conservative. These future tests may allow a conclusive 

solution or criterion to be drawn, however for now a range should be expected that depends on 

more factors than just the type of heating as discussed in other literature. Factors including member 

size, adhesive composition, heating duration and exposure should be considered for all types of 

engineered timber. 

While the work done herein has been compared to prescriptive code methods of predicting 

the capacity of heavy timber structural elements in fire, the suggested increase in zero strength 

layer is drastic and likely largely over-conservative. The results have shown, however, that the 

behaviour is so variable and highly complex that a very conservative prescriptive approach would 

be required. However, finite element modelling of timber proponents may be used to more 

accurately predict the behaviour of such components if an appropriate model is used. Computer 

modelling and analysis should be developed and validated incorporating the effects of these 

findings in order to accurately predict the performance of complex engineered timber structures. 

Chapter 8 further discusses finite element modelling of timber structures.  

It should also be noted that only one type of adhesive in manufactured Glulam was 

considered. Additional adhesives by various manufactures and of different compositions should 

also be considered, and it should be recognized that there currently is significant research being 
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performed into advancing adhesives so that they do not degrade to the same degree in high 

temperatures seen in fires.  

Finally, the tests described in this chapter were small in number, with only nine beams 

considered in total. There is a need for similar testing to be performed on a larger number of 

samples, to further verify the findings of this chapter. Smaller scale samples could help to achieve 

this (though a high number of large-scale samples should also be tested). Examining small scale 

samples would also help to reduce variability induced by material defects (in addition to adhesive 

defects as mentioned above), as the smaller size would decrease the probability of any given 

sample having a defect but increase the impact of the defect on the final results. Such tests will be 

described in Chapter 7, where 28 small scale Glulam and Laminated Veneer Lumber (LVL) 

samples are examined.  

6.6 Conclusions  

Due to the drivers towards massive engineered timber construction as of late, it is 

paramount to delve deep into the details of the materialôs performance in and after fire scenarios. 

Studying the material post-fire damage (as opposed to in-fire) allows details in the mechanics of 

the materialôs behaviour and failure to be observed. Additionally, the resilience of massive timber 

post-fire is an important topic to be discussed. The capability to build with and understand 

materials that are resilient to fire, and to rehabilitate and reuse the structures after such an event 

also holds immense merit in the realm of property value, business continuity and insurance. If 

Canada is to build exemplar structures with engineered timber exposed, having confidence in the 

degree of post-fire strength including adhesive degradation and strength loss is invaluable. 

The full scale testing of Glulam beams within in this chapter showed that charring reduced 

the strength of the beams when compared to the control samples. The moment damaged beams 
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had their capacity reduced by only 1.8 kN (on average) in comparison to the control beams.  This 

relatively small reduction in strength between the control beams and the charred beams should be 

expected, as the beams were charred on their longer side, but tested in bending standing vertically, 

such that the depth of the beams was not greatly impacted. Bending is more impacted by depth 

and section modulus, while shear is more impacted by overall cross-sectional area. Material defects 

may have played a role in the variability of the beam carved in the moment region.  The beams 

charred in the shear region had their capacity reduced by an average of 7.2 kN compared to the 

control beams and 4.5 kN compared to the carved beam, which are significantly larger reductions 

in strength compared to the beams damaged in the moment region. In all instances, the beams 

failed at a higher load than directly predicted by current guidance, in particular CSA O86-14 

equations for Glulam. However, in examining reduction in strength of the charred shear region 

beams in comparison to the carved beam, the determination of the zero-strength layer may not 

fully account for all degradation effects that are occurring.  

The tests discussed in this chapter showed that the current guidance that exists for 

approximating the zero-strength layer (7 mm), may in some instances be under conservative. 

Appropriate values of the zero-strength layer may be affected by suppression operations (such as 

water) along with fire type and duration, and the size and defects of the specimens. It is 

recommended that until a more holistic database of tests is established, conservative 

approximations be used in calculations involving exposed engineered timber with adhesives. 

The results found from this chapter are valuable in understanding the degree of adhesive 

strength loss in Glulam timber beams, however it would be beneficial to examine a larger number 

of test specimens to reduce variability and isolate the effects of material defects. The following 
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chapter (Chapter 7) will begin to address these research needs through a test series comprised of a 

larger number of smaller scale Glulam and LVL beams.   
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Chapter 7 : Mechanical Performance of Laminated Veneer Lumber and Glulam Beams 

after Short-Term Incident Heat Exposure 
 

7.1 Introduction  

Chapter 6 found significant thermal degradation of the adhesives in Glued Laminated 

Timber (Glulam), though material defects impacted the overall results due to the large size of the 

members. The size of the members also meant that only nine beams were tested in total, directing 

a need to further evaluate thermal adhesive degradation in a larger number of members where 

material defects are more controlled. Furthermore, Chapter 6 examined Glulam only, even though 

there are many different types of engineered timber with varying configurations, and that use 

different adhesives.  Many of the research needs outlined in Chapter 6 are therefore what prompted 

the study which will be discussed within this chapter.  

The use of engineered timber, such as Glulam and Laminated Veneer Lumber (LVL), is 

increasing especially in the construction of tall timber buildings, which is raising an urgent need 

to explore the fire resistance of such materials [110].  The thermomechanical performance of these 

materials under both standard and non-standard heat exposures should be explored to provide a 

better understanding of the material's potential for repair after a fire [111]. In terms of the quantity 

of resources required to return to an operable state, this research can help to demonstrate a timber 

building's ability to enable operational resilience to approval and insurance agencies [112]. Since 

the post-fire strength of the engineered timber has a significant impact on buildings, the strength-

loss due to heat exposure of Glulam and LVL are explored in this paper using a very controlled 

heating setup which leads to a controlled damage state. Herein, 18 small scale LVL beams will be 

considered, along with 10 Glulam beams as a point of comparison. The aim of this chapter is to 

assess the after-fire performance of LVL (as well as Glulam) through looking at strength loss due 
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to adhesive degradation, which may contribute towards enabling tall and unencapsulated 

engineered timber buildings. 

7.2 Background  

7.2.1 Current State of Practice 

The use of timber in tall buildings is challenging since timber is a combustible material 

[30, 113, 114]. Residual strength of the structural timber members after fire need to be understood 

to provide in depth guidelines for the designers. Current code allowances enable the calculation of 

the strength of an engineered timber member after fire [29]. The strength losses can be determined 

by calculating the char depth and adding an allowance for degradation effects known as the zero-

strength layer. The remaining cross-section is considered to be undamaged.  Char depth is typically 

calculated as a function of the time exposed to fire, and the type of timber in consideration. For 

Glulam and LVL, the charring rate is taken as 0.70 mm/min for notional charring, which accounts 

for effects such as corner rounding [29, 115]. A visualization of the thermal degradation of wood 

can be seen in Chapter 2, Figure 2.7. 

Current practices take the zero-strength layer as 7 mm for heat exposures over 20 minutes 

and a proportionally smaller value for shorter exposure times [29, 116, 117]. The lack of 

confidence in these values adds to the uncertainty of the expected strength after a fire, and therefore 

how to fully rationalize leaving engineered timber exposed [11, 102, 114]. It should be noted that 

while the research herein examines the post-fire performance of timber, the material properties 

(including at the pyrolysis layer) of timber may vary during high temperature exposure and 

following high temperature exposure.  
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7.2.2 Previous Studies and Research Needs 

Currently, there is a need to study the effects of adhesive degradation in all types of 

engineered timber. To date existing research has focused on investigating the properties of ócross 

laminated timberô (CLT) [4, 30, 98, 100, 111, 113, 118] with very limited studies on the effect of 

fire on other types of engineered timber such as LVL and Glulam [111, 119, 120]. The main 

outcome from investigating the effect of fire on CLT was that the fall-off of layers in fire may be 

a consequence of adhesive degradation [98, 111, 113]. These studies are outlined in Chapter 6. 

Studies by other researchers are underway to improve engineered timbers performance in fire with 

the introduction of melamine based fire resistant adhesives (that are meant to not delaminate during 

standard temperature-time heating curve tests) (see [100]). 

 Recent studies have shown that fire performance, and particularly charring of timber, is 

dependent on its physical properties more than the kinetics and chemical composition of different 

wood [26, 27, 121]. However, the fire performance can also partially be affected by the grain 

orientation, species, moisture content, and natural defects of the timber [26, 122]. The structural 

fire performance of timber structures can be mainly dominated by its strength [57] and the adhesive 

between the timber layers therefore it is advised to avoid heating the adhesives [123]. However to 

date, there is not enough research to suggest a temperature limit, or an appropriate depth considered 

to be compromised [123]. 

 To the authorôs knowledge, the study herein is one of the first of its kind to consider the 

adhesive degradation of LVL. The limited studies available regarding adhesive degradation (and 

the reduced cross section method) in Glulam include studies by Lange et al (2015) [11] and Schmid 

et al (2015) [12] (both out of the SP Technical Research Institute of Sweden). The study by Lange 

et al. (2015) considered two standard temperature-time heating curve tests as well as two 
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parametric heating curves, applied to 32 Glulam beams in total which were loaded to failure. Lange 

et al. (2015) found the zero-strength allowances to be unconservative, with their results showing a 

zero-strength layer of 8-16 mm is needed depending on the fire exposure [11]. The study by 

Schmid et al. (2015) considered five 140 x 269 mm Glulam beams subject to standard temperature-

time heating curve exposure and loaded in bending with a load that was maintained until failure. 

Schmid et al. (2015) suggested zero-strength layers of 9.5 mm to 20.1 mm in their study [12]. The 

findings of the studies by Schmid et al. (2015) and Lange et al. (2015) reinforce the need to study 

adhesive degradation, as clearly their results showed that the current zero-strength layer may not 

be conservative. Quiquero (2018) also looked at adhesive degradation in Glulam [102]. The study 

by Quiquero (2018) consisted of small-scale (100 x 100 mm) Glulam samples heated in a Cone 

Calorimeter at varying heat exposures, and then mechanically loaded along the adhesive line to 

look at shear strength. The findings of Quiquero (2018) concur with the above studies in that 

adhesive degradation may not be adequately accounted for in code procedures [102].  

This study focuses only on the post-fire performance of under-studied Glulam and LVL 

samples. While in-fire performance is another aspect that could be considered, it is outside the 

scope of this study, as the goal is to improve the current understanding of engineered timbers 

resilience towards fire. A better understanding of the post-fire performance will be beneficial 

towards evaluating an engineered timbers potential for post-fire repair; and may help to enable the 

defensible implementation of exposed engineered timber in a structure.  

7.3 Methodology  

7.3.1 Specimens 

This study involved 18 LVL and 10 Glulam samples. A greater focus on LVL was 

considered as this material has been understudied as compared to other engineered wood products. 
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Properties of the timber are seen in Table 7.1.  

The thickness of each laminate of the LVL was 3 mm, and the thickness of each Glulam 

laminate was 38 mm. Both specimens fall under the S-P-F (Spruce Pine Fir) species category. The 

Glulam beams were of Spruce species, while the LVL beams were of Pine species. All of the 

beams were damaged to the severity and in the locations described in Table 7.2 (where damage 

was incurred on both sides of the beams, while the tops and bottoms were left undamaged). It is 

seen from this table that two samples were observed for each damage state (ensuring repeatability).  

Table 7.1 Timber material properties (from manufacturerôs documentation). 

Type Bending 

Strength 

(MPa) 

Shear 

Strength 

(MPa) 

Modulus of 

Elasticity 

(MPa) 

Density 

(kg/m3) 

Moisture 

Content1 

(%)  

LVL  39.5 3.8 13 790 569 10 

Glulam 30.7 2.5 13 100 560 10 

1 Moisture content from authorôs measurement 

The Glulam samples were cut from beams of original dimensions 45 (width) x 195 (height) 

x 4200 (length) mm. All Glulam beams were from the same production batch. The LVL samples 

were cut from beams of original dimensions 45 (width) x 241 (height) x 1829 (length) mm. All 

LVL beams were from the same production batch. Both the Glulam and LVL samples were cut to 

be 35 (width) x 155 (height) x 800 (length) mm for the heat exposure. These dimensions were 

selected to accommodate the Lateral Ignition and Flame Spread Test (LIFT) apparatus used for 

controlled heating.  After heating, the height was cut to 75 mm (where no charring had occurred 

along the top or bottom of the member) prior to mechanical loading. This height which was chosen 

in order raise the span : depth ratio to be more representative of what has been observed in 

construction (for example the Mjøstårnet building in Norway [94]), while still preserving two 

adhesive layers in the Glulam (note that as the damage was only inflicted along the two sides of 

the beams, there was no significant damage along the top or bottom of the beam prior to reducing 
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the height). The beams were all selected to be relatively free of defects, apart from small knots 

(which did not appear to alter the char depth or failure modes of the specimens). The Glulam 

laminates were joined together by finger joints (which again did not seem to impact charring or 

failure modes of any of the beams).   

Table 7.2 Damage states and failure loads of all beams tested. 

Sample 

Number 

Type Damage State Damage 

Region 

Average 

Failure Load 

(kN) 

Individual  

Failure Load 

(kN) 

Standard 

Deviation 

(kN) 

1  
LVL  None (Control) -- 19.7 

19.21 
0.5 

2 20.27 

3  
LVL  Charred (5 mm) Center 11.8 

14.20 
2.4 

4 9.33 

5  
LVL  

Reduced Cross 

Section (5 mm) 
Center 17.6 

17.39 
0.2 

6 17.83 

7  
LVL  Charred (5 mm) Side 15.3 

14.76 
0.5 

8 15.81 

9  
LVL  

Reduced Cross 

Section (5 mm) 
Side 18.3 

17.69 
0.6 

10 18.97 

11  
LVL  Charred (10 mm) Center 9.4 

7.58 
1.8 

12 11.20 

13   
LVL  

Reduced Cross 

Section (10 mm) 
Center 12.7 

14.10 
1.4 

14 11.28 

15  
LVL  Charred (10 mm) Side 13.9 

13.55 
0.3 

16 14.20 

17  
LVL  

Reduced Cross 

Section (10 mm) 
Side 11.4 

11.13 
0.2 

18 11.58 

19  
Glulam None (Control) -- 18.1 

18.45 
0.4 

20 17.74 
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Sample 

Number 

Type Damage State Damage 

Region 

Average 

Failure Load 

(kN) 

Individual  

Failure Load 

(kN) 

Standard 

Deviation 

(kN) 

21  
Glulam Charred (10 mm) Center 14.8 

15.97 
1.1 

22 13.64 

23  
Glulam 

Reduced Cross 

Section (10 mm) 
Center 15.5 

16.06 
0.5 

24 14.97 

25  
Glulam Charred (10 mm) Side 13.1 

16.41 
3.3 

26 9.87 

27  
Glulam 

Reduced Cross 

Section (10 mm) 
Side 18.2 

16.43 
1.8 

28 20.03 

 

Two char depths were selected, 5 mm of char per side and 10 mm of char per side.  The 

severe damage state of 10 mm was chosen so that it would theoretically have effectively no 

remaining cross-section after heating as per CSA O86. The original width of the samples was 35 

mm, subtracting 10 mm of char depth and 7 mm of zero-strength layer per side, there would 

theoretically only be 1 mm of óundamagedô cross-section remaining (approximately 0 mm, as each 

char depth was +/- 1 mm). 5 mm was chosen arbitrarily to be half of this char depth, as a point of 

comparison.  

The 5 mm or 10 mm of controlled damage (produced by heat exposure or mechanical 

carving as described in the óHeating and Carvingô section below) was applied in two different 

locations along the beams. The first location is a 100 mm length in the center of the beam, with 

350 mm of undamaged length on either side. This was chosen as it is in the center of the region of 

maximum moment and zero shear, when tested in four-point bending. The second location began 

83 mm away from one end of the beam, for a damaged length of 100 mm. This is the center of one 

of the side thirds of the beam. This location is the center of the region of maximum shear, with an 
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average amount of moment, when tested in four-point bending. These locations allow for an 

evaluation of the performance of the members in bending, and in shear. The length of the damaged 

region of the beam was selected as 100 mm because this length is small enough to obtain uniform 

damage when exposed to the radiant heater, while large enough to create a significant damage 

state.   

The LVL samples contained phenol formaldehyde adhesive, while the Glulam contained a 

polyurethane-based adhesive. These materials were procured from local manufacturers in the 

Ottawa, Canadian region. They would be typical of recent Canadian construction in Ontario. The 

LVL was manufacturer specified of the grade 2.0e - 3100Fb (graded in accordance with ASTM 

D5456-19 [124]). The Glulam samples were of the grade 24f-ES (graded in accordance with CSA 

O122-16 [125]). The flexural strength of the control beams was calculated from the four-point 

bending test to be 70 MPa for the LVL and 64 MPa for the Glulam (unfactored and determined 

from the maximum bending moment, and section dimensions). The modulus of elasticity 

calculated as 14 133 MPa for the LVL and 17 427 MPa for the Glulam (unfactored and determined 

from the beam deflection, and section dimension). 

All  samples were allowed to acclimatize to the laboratory conditions at 50% relative 

humidity and approximately 20°C for several months. 

7.3.2 Heating and Carving 

The damage was created using two procedures. The first procedure was charring using a 

LIFT apparatus as per a modified ASTM E1321 [16], and the second was by mechanically carving 

away a portion of the cross-section. The purpose of using the LIFT radiant heater apparatus for the 

charring procedure was to obtain a well-controlled and repeatable damage state between tests. It 

should be noted that the pilot burner was not used. This was because the purpose was not to 
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measure or propagate flame spread across the beam, only to use radiant heat to achieve a specific 

char depth. Additionally, the holder of the beams within the LIFT apparatus was modified so as to 

only expose specific regions (in the center or the side) of the beam to heat. Multiple ceramic boards 

designed to prevent heat penetration were placed in front of the engineered timber samples in 

locations where char depth was not desired. This is seen in Figure 7.1. This configuration ensured 

that only the exposed portion of the beam would be damaged. The adhesive lines in the Glulam 

were parallel to the heat flux while the adhesive lines in the LVL were perpendicular to the heat 

flux (orientation of the specimens was retained from the original beam orientation). The Glulam 

was only one laminate thick, therefore the Glulam beams did not have any adhesive lines 

perpendicular to the heat flux. The angle of the radiant heater was left unchanged from ASTM 

E1321 specifications, where it is placed closest to the member near the side and angled 15 degrees 

away towards the middle.    

Due to the extended exposure duration of the beams exposed in the center, three layers of 

ceramic board were used for the moment damaged beams instead of the one layer that was 

otherwise needed, to ensure no damage was created where it was not desired. The extra boards 

were fastened externally to the holder (using Nickel-Chromium wire). 

One consequence of placing ceramic boards in front of the engineered timber samples is 

that the samples were approximately 12 mm (the width of the ceramic board) further away from 

the radiant heater than typical.  This caused the heat flux to vary slightly from its usual capacity. 

A calibration was performed to determine the heat flux that would result from an offset of 12 mm. 

The results can be seen in Figure 7.2. This figure also displays the prescribed error of the LIFT 

apparatus heat flux gauge, which is taken as 10% of the incident heat flux.  
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Figure 7.1 The heating test setup for the beams damaged in the shear region (top) and the moment 

region (bottom). 

 

Figure 7.2 Heat flux measured by LIFT apparatus after an offset of 12 mm was applied, with the 

error of the apparatus displayed as contour lines. 
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A consistent char depth was achieved in varying locations along the lengths of the beams 

by exposing them to the radiant heater for varying amounts of time. This method was selected over 

an alternative procedure of altering the distance of the radiant heater so that it would be parallel 

with the test specimen. The reason this method was avoided was that it significantly alters the 

standardized test conditions of the LIFT and impacts the studies reproducibility. Future research 

could explore more customized uses of radiant heaters as has been done by others [126]. One 

implication of this test setup is that the members damaged in the shear and moment regions were 

exposed to heat for varying lengths of time, since the radiant panel is initially closer to the end of 

the member and angled away from the member in the middle. While the differences in fire duration 

and distance from the member to the radiant panel may create some variation in the overall heat 

exposure, this test setup achieves a consistent and repeatable char depth. Using varying heat 

severities and exposure durations may create differences in the degradation of the timber (even if 

the same char depth is obtained), however at this time these mechanisms are not well understood 

and are in need of future research.  

The exposure durations were determined by using trial samples of LVL and Glulam in the 

LIFT apparatus for varying amounts of time. These trial beams were cut in the regions of interest 

and the char depth was measured, to ensure a consistent char depth across the length of the exposed 

region. While the beams were exposed to a slightly different heat flux along their exposed length, 

the char depth observed is relatively uniform (+/- 1 mm across the area of interest).  

In this test setup, the damage severity may be somewhat dependent on the ventilation 

conditions [127]. While the exact ventilation conditions may be difficult to replicate, the purpose 

of the test setup is to achieve a set amount of damage, and future researchers could alter the heat 

flux and exposure as needed to achieve the required damage state (measured in this paper by char 
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depth). Though it is possible that otherwise identical damage states may have microstructural 

differences dependent on their heat flux and duration, as per the current state of knowledge, this 

has not been confirmed and there is little information available on these aspects.  

The heat flux of the radiant panels reaches a maximum of 50 kW/m2 (the heat flux along 

the entire length of the beam is seen in Figure 7.2). While a real fire will be more severe than 50 

kW/m2, these small-scale tests will still give an indication of the adequacy of the values used for 

the zero-strength layer. Moreover, this test series primarily examines the strength remaining given 

a particular damage state (char depth) and attempts to assess whether current code procedures are 

conservative given the damage, not the severity of the heat exposure.  

The result of this heating procedure was that a consistent char depth was produced across 

all samples. This was achieved by carefully controlling several aspects within the procedure; such 

as the use of a radiant panel (as opposed to a pool fire or other type of heat exposure) that generated 

a consistent heat flux during each exposure. All other aspects of the testing environment remained 

constant between tests (such as ventilation conditions). The smaller beams that were tested, were 

cut from fewer larger beams, ensuring relatively consistent density, and were inspected to be 

relatively free of defects. For each of the damage states, trial specimens were used to determine 

the exact duration of heating needed to create the desired damage state. The result was a very 

consistent heat exposure induced on very similar beams across the intended heated region, which 

generated a reasonably controlled char depth. Each specimen was observed to ensure the char 

depth was either 5 mm or 10 mm as desired (+/- 1 mm due to authorôs interpretation of the initiation 

of the pyrolysis zone).   

7.3.3 Mechanical Loading 

 At this stage, the char depths of the charred beams were measured and confirmed. 
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Mechanical loading occurred at a rate of 2.5 mm/min, in line with the loading rate used for ASTM 

D143 for four-point bending tests [128]. A load actuator applied two-point loads onto the simply 

supported beams. The total span of the beam was 800 mm.  The ends of the beams were aligned 

with the centre of the supporting rollers, with a small plate that could rotate freely in between the 

roller and the beam. This setup negated the need for the beam to overhang past the support (such 

that the beam length and span are both 800 mm).  The setup of the mechanical loading procedure 

can be seen in Figure 7.3 (where Glulam is depicted, and damaged regions would be on the 

front side and back side of the beams, with the top and bottom being undamaged). All beams 

were loaded to failure. The damaged areas of the beams were oriented to be on the two sides of 

the beam, and not on the top and bottom.  

 
Figure 7.3 The four-point bending test setup. 

7.3.4 Deformation Measurement 

 The deformation of the beams was measured using Digital Image Correlation (DIC), and 

specifically GeoPIV RG software [62]. This method was selected over using traditional strain 

gauges. This software has been proven to be accurate in the measurement of strain and 

displacement of wood with an error of 0.16 pixels [108].  
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 GeoPIV RG software is able to observe specific patterns located on the beam and measure 

their displacement. These unique patterns are created by painting a speckled pattern on the beams. 

For these tests, black paint was used on the uncharred timber and white paint was used on the 

charred portion, to create a high contrast pattern for the software to track. High-resolution 

photographs were taken at five-second intervals using a Canon EOS-5Ds camera. For this test 

series, DIC was primarily used to measure deformation at the center of the beam.  

7.4 Results and Discussion 

All of the beams failed while they were tested in four-point bending. The average failure 

loads for each type of damage is seen in Table 7.2. The LVL has been divided into its two damage 

states (5 mm and 10 mm) for this analysis.  The failure loads of both sets of LVL beams and the 

Glulam can be seen in Figure 7.4. The vast majority of the beams experienced a tension failure 

within the moment region. The carving process did not reach a very substantial depth, and therefore 

no significant local stresses were created. 

Displayed in Figure 7.4 is the calculated failure load of each beam, as per CSA O86. The 

beams with 10 mm char have a predicted failure load of approximately 0 kN. This is due to a 

significant reduction in predicted strength due to lateral stability as the effective width is very 

small. As the purpose of these tests is not to evaluate the accuracy of the current procedures for 

calculating char depth, the measured char depth has been used (either 5 mm or 10 mm) in the 

prediction of the charred beamsô failure load. A calculated zero-strength layer has been added to 

the actual char depth, and the predicted capacity has been calculated based on the remaining cross-

section. The zero-strength layer is taken as 7 mm for exposures of 20 minutes or greater in duration, 

and proportionally less for exposure times of less than 20 minutes [29]. The predicted strength of 

both the carved beams and the charred beams takes into account the reduction in cross-section, 
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however only the predicted strength of the charred beams considers the effect of the zero-strength 

layer. Predicted strength was calculated based on the lesser of the moment and shear capacities as 

per CSA O86-14 [29], seen in Equations 7.1 and 7.3.  

ὓ ὰὩίίὩὶ έὪ ɮὊὦὛὑὼὑὒ ὥὲὨ ɮὊὦὛὑὼὑᾀὦὫ     [7.1] 

ὸὥὯὭὲὫ Ὂ Ὢ ὑὑὑ ὑ       [7.2] 

where MR is the moment resistance, ɮ is 0.9, S is the section modulus (mm3), Kx is the curvature factor, KL is 

the lateral stability factor, KZbg is the size factor, fb is the specified strength in bending (MPa), KH is the system 

factor, Ksb is the service condition factor for bending, KD is the load duration factor, and KT is the treatment 

factor.  

ὠ ɮὊςὃȾσ       [7.3] 

ὸὥὯὭὲὫ Ὂ Ὢὑὑὑ ὑ       [7.4] 

where VR is the shear resistance, Ag is the gross cross-sectional area (mm2), fv is the specified shear 

strength (MPa), KSv is the service condition factor for shear, and all other variables are as before.  

 In all cases, the beams performed significantly better than predicted. Properties used in the 

strength calculations are seen in Table 7.1.  

For the most part, the LVL 5 mm damage state beams performed as expected. For both the 

beams damaged in the moment and shear regions, the carved beams carried more load than the 

charred damaged beams. When compared to the control beams, the charred moment beams had 

their capacity reduced an average of 40%, while the charred shear beams had their capacity reduced 

an average of 22%. This indicates that, for LVL, the moment capacity may be more sensitive to 

thermal degradation of the adhesives than the shear capacity. As the structure of LVL is composed 

of layers of thin vertical laminates (where the adhesive layers are oriented vertically, parallel to 

the application of the load), that individually have little moment capacity, it may be more important 

that the adhesives hold the laminates together to create a single composite unit, which has 
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significant moment capacity. This may be less important for shear.  

 

a.  

b.  

c.  
Figure 7.4 Failure loads for all beams, a. LVL at the 5 mm char depth, b. LVL at 10 mm char 

depth, and c. Glulam at 10 mm char depth. 
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The LVL beams carved in the shear region displayed differing results between the 5 mm 

and 10 mm damage states. For the 5 mm damage in the shear region, the carved beams failed at a 

higher load than the charred beams. The opposite is true for the 10 mm damage state. The reason 

the carved beams failed at a lower failure load than anticipated may be that the carving of the 

beams causes the full width of a number of the laminates to become exposed. As a result, the 

failure mode that is observed is that the laminates that have become detached fail earlier than the 

rest of the cross-section. This failure mode can be seen in Figure 7.5 (where the carved area seen 

on the left-hand side of beam, bound by the split in the wood, and the support). This is less of 

an issue for the less severely damaged beams, as fewer of the layers of laminates have become 

exposed during the carving process.  

 
Figure 7.5 Failure of an LVL beam, carved to the 10 mm damage state. 

Similar to the LVL, the observed failure loads of Glulam were significantly higher than the 

calculated failure loads. The failure loads of the Glulam beams show that the charred moment 

beams did not have their capacity significantly reduced compared to the carved beam; on average, 

the failure load was only lowered by 0.71 kN (4.6%). The beams charred in the shear region were 

more impacted by the heating. The beams charred in the shear region experienced an average 

failure load of 5.09 kN lower than the carved beams (27.9%). The finding that the beams damaged 

in the shear region had their capacity reduced significantly more than the beams damaged in the 

moment region is consistent with previous studies [102]. Contrary to the LVL, the laminates within 

the Glulam are adhered together in horizontal layers (such that adhesive layers are perpendicular 
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to the load). In a larger Glulam section, more laminates would be joined with vertical adhesive 

lines to increase the thickness, however in these sections the thickness consisted of only one 

laminate and therefore no vertical adhesive lines are present. This orientation is in line with the 

orientation of the original beam sections from which the samples were extracted and may explain 

some differences between the performance of the LVL and the Glulam. 

DIC was used to plot the load versus displacement curves for all the beams. These graphs 

may be seen in Figure 7.6. One of the LVL shear beams charred to 5 mm in the shear region had 

its capacity drop suddenly a number of times (denoted by Sample #8 ï Charred). This beam failed 

by gradually deflecting, and ultimately cracking in its damaged region. This was also the failure 

mode for the other charred beam, though they did not exhibit such a sudden failure. This 

discrepancy may be explained a possible material defect within the LVL, causing it to fail at a 

lower load than expected.   

The slope of the load-displacement curves of the LVL beams carved to 10 mm in the shear 

region (Figure 7.6 b) begin similarly to the charred and controlled beams, but they eventually begin 

to plateau. This represents the point at which the outer laminates fail (the failure mode seen in 

Figure 7.5), though the remainder of the beam is still able to carry some load. Also notable is that 

the load versus displacement curves for the Glulam (Figure 7.6 c) show that one of the beams 

charred in the shear region (Sample #26 ï Charred) experienced a number of drops in its carried 

load. The initial drop occurs upon initiation of a crack within the shear region. The following drops 

represent the growth of this crack, which ultimately led to its failure.  
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a.  

b.  

c.  

Figure 7.6 Load versus displacement curves a. LVL at the 5 mm char depth, b. LVL at 10 mm char 

depth, and c. Glulam at 10 mm char depth. 
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These results show differences between the performance of the Glulam and LVL beams. 

The Glulam was more impacted by the heating in the shear region, while the LVL was more 

impacted in the moment region. This may due to the inherent properties of the timber and how it 

is fabricated. The moment capacity of Glulam may be less reliant on the adhesive strength and 

rather reliant on the strength of the wood itself, whereas the finger joints of the Glulam may be 

more vulnerable to shear. As mentioned earlier regarding the LVL, it may be more important for 

each layer of laminate to act together as a single unit to withstand moment, as individually each 

laminate has little moment resistance but together, they have significant resistance. For this reason, 

the performance of the adhesives may be more significant in the moment region than the shear 

region.  

Other differences in the performance of the LVL and Glulam beams may also be attributed 

to their material differences, as the Glulam and LVL beams were made of differing timber species 

and have different material properties [129]. The adhesives used in each timber type were also 

different, with Glulam using a polyurethane based adhesive and LVL using a phenol formaldehyde 

based adhesive. The two adhesives will perform differently when heated, which may further 

contribute to any variation between the results of the Glulam and LVL.  

7.4.1 Evaluation and Determination of the Zero-Strength Layer  

The differences between the carved and charred beams, as observed and as predicted, may 

be seen in Table 7.3.  In a number of cases, the observed difference in strength is larger than the 

calculated difference in strength. This is indicative that the allowance for the zero-strength layer 

may not be conservative in accounting for strength loss for all cases.  
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Table 7.3 The difference between the failure loads of the carved and charred beams, as observed 

and as calculated by CSA O86-14. 

Type Damage 

Severity 

(mm) 

Location Observed 

Difference 

(kN) 

Observed 

charred 

beam 

capacity/ 

carved beam 

capacity (%) 

Calculated 

Difference 

(kN) 

Calculated 

charred beam 

capacity/ 

carved beam 

capacity (%) 

LVL  5 Moment 

Region 

5.84 66.82 4.49 30.60 

LVL  10 Moment 

Region 

3.30 73.98 1.90 0.00 

LVL  5 Shear 

Region 

3.05 83.37 1.11 82.84 

LVL  10 Shear 

Region 

-2.52 122.21 1.90 24.74 

Glulam 10 Moment 

Region 

0.71 95.43 1.80 0.00 

Glulam 10 Shear 

Region 

5.09 72.09 1.36 24.44 

 

The revised zero-strength layers were determined by calculating the beam width that would 

correspond to the observed difference in failure load between carved and charred beams, for each 

case in Table 7.3 where the observed difference exceeds the calculated difference. While standards 

such as CSA O86 and Eurocode 5 [29, 116] linearly reduce their suggested zero-strength layers 

for exposure times less than 20 minutes, this has not been done due to the short exposure times, 

and therefore the zero-strength layers discussed herein should be considered an absolute minimum 

value. The results suggest that a minimum zero-strength layer of 11.7 mm would be needed for the 

LVL, and 12.3 mm would be needed for the Glulam.  

In comparison to other studies, the results for the Glulam beams are similar to the results 

observed in Chapter 6 (LVL was not studied in Chapter 6 so no comparison can be made to LVL). 

Similar trends were observed in that the capacity of the beams damaged in the moment region 

were not as severely impacted by fire exposure as the beams damaged in the shear region. The 
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findings of Chapter 6 also showed that the calculated strength was lower than the actual strength 

in all cases, however, the difference in observed capacity between the carved and charred beams 

was not adequately accounted for by allowances for the zero-strength layer. 

The zero-strength layer found in Chapter 6 of 17.2 mm is slightly higher than the value 

found for Glulam in this Chapter 7 study (12.3 mm). These beams tested in Chapter 6 were 

significantly larger than the beams tested within this chapter and were therefore more likely to 

contain a defect that is not visible. These defects could significantly reduce the strength of these 

beams, therefore implying a larger zero-strength layer. Moreover, these larger beams failed 

frequently along the finger joints, and the larger beams had a higher quantity of these joints than 

their smaller counterparts. In Chapter 7, the finger joints did not appear to influence the failure of 

any of the beams. Finally, the larger beams were loaded using an apparatus that restrained the 

beams laterally at the supports, but only restrained the beams laterally at quarter span until halfway 

down the depth of the beam. This may have allowed for some degree of lateral-torsional buckling 

to occur that was not present with the smaller sample size as seen within Chapter 6, causing an 

earlier failure. 

Quiquero (2018) suggested the use of a zero-strength layer of 23 mm, compared to 12.3 

mm found for Glulam in this study [102]. Factors that may account for this discrepancy are that 

the tests performed by Quiquero (2018) utilized 100 x 100 mm samples, tested using an apparatus 

meant to shear the specimen along the adhesive line. This mode of loading intentionally created 

failure at the adhesive line, presumed to be the weakest part of the specimen. This loading setup 

was significantly different from the four-point bending test setup used in this test series where 

combined forces will act on adhesive lines.  
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 Additional tests by other researchers which offer a revised value for the zero-strength layer 

include the study by Schmid et al. (2015), which considered Glulam members in tension, 

compression, and bending [12]. In terms of the members in bending, Schmid et al. (2015) found 

the zero-strength layer to range from 9.5 mm to 20.1 mm. Lange et al. (2015) found the zero-

strength layer to range from 8 mm to 16 mm dependent on the type of heat exposure [11].  The 

zero-strength layer proposed by this study for Glulam of 12.3 mm has relatively good agreement 

with the range of values proposed by both Schmid et al. (2015) and Lange et al. (2015).  

 CLT is a comparable timber product for which researchers have also proposed revised zero-

strength layers. Wiesner et al. found the zero-strength layer of CLT walls to be between 15.2 mm 

and 21.8 mm [130]. This is slightly higher than the zero-strength layers previously found in this 

paper, however this could be due to the type of timber product considered. This may be the case 

due to differences in additives that may be unique to each product, or that the configuration of 

timber laminates and adhesives may also play a role. The large size of the CLT walls tested by 

Wiesner et al. (2017) will, as previously mentioned, also introduce increased potential for material 

defects or more complex failure mechanisms than the small beams considered in this paper.  

 The LVL examined in this test series is, to the authors' knowledge, the first study to 

investigate adhesive degradation in LVL through controlled tests, so there are presently no 

previous studies to compare suggested zero-strength layers. It is apparent, however, that adhesive 

degradation is present in LVL. Although the factors outlined in the above paragraph assist in 

understanding the variation in different authorôs proposed zero-strength layers, all the studies 

discussed concur that the 7 mm currently used as the thickness of the zero-strength layer does not 

adequately account for degradation effects in all cases.   
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7.5 Limitations and Future Research 

 The tests described above provided significant insight as to the adhesive performance of 

Glulam and LVL beams post-fire. These tests have helped to identify a number of future research 

topics that would aid to further understand the extent of the adhesive degradation.  

 The small size of the beams and the relatively short exposure times considered within this 

chapter is one constraint that could be addressed in future research. For beams exposed to fire than 

less than 20 minutes, standard procedures suggest reducing the zero-strength linearly according to 

time exposed [29, 116], however this has not been done in the calculation of the zero-strength layer 

due to the short heating times, and therefore the zero-strength layers suggested by this paper are 

an absolute minimum value. It would therefore be beneficial to perform tests with longer heat 

exposures. Tests with larger cross-sections may be affected less by this consideration. It would be 

beneficial if the larger scale tests utilized members that were of a cross-sectional area 

representative of what would typically be used in construction (realistic scale), which would negate 

lateral-torsional buckling effects that may occur.  

 Moreover, the adhesives used for the LVL and Glulam samples featured in the test series 

were phenol formaldehyde and polyurethane-based, respectively. These adhesives vary between 

manufacturers and are constantly evolving in material design, so it would be beneficial to 

understand the post-fire performance of a wide number of specific adhesives. As new adhesives 

are developed, additional testing will be required to understand how these perform post-fire.  

The upper end of the heat flux emitted by the radiant heater in these tests was around 50 

kW/m2. Other fire exposures, including to standard time temperature curves such as CAN/ULC 

S101 [7] or ISO 834 [19], will expose the timber to different heat fluxes which may result in a 

different size of pyrolysis zone. The required zero-strength layer may therefore vary according to 
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heat flux. The damage applied to the beams in this test series varied from what is likely to be 

observed in a real fire in that the bottom of the beams were not damaged. As the beam height is an 

important factor in determining residual strength, and if the bottom of the beam were exposed to 

fire the strength may have been more greatly reduced, this difference between these tests and a 

real fire must be considered. 

 It is important to note that the zero-strength layer will be dependent on the particular 

geometry of members, the specific material properties, and fire duration and severity (to name just 

a few factors which can affect overall fire performance). More research is needed in the 

development of a method in determining zero-strength layers in these different scenarios. The 

research study described in this paper reinforces the notion that a 7 mm zero-strength layer is not 

always conservative and highlights the need for future research. While this study has begun to 

address some of the research needs identified previously, future research described in the above 

paragraphs would further help to fulfil the objectives outlined by Yang et al. [57], such as gaining 

acceptance of design guides. It would also help to address knowledge gaps as identified by the 

ASCE Fire Protection Committee [123] such as defining a depth of material affected by the 

degradation of adhesives at elevated temperatures. Additional future research topics could address 

the degradation of adhesives at high temperatures from a material chemistry perspective. This 

would be beneficial in understanding the deterioration mechanisms of the adhesives, especially as 

new adhesives continue to be developed. 

7.6 Conclusion 

A comprehensive understanding of the Glulam and LVLôs post-fire performance is critical 

to provide a safer approach in designing tall timber buildings. Understanding their post-fire 

performance will also be beneficial in enabling the ability to leave engineered timber exposed 
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without encapsulation, fulfilling architectural desires. For these objectives to be implemented there 

is a need to evaluate the current procedures for determining the losses due to adhesive degradation.   

 The results demonstrated that loss in strength beyond the char layer occurs when the beams 

are exposed to fire, as observed by comparing the carved and charred beams. The LVL experienced 

a larger loss in strength for the beams damaged in the moment region, failing on average at 70% 

of the capacity the mechanically carved beams. The Glulam beams observed a different trend, with 

the beams damaged in the shear region experiencing a larger reduction in strength, failing on 

average at 72% of the capacity of the mechanically carved beams. This difference in the 

performance of the two timber types may be due to the inherent differences in their macro-

structures (including differences in the configurations in which Glulam and LVL are assembled). 

 The existing zero-strength layer guidance of 7 mm for exposures of 20 minutes and greater 

was found to not conservatively account for losses due to adhesive degradation. For the LVL tested 

in this series, a minimum zero-strength layer of 11.7 mm may be required to be able to adequately 

account for losses due to adhesive degradation. For the Glulam beams tested in this series, a 

minimum zero-strength layer of 12.3 mm would be required to adequately account for losses due 

to adhesive degradation. These values for the zero-strength layer may not be conservative for 

larger-scale beams and in many other cases where the heat exposure, member geometry, material 

properties, etc. may vary. Further testing is required to determine a more appropriate value in these 

cases. Nevertheless, these results make it clear that for both LVL as well as Glulam, a 7 mm zero 

strength layer is not always conservative. These findings reinforce the need to better understand 

the severity of degradation beyond the char layer in a variety of commonly used engineered timber 

types through additional full-scale tests and further research into adhesive development, in order 

to enable the construction of tall and unencapsulated timber structures.    
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Chapter 8 : Timber Fire Dynamics and Modelling 

8.1 Introduction  and Motivation 

The previous chapters of this thesis have looked at the performance of historic timber 

systems, and timber systems that are currently being used worldwide. It is clear from trends of 

recently constructed or planned timber structures that two desires for timber construction are the 

presence of exposed (unencapsulated) timber, and the desire to have large, open spaces. These 

architectural desires present unique challenges for fire safety, as open plan compartments of other 

materials have been found to have non simultaneous ignition across the floor plate in disagreement 

with traditional notions of fire dynamics, and these fire dynamics will be further complicated with 

the presence of timber as an additional fuel source and fire spread medium. Given our current 

understanding of the thermomechanical performance of timber and other non-combustible 

materials, combined with architectural and client desires to build timber buildings in open-plan 

well ventilated configurations, the question is raised of how timber structures will be designed 

going forward.  

Current methods of analysis for assessing timber fire performance in Canada are largely 

prescriptive based, as described in Chapter 2. These methods typically rely on a reduced cross 

section method, where a calculated damaged depth is considered to be compromised but the 

remainder of the cross section is considered to retain full strength. Additionally, encapsulations 

such as fire rated Type X gypsum board are used to meet fire requirements [29]. With the continual 

demand for taller timber structures, there is a need to better understand the performance of the 

timber beyond prescriptive assessments. Timber buildings in Canada have been proposed as 

upwards of 37 storeys [131], making fire management and firefighting strategies more challenging 
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at these heights. It has been argued by some that contemporary tall structures are beyond the 

applicability of current fire safety codes [132].  

Several approaches are taken by practitioners in evaluating the fire performance tall timber 

structures. In Canada, many of these methods rely on alternative solutions to achieve approvals 

which can allow for designs not directly accepted within the building code (acceptable solutions). 

These can include risk-based approaches. As outlined in Ontarioôs Tall Wood Building Reference 

[133], risk analysis can take the place of qualitative methods (which do not entail calculations, and 

can be used where the difference between the alternative and acceptable solution may not alter the 

risk). Semi-qualitative methods can also be used, where either the consequence of unwanted events 

or the frequency of unwanted events is quantified (but not both). Quantitative methods are also 

used, which often consist of computational tools and can consider both the consequence of 

unwanted events, as well as the frequency. If the risk can be demonstrated to be no greater than 

the acceptable solution, then the alternative solution may be considered to have met the required 

performance level [134].  

Fire safety strategies that are used in tall wood building design include encapsulation using 

fire rated Type X gypsum board (as discussed above and in Chapter 4), where Canadian structures 

have also included sprinkler system with a backup water supply to meet site-specific regulations 

and to suppress the fire before it poses a threat to the structure [135]. Some Canadian designs of 

timber structures have been criticized in the past for their reliance on encapsulation, where concern 

has been expressed over the performance of the encapsulation, where if the encapsulation were to 

fail, the fire protection strategy would fail to eliminate feedback between the fire and the structure 

[136]. Other strategies used include exit stair pressurization and sprinkler reliability [133].  Exit 

stair pressurization plays a role in allowing the evacuation of a multi-story building in the event of 
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the fire, by attempting to keep the exit stairs free from smoke [133]. Automatic sprinkler systems 

are also considered, where anything that can be done to increase the reliability of the sprinkler 

system will be beneficial to reducing risk (which in some cases includes redundancy in the system). 

Upper estimates of the effectiveness of sprinkler systems are around 95% (i.e., there is a 95% 

probability that the sprinkler will activate when intended, and if it does operate, it will affect the 

development of the fire) [137]. 

Furthermore, additional Canadian designers have described their approaches as containing 

a fire in its room of origin, ensuring it will decay even if not suppressed, and allowing for safe 

egress, firefighting access, and retention of structural stability. The design for auto-extinction 

considers burning elements of a timber room radiating energy to neighbouring sources, even after 

the initial heat source is removed, and therefore certain configurations of exposed timber are 

preferred and the expected heat flux onto a surface from the burning timber must be considered 

(i.e. an energy balance will be solved for the compartment to indicate auto-extinction of the timber) 

[138]. Reliance on auto-extinction is challenged by char fall off, or delamination of timber layers.  

Similar approaches have been taken internationally, where designers have described having 

objectives of either allowing for adequate egress time (where members of assemblies meet required 

fire resistance performance), or having adequate likelihood of surviving cooling and extinction 

(where the structure is prevented from contributing as a fuel source though encapsulation, or auto-

extinction is demonstrated) [139]. Where timber is exposed or partially protected, the structure is 

assumed to contribute to the fire, and it must be demonstrated that the structure will survive cooling 

and extinction. Failure consequences are also considered, where failure consequence can inform 

the compliance route (guidance-based or performance based) [139]. Other international designers 

have characterized their approaches as first calculating the expected fire without considering 
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combustible linings, and then re-calculating to account for the fuel from the timber. Computational 

fire dynamics can then be used to assess the fire, with finite element modelling used to assess char, 

which would be validated against available experimental test results [140]. Challenges have been 

described as considering travelling fires (non-uniform fires), incorporating delamination and char 

fall off, and ensuring extinguishment [140].  

Other approaches are almost certainly taking place in Canada and internationally, though 

many designers have not made their design processes publicly available.  

Some level of risk remains in tall structures of any materials, including challenges that may 

by faced by fire service intervention. These include physical limits of the fire service, in which 

long travel distances within a building can make the firefighting conditions more difficult, with 

the physiological effects upon the fire fighters needing to be considered [141]. This, in addition to 

other risk factors such as the notion that that the sprinkler is not always effective at controlling the 

fireôs development, are limitations to present fire protection strategies. These limitations are 

important to consider in all structures and are complicated by the combustible nature of wood in 

timber structures. These risks emphasize the importance of having an accurate understanding as to 

the fire performance of structural timber.  

The challenges in ensuring fire safety within increasingly tall timber structures contribute 

towards the need to develop alternative methods of creating fire safe designs, which can include 

finite element modelling when done correctly and sufficient information is available. 

Finite element modelling can help to illustrate the anticipated fire performance of timber, 

which may be more aligned with anticipated fire dynamics than prescriptive methods that can rely 

on charring rates derived from standard temperature-time heating curve exposures. From having a 

more precise understanding of the structural and fire performance of the timber structure, it 
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becomes possible to understand what is needed to meet performance objectives for ensuring life 

safety. It also becomes possible to illustrate the anticipated level of resilience that the building will 

have in the event of a fire, such that the time and resources needed for a structure to recover from 

a fire are better understood. The importance of understanding the fire risk of building a tall timber 

structure, including understanding requirements that must be met to ensure life safety and the 

required level of operation resilience, highlight the importance of finite element modelling in these 

applications. It should be noted that finite element modelling is not without limitations which 

include limited data availability and research/knowledge gaps, which will be discussed throughout 

the chapter. In developing these knowledge gaps, finite element modelling can help to progress 

design tools for practitioners addressing the realization of tall timber structures. The need for 

further data to be collected experimentally to address current knowledge gaps in developing design 

tools enabling safer, tall timber structures is the motivation behind this thesis chapter. The purpose 

of this thesis chapter is to identify data sets that need to be collected experimentally in order to 

refine and calibrate an a priori model of a Cross Laminated Timber (CLT) ceiling. This endeavor 

will be complimented by examining case studies of fires of timber structures, to emphasize the 

unique fire dynamics of open plan, well ventilated timber structures.  

8.2 Background 

Traditionally, fire dynamics of a compartment have been characterized as going through a 

growth phase, in which the fire is established and begins to spread. This leads into a fully 

developed fire, where the highest temperatures of the fire are reached, before moving into a decay 

phase where the temperature and energy release rates decrease [142]. Flashover is sometimes seen 

in compartment fires, marking the transition between the growth phase and the fully developed 

phase, considered to have taken place when all temperatures within the compartment are 600 °C 
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or greater, or that the radiation to the floor of the compartment reaches 15-20 kW/m2 [142]. 

However, the concept of flashover remains debated, particularly in large compartment sizes where 

it is not well understood. There have been fires in large compartments or open plan steel and 

concrete structures, that have been observed to not fully involve the compartment simultaneously, 

but rather there is spatial non-uniformities. In some instances, fires have been observed to travel 

across floor plates and/or across stories [143], going against the tradition notions of uniform 

burning and temperatures within a compartment. These fires can be of prolonged duration, and 

using uniform gas temperatures could have led to significant errors in thermal and structural 

analysis [143].   

Materials such as steel and concrete have had simplified methods developed to assess non-

uniform fires in large open-plan spaces [143ï145] providing estimates of temperatures or heat 

fluxes at the ceiling of a compartment. Experimental and computational research has shown that 

peak temperatures in materials can be higher in localized fires than in post-flashover fires [146], 

and that localized fires can create non-uniform temperature distribution inducing simultaneous 

heating and cooling [147].  

Combustible materials such as timber have not yet seen the same study for fires in open 

plan, well ventilated spaces that could support non-uniform fires, though these spaces are 

becoming architecturally and aesthetically desirable. Several of the challenges of designing open-

plan buildings with exposed mass timber elements are outlined in Rackauskaite et al. (2020) and 

are related to the lack of available data regarding travelling fire size, fuel load, heat release rate, 

near field heat flux, and far field thermal exposure (all impacted by timbers combustibility) [148]. 

In this context, the near field represents flames directly impinging on the ceiling from an external 

fuel source, whereas the far field represents cooler temperatures away from this direct 
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impingement.  

Other aspects unique to timber include the effect of delamination. Experimentally, 

delamination has been observed as contributing to a second flashover [4, 97], where the fall off of 

timber laminates along with a freshly exposed timber surface provides an additional fuel source to 

the fire. To the authorôs awareness in terms of modelling, many models completed to date assumes 

that timber will not delaminate [149], as adhesives meant to limit delamination are being developed 

[150].   

Smouldering combustion, a slow and low temperature form of flameless combustion [151], 

involves surface oxidation of the char layer, providing sufficient heat for thermal degradation. As 

volatiles are continually driven from the active combustion zone, fresh char begins to burn [23]. 

Smouldering effects contribute to the uncertainty regarding the auto-extinction of timber. Different 

researchers have considered auto-extinction to consist of either flaming extinction [152, 153], or 

termination of any type of combustion process including smouldering [113]. In the case where 

smouldering is still present, the timber will continue to degrade, and the smouldering will still need 

to be extinguished (e.g., through suppression by the fire brigade). In modelling, it has been shown 

that consideration or non-consideration of smouldering can alter the peak temperature of the model 

[103]. 

Thermal and structural modelling is a technique that has been used to assess material 

performance and can range in complexity from simplified analytical models to fully developed 

finite element models. Existing research on thermal modelling of timber has included work by 

Werther et al. (2012) [154] that examined obstacles in modelling timber structures with ANSYS, 

SAFIR, and ABAQUS software. Challenges were identified as accounting for a discontinuity in 

specific heat capacity of timber as described in the Eurocode 5 [32] to account for latent heat of 
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vaporization of water, which was addressed by the removal of this discontinuity and the addition 

of a latent heat [154]. Further recommendations by Werther et al. (2012) included checking the 

mesh size for suitability for the analysis, optimizing time-steps during different intervals of the 

analysis to optimize computational time, and that special attention should be given to the mesh 

size at the location of impinging 2D heat flows.  

Quiquero et al. (2019) [118] created a thermal and structural finite element model of post-

tensioned timber beams at ambient and fire conditions. ABAQUS was used to create a post-

tensioned timber model, compared against previous experimental studies, and it was found that 

the thermal gradients reported by the model aligned with the recorded thermocouple readings and 

char depths of the experimental studies. Challenges (as related to thermal modelling) were 

identified as adequately capturing the effects of moisture evaporation, for which a latent heat 

method was used. Mesh refinement was also determined through a sensitivity study.  

Thi et al. (2017) [155] modelled heat transfer (pyrolysis and charring) through timber 

elements in ABAQUS using a user-defined subroutine. Model inputs were adapted from the 

Eurocode 5 as well as from alternative sources where deemed more suitable. The temperature 

gradient of the models was assessed at varying times during the fire exposure, and the location of 

the char layer, pyrolysed wood, dried wood, and ambient wood were all identified. Geometric 

configurations included a large scale Cross Laminated Timber (CLT) beam, and in general Thi et 

al. (2017) deemed their temperature distributions to have good agreement with experimental 

studies available in literature.  

Richter and Rein (2020) [156] have also explored thermal modelling of timber elements. 

A chemical kinetic model was developed at the micro- and meso-scales meant to capture the 

pyrolysis, fuel oxidation, and char oxidation reactions. Richter and Rein (2020) felt that 
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discrepancies between their model results with experimental values was attributed to uncertainty 

in material properties. Richter et al. (2020) went on to examine the thermal response of timber 

slabs exposed to travelling fires as well as parametric and standard temperature-time heating 

curves, and found that the charring rates and zero-strength layers varied based on the thermal 

exposure [149].  

Gernay (2021) modelled the fire resistance (including cooling and extinction) of timber 

columns using SAFIR, considering ónaturalô fires which included a cooling phase [21]. Gernay 

(2021) found that timber columns were susceptible to failure during the cooling phase as a result 

of delayed heating and loss of mechanical properties.  

Each of the previously mentioned research studies helps to better understand the 

capabilities of modelling timber, and to better understand the strengths and vulnerabilities of 

timber under various thermal and/or structural exposures. Given the demand for structural timber 

to be used in open plan, well ventilated spaces, there is a need for further data to be collected 

experimentally in order to develop a better understanding of the expected fire dynamics of these 

configurations.  

8.3 Modelling Methodology 

The purpose of the model considered herein is to identify datasets that should be collected 

experimentally that will allow for model calibration. The intent is not to assess the fire performance 

or anticipated fire dynamics, nor is it to create a precisely calibrated model, but rather to understand 

which data sets are needed for calibration and recommend instrumentation of future experimental 

studies. Future research (not included within the scope of this thesis) could then perform the 

appropriate experiments and create a calibrated model that could be developed into a simplified 
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analytical methodology for understanding the fire performance of open plan, well ventilated timber 

structures.  

LS DYNA was selected as a software for this modelling endeavor. This software was 

chosen for its capabilities in modelling both thermal and structural aspects (if the model were to 

be further developed to consider structural performance). Furthermore, this software is being 

widely used by industry practitioners5. LS DYNA is a general purpose nonlinear finite element 

program, which can accommodate modelling complications such as changing boundary 

conditions, large deformations, nonlinear materials, and transient dynamic events [157]. LS 

DYNA allows for user defined thermal materials, and the solution methodology is based on 

explicit time integration. The LS DYNA solver is provided a keywork input file [158]. The 

mathematical theory of the heat transfer equations used in the solver are based on the notion that 

the change in internal energy is equal to change in conduction in and out of the system, plus any 

additional heat sources or sinks [159]. 

The model was created using LS DYNA as the solver, though Solidworks was used to 

create the geometry, Altair Hypermesh was used to mesh the model, and Oasys Primer and D3Plot 

were used for pre and post processing, respectively. The preprocessing step involves defining the 

boundary conditions, initial conditions, material properties, solution control and output 

parameters. The postprocessing step involves plotting the results of the parameters with respect to 

time.  

Herein, a CLT ceiling will be considered. The associated material parameters are intended 

to represent the scenario that could be seen in future experimental endeavors. The moisture content 

 
5 LS DYNA is also more economically accessible, at a fraction of the cost of similar software such as Abaqus and 

Ansys.  
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of the timber was taken as 8%, which was found to be an equilibrium moisture content for a 

laboratory, representative of where the CLT could be stored. The emissivity of the wood was taken 

as 0.8 and the convective film coefficient was taken as 25 W/m2K [32]. The thermal conductivity 

was taken from the Eurocode 5 Annex B [32] and is summarized in Table 8.1.  The timber was 

modelled using LS DYNA thermal material type 10; characterized as being thermally isotropic, 

with properties that are temperature dependant and that can be defined by load curves. These 

features are the reason that this material type was selected; as it readily allows for properties such 

as specific heat capacity and thermal conductivity to be defined as a function of temperature.  

Table 8.1 Material properties used according to Eurocode 5 Part 1-2 Annex B 

Temperature (K) Conductivity (W/mK)  Specific Heat (J/kgK) 

293 0.12 1.53 

372 - 1.77 

372 - 13.60a 

393 - 13.50a 

393 - 2.12 

473 0.15 2.00 

523 - 1.62 

573 - 0.71 

623 0.07 0.85 

673 - 1.00 

773 0.09 - 

873 - 1.40 

1073 0.35 1.65 

1473 1.5 1.65 
a Data points omitted due to latent heat method 

The specific heat capacity was also determined from the Eurocode 5 Annex B, however 

the discontinuity between 99 °C and 120 °C (372 and 393 K) was omitted. This was done in 

accordance with the latent heat method as described by Werther et al. (2012) [154] to avoid the 

discontinuity caused by moisture vaporisation. Instead, this phenomenon is accounted for by 

considering a latent energy corresponding to the moisture content of the wood. The heat of 
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evaporation of water was taken as 2260 kJ/kg [160]. The latent energy was therefore calculated 

as: 

ȹHvap, wood = ȹHvap, water * %MC      [8.1] 

       = 2260 kJ/kg water * 0.08 

       = 180 kJ/kg wood 

A sensitivity study was completed to determine the most appropriate mesh size. Previous 

studies of modelling full scale timber structures have considered mesh sizes of 3 mm ï 9 mm [118, 

154], and thus mesh sizes of 3 mm, 5 mm and 10 mm were examined, with sizes chosen to be 

within the scale of previous timber models and to align with dimensions used. A mesh size of 1 

mm was also considered, to aid in evaluating convergence of the larger meshes. The dimensioning 

used for this mesh sensitivity analysis is based on the heat transfer model outlined by Thi et al. 

(2017) [155] and the tests performed by Menis (2012) [161], consisting of a 150 mm thick CLT 

panel, with a moisture content of 12% and a density of 460 kg/m3, subjected to ISO 834 [19] 

thermal exposure. The tests performed by Menis (2012) were chosen for examination in this 

context due to the similarity of the test series with the purpose of the model (i.e., it considers CLT 

exposed to fire from below). Further, this test series was selected as it clearly reports temperatures 

throughout the test duration at multiple depths within the timber slab.  

 Figure 8.1 shows the results of the mesh analysis, compared to the modelling results of 

both Thi et al. (2017) and Menis (2012), as well as the data from two experimental tests performed 

by Menis (2012).  
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a) 

 

b)  

 

Figure 8.1 Comparison between predicted temperatures of different mesh sizes, with measured 

temperatures and previous studies by other authors at a) a depth of 21 mm and b) a depth of 52 mm. 

 

Following the mesh sensitivity analysis, it was determined that a mesh size of 3 mm would 

be adequate for this modelling endeavour of identifying data sets needed for model calibration. 

The results from the 3 mm mesh were nearly identical to the 1 mm mesh, though the computational 

time was only 4% of that of the 1 mm mesh. The final temperature difference at 60 minutes 

between the 3 mm and 1 mm meshes was 1% at a depth of 21 mm, and 2% at 52 mm. Thus, the 

increased computational time did not seem justified given the very small result discrepancies. The 
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5 mm and 10 mm meshes had even faster computational times but did not readily converge with 

the 1 mm and 3 mm meshes.   

Fire exposure was applied to the soffit of the CLT model. As a baseline, the thermal 

boundary condition of the area of CLT directly above the localized fire was characterized as 

radiation and convective contributions from the pool fire described in Chapter 4 and seen in Figure 

4.7. This boundary condition does not account for the contribution of the timber, and therefore 

experimental results could expect to see different temperatures or heat fluxes.  

To verify that the model was working as intended, two previous experimental tests were 

modelled. The first considers the long Glulam beams considered in Chapter 6 (45 mm x 195 mm). 

Five beams were exposed to a kerosene pool fire for 10 minutes on each of the longer sides of the 

beams (i.e., one of the 195 mm sides was exposed to the pool fire, and the member was then flipped 

and the opposite side was exposed to the pool fire). The char depth was found to be 5 mm +/- 1 

mm. The full details of these tests are described in Chapter 6. Further, two heritage timber members 

as described in Appendix C were also modelled. The heritage members had an average density of 

657 kg/m3 and a moisture content of 10%. These members were exposed to a 30-minute methanol 

pool fire, and were found to have maximum char depths on the soffit of 25 mm and 21 mm for the 

first and second trials. For the model verification, the heat flux was calculated from the fuel, based 

on the burning rate, and the heat of combustion of the fuel [23]. The mass burning rate was taken 

as 0.039 kg/m2s for kerosene and 0.017 kg/m2s for methanol, while the heat of combustion was 

taken as 43,200 kJ/kg for kerosene and 20,000 kJ/kg for methanol [162]. The empirical constant 

further used for heat release rate calculations of the fuel representing the product of the extinction 
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absorption coefficient and the beam-length corrector was taken as 3.5 m-1 for kerosene6 [163]. Due 

to the proximity of the fuel to the members, the incident heat flux on the members was taken as 

the heat release rate of the fuel. The incident heat flux on the soffit of the members was therefore 

taken as 52.6 kW/m2 for the Glulam members (kerosene pool fire), and 24.2 kW/m2 for the heritage 

members (methanol pool fire). In this context verification indicates testing that the model meets 

the requirements at this stage of development, whereas validation would ensure a final model 

meets the needs and expectations of the model.  

Current methodologies for non-combustible compartments consider several parameters for 

the design of non-uniform fires. These include flame length (as a function of ceiling height and 

heat release rate), incident heat flux on the ceiling relative to the location of localized fire flames, 

fire spread rate, time for fuel to auto-extinguish, and ambient room temperature, among other 

parameters [144]. As previously mentioned, adapting existing methods for timber structures 

becomes challenging due to the contribution of the timber to the fire, as well as the lack of existing 

data regarding the thermal performance of CLT ceilings. There is limited experimental evidence 

available regarding the fire spread and extinction rates of CLT ceilings, as well as expected heat 

fluxes or temperatures in the near and far field regions.  

The need for experimental evidence in these areas has contributed towards the motivation 

of this study. In terms of available information regarding fire spread and extinction rates, there has 

been some investigation regarding non-combustible structures, as well as flame spread/extinction 

along the top of wood cribs. Gupta et al. (2021) looked at the flame spread characteristics of wood 

cribs, considering the experimental setup and results of the Malveira Fire Test, from which the 

 
6 Heat release rate calculations of fuel were taken as q→=ȹhc* Ð*(1-e-kɓD), where ȹhc is the heat of combustion, Ð 

is the mass burning rate, kɓ is the empirical constant, and D is the diameter of the pool fire [163].  
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location and velocity of the flame front was determined [164, 165]. The x-ONE and x-TWO 

experiments also considered full scale experimental tests of large scale, open plan non combustible 

structures, in which it was found that the fire was observed to travel with clear leading and trailing 

edges [166].  

For this model, the parameters of incident heat flux, flame spread rate, and extinction rate 

will be examined for their effect of the fire performance of a strip of the CLT ceiling. These 

findings will help to inform the design of future experiments. From a review of the literature, it 

was found that each of these parameters is lacking detail as to what might be expected when 

considering CLT ceilings. There is a need to understand likely heat fluxes and flame temperatures 

of CLT ceilings in the near- field region. For this, a localized fire underneath the ceiling will be 

considered, with two incident heat fluxes. These heat fluxes will be taken as 23.9 kW/m2 [167] 

and 77.5 kW/m2 [168], meant to represent the high and low end of heat fluxes provided by timber 

flames as observed in literature. These heat fluxes are derived from studies by Tewarson and Pion 

(1976) [167] and by Petrella (1979) [168] in which both sets of researchers studied the ideal 

burning rate in which small samples of various combustible materials (including several timber 

species) were exposed to radiant heat. The heat flux provided by the materialsô flames was then 

calculated. It should be noted that the heat fluxes considered are meant to represent a range of 

values more than accurate values that would be expected, as expected heat fluxes and flame 

temperatures specific to the soffit of CLT ceilings have yet to be experimentally collected. It should 

also be noted that these heat fluxes consider only contributions from the timber ceiling and not 

from external fuel sources. From this analysis, parameters needed for calibration will be explored.   

Dimensions of the ceiling strip were selected as 0.5 m x 0.1 m x 2.4 m, chosen as large 

enough to observe heat transfer through the depth of the ceiling and along the length, but not so 
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large as to cause unnecessary computational expense. The thickness of 0.1 m is aligned with 

available CLT thicknesses, and the length of 2.4 m is a scaled down version of what could 

potentially be considered in experimental tests.  

In terms of relevant information to use as a starting point for horizontal flame spread and 

extinction rates of CLT ceilings, to the authorôs awareness, there is no readily available data. Data 

in general regarding fire spread rate in realistic fires is limited, though some data has been reviewed 

by Rackauskaite et al. (2015) [143] and by Grimwood (2018) [169]. Collected fire spread rates 

include the reconstruction of the World Trade Centre Fired, tests on natural fires in large scale 

(non-combustible) compartments, the St. Lawrence burn tests from 1958, and the First Interstate 

Bank fire from 1988. Of these, fire spread rates ranged from 1.5 mm/s to 19.3 mm/s [143], 

however, most of the experiments examined considered non-combustible structures. Both the 

maximum and minimum flame spread rates are derived from tests by Kirby et al. (1999) which 

considered nine compartment fire tests at the Cardington lab [170]. The structure was primarily 

concrete with insulated lining (ceramic fibre or plaster board) with fuel provided by wooden cribs. 

Given the lack of data related to flame spread rates of combustible compartments, these data will 

be considered as a starting point for the a priori model considered in this chapterï however these 

setups are notably different from solid CLT members for several reasons, including that the flame 

is propagating along the porous crib, where in a CLT compartment it could be propagating along 

a solid ceiling. This again reinforces the need for experimentally collected data to understand the 

potential rates of fire spread and extinction of CLT ceilings.  

In terms of appropriate extinction rates, to the authorôs awareness, even less data has been 

collected than for flame spread. Of those that have considered the rate of the trailing edge are the 

aforementioned x-TWO experiments, in which a concrete building was fitted with wood cribs 
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throughout the length of the building, and flame spread and the rate of the trailing edge were 

observed [166]. Two trials were performed with varying fuel load densities, the first with a higher 

fuel load density that had a non constant rate of the trailing edge, and the second that had a lower 

fuel load density that did reach a steady state rate of travel. For the purposes of this model, the 

steady state rate of the trailing edge will be considered, which was evaluated to be 0.02 m/min 

(0.33 mm/s) less than the flame spread rate of the leading edge. This value again stems from 

experiments in non-combustible structures, highlighting the need for this data to be collected in 

combustible structures. Nevertheless, the values selected should be reasonable in achieving the 

objective of this thesis, recommending data sets for experimental collection using an a priori 

model.   

Important assumptions made in the creation of this model are assumptions related to 

delamination and char fall off, as well as assumptions related to auto-extinction. This model 

assumes that the adhesive does not allow for delamination, and char fall off is insignificant. 

Otherwise, additional timber would be newly exposed to the thermal exposure following the 

delamination or char fall off, providing additional fuel to the fire impacting the severity of the 

thermal exposure. If the timber being modelled were to delaminate, several aspects of its fire 

performance would be altered, including its char depth. Further, in this chapter, the model assumes 

timber will auto-extinguish, where for the purposes of this model, auto-extinction considers timber 

that is free from flaming or smouldering combustion.  

8.4 Modelling Results and Identification of Data Sets for Collection 

The temperature distributions of the Glulam as well as the heritage members used for 

verification are seen in Figure 8.2. In both figures, the red line at 300°C is used to visualize when 

a certain depth of timber might char. It can be seen that in Figure 8.2 a) which considers the Glulam 
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beams, that the beam chars to a depth of 3 mm at approximately 7 minutes and 9 seconds, and the 

peak temperature at a depth of 6 mm is 262 °C after 10 minutes. From the experiments, it was 

recorded that the beams charred to a depth of 5 mm +/- 1 mm. Through interpolation, it is expected 

that after 10 minutes, the timber would be at a temperature of 308 °C at 5 mm from the soffit (and 

would be considered charred). The percent difference between the modelled char depth and the 

experimental char depth is 3.5%. The charring rate observed in the model is on average 0.52 

mm/min over the 10-minute period. Figure 8.3 shows a comparison of the cross section of the 

Glulam members post fire, as well as the results of the numerical model. Cracking shown in the 

photograph was induced by the mechanical loading as described in Chapter 6, and the projected 

initial areas as outlined in red are adjusted to account for these cracks.  

Similarly, in Figure 8.2 b), the heritage members are considered. The experimental tests of 

these members showed a char depth of 21 mm and 25 mm in the two trials. From the figure, it can 

be seen that the depth of 24 mm reaches a peak temperature of 292 °C after 30 minutes. 

Interpolation between 24 mm and 21 mm shows that the depth which would reach 300 °C after 30 

minutes and would therefore be considered charred is found at 23.85 mm, well within the range 

observed in the experimental trials. The percent difference between the modelled char depth and 

the experimental char depth is 3.7%. The charring rate observed in the model is on average 0.80 

mm/min over the 30-minute period. Figure 8.3 shows a visual comparison of the char depths at the 

end of the heat exposure of the experimental trial that showed a maximum char depth of 25 mm, 

and the numerical model. Note that in Figure 8.3, a heritage member is shown rather than an 

engineered member ï the initial surface of the member was not perfectly even prior to fire 

exposure.   
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Though the results of verification models showed good alignment with the experimental 

studies, it should be noted that in these models the thermal properties of timber were input as being 

reversible. This was done following the material properties outlined in Annex B of Eurocode 5 

[32], in attempt to develop a modelling procedure that was accessible and straightforward. 

However, the models considered for verification were short in duration, and cooling and auto-

extinction were not considered. Had other heat exposures been considered, including those that 

have a cooling phase, the models may not have aligned as well with the experimental results.  

The results of the heat transfer of the two heat flux models are shown in Figure 8.4, where 

the legend shows the distance from the soffit (the application of the heat flux). Figure 8.5 also 

shows the temperature distributions within the CLT ceiling at 15, 30 and 60 minutes. Further, the 

flame spread models were used to highlight needs for data collection. The temperature distribution 

of the flame spread models is seen in Figure 8.6. It is seen that the temperatures, as expected, are 

highly dependant on the rate of flame spread and the rate of extinction. 

Figures 8.4 and 8.5 highlight the importance of having a clear understanding of incident heat 

flux of the soffit of the CLT ceiling and its effect on temperature distribution throughout the depth 

of the ceiling. It was found that the maximum char depth of the models was 2.32 mm for model 

with a flame spread rate of 19.3 mm/s, and 11.88 mm for the model with the flame spread rate of 

1.5 mm/s (assuming that there is no residual smouldering on the member). The slower flame spread 

rate therefore had a maximum char depth of over 5 times the quicker flame spread rate, 

emphasizing the importance of flame spread rate in determining the damaged area of a timber 

member, and resultantly, the residual strength.  Figure 8.6 further demonstrates the uncertainty 

related to flame spread rate and extinction rate, and the impact of these metrics on the temperature 

distribution of the ceiling, and as a result, the structural capacity of the ceiling.  
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a) 

 

b) 

 

Figure 8.2 Temperature distributions of a) the Glulam members and b) the heritage members. Depths in 

the legend represent the distance from the soffit of the member, red horizontal line indicates the 

anticipated charring temperature 

 

 

 

 

 

 

 

 

 

 






























































